
LIMITED LIFETIME WARRANTY
The product has been manufactured by WoodCrafters TX L.P. and is warranted under normal use and service, to be free from defects in material and workmanship for the life 
of the product from the date purchased.  During this warranty period, WoodCrafters TX L.P. will repair or replace at WoodCrafters TX L.P. sole option, free of charge, any 
defective part or parts returned with shipping charges prepaid to the distribution center listed below.  Please include the original receipt with date of purchase and the nature 
of the problem.  Merchandise not returned prepaid will be refused. Our warranty does not cover damage or failure caused by abuse, misuse, abnormal usage, faulty 
installation, improper maintenance or any repair other than those by WoodCrafters TX L.P.  There are no obligations or liabilities on the part of WoodCrafters TX L.P. for 
consequential damage arising out of or in connection with the use or performance of the product or any indirect damages included, but not limited to labor charges for 
installation or removal. This warranty gives you specific legal rights, and you may also have other rights that may vary from state to state. Further information regarding this 
warranty may be obtained without charge by contacting WoodCrafters TX L.P. Customer Service. If any Parts are missing or damaged, please call WoodCrafters TX L.P. 
Customer Service at (800) 235-7747, between 8:00 AM and 5:00 PM C.S.     

WoodCrafters TX, L.P.       
2700 Camino de Verdad, Weslaco, TX 78596-1266
 

HINGE ADJUSTMENT 
The door alignment was set in the factory and should not 
require adjustment unless the cabinet was racked or twisted 
during installation.  If adjustment is needed, follow the 
instructions provided in the adjacent chart.

CARE & MAINTENANCE:
Cleaning Instructions:  To clean surface of doors or cabinet, 
use non-abrasive cleansers only.  
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INSTALLATION INSTRUCTIONS
MEDICINE CABINETS 2700 Camino de Verdad

Weslaco, TX 78596
1 (800) 235-7747

Instrucciones
NOTE: Ensure hardware selection is appropriate for wall construction and is appropriate for the weight of the 
cabinet including contents.

Step 1: DETERMINE WHERE TO PLACE THE CABINET

1. Determine el área exacta de donde desea que el gabinete quede instalado.

2. To install the cabinet onto Sheetrock.

  a.) Locate wall stud or solid lumber.

  b.) Mark the location(s) of the wall studs on the upper support of the cabinet and drill two (2) holes through  
   the upper support.

  c.) Attach the cabinet to the wall using appropriate wood screws or toggle bolts.

  d.) For additional support repeat process through lower support of cabinet.

3. To install cabinet onto a concrete or brick formed wall.

  a.) Mark the location on the upper support of the cabinet for screw anchor/toggle bolts.

  b.) Pre-drill wall and upper support.

  c.) Insert appropriate screw anchors/toggle bolts (not provided) through support and into hole in the wall.

  d.) Use a screw driver to fasten screw/toggle bolts until secure.

Important Note: Some walls are not even and may cause twisting of the cabinet resulting in a slight door misalignment. To prevent twisting, use spacers (not 
provided). Use the following chart to realign doors. 

Upper and lower support




