
Installation Instructions: 

 

Lancer carpeting is designed to be easy to install and care for.  There are a few important 

steps that must be followed to ensure a successful installation: 

 

--Any cutting or trimming necessary to fit the carpet to your application should be done 

with a sharp pair of scissors. 

 

--Direct glue-down is the only recommended installation method.  Any quality 

indoor/outdoor carpet adhesive that is intended for use with marine/rubber backing is 

acceptable.  Be sure to follow the adhesive manufacturers’ directions exactly as far as 

spread rate, open time, and cure time of the adhesive.  Below are some general pointers 

for gluing: 

 

--Never use a latex-based adhesive over wood treated with copper salts.  (Marine-    

grade plywood is an example of a substrate that is not treated with copper.) 

 

--Allow both the carpet and the surface to be covered to be both free of moisture 

and exposed to an ambient temperature of 65 degrees Fahrenheit for at least 24 

hours, before, during, and after installation.  (Total cure time may be longer 

depending on the specific adhesive) 

 

--Subfloors must be structurally sound and free of dust, dirt, wax, grease, paint, or 

any other bond-inhibiting material before installation. 

 

--Trowel-on application of the adhesive will give the most consistent coverage 

and therefore the best bond.  Typical trowel recommendations: 3/32” x 3/32” x 

3/32” v-notched trowel. 

 

--Allow the adhesive to tack properly, and be sure to maintain proper trowel-

notch throughout the entire installation. 

 

--Lay the carpet into the adhesive so as to minimize air bubbles and wrinkles. 

 

--Smooth carpet with a short piece of 2” x 4” wood or other smooth, flat edge; 

removing any wrinkles, bubbles, or rough areas.  Frequently check for 100% 

transfer of adhesive to carpet backing.  Work from the center to the edges of the 

carpet. 

 

--Cut edges accurately with sharp scissors to reduce frayed or raveled edges. 

 

--Be sure to again refer to the adhesive you use for cure time, but typically you 

should allow 72 hours before exposing carpeting to moisture or inclement weather 

after installation. 


