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Continue assembly with the step entitled “Assembly for BELT DRIVE OPENER” on page 11 of your Owner’s Manual.                  

Fig. 1

Fig. 2

BELT DRIVE RAIL EXTENSION KIT INSTRUCTION
a Supplement to the Owner’s Manual

for Model Series 1042 and 2042

Attachment Procedure

Preparation
You will need Safety Glasses,  Phillips Screwdriver,  Adjustable wrench (x2).   
These instructions replace the section of your owner’s manual  entitled “Rail Assembly 
for BELT DRIVE OPENER” on page 10.

1. Remove the original belt from 
 the Head Rail section.

2. Open the Bullet by removing the 3 screws 
 holding the Bullet Cap to the bullet.

3. Remove the belt from the bullet and set the bullet, bullet cap and screws aside. Throw away the belt.

4a. Align the rail sections on a �at surface as shown with the Sprocket Housing (Powerhead End) 
 to your right and the Pulley (Door End) end to your left. Slide the carriage onto the 
 center rail section if not already there.

4b. Open the Rail Extension Kit and place the Rail Extension section 
 between the center rail section and the pulley end rail section.

4c. Place a rail clamp (there are 3 including the one 
 in the rail extension kit) at each joint 
 between rail sections. Align holes with those 
 in the rail. Add the bolts and nuts supplied*, 
 but tighten just snug.

4d. Ensure the rails are aligned and fully tighten 
 the bolts & nuts.

5. Place the bullet next to the rail so that it lies between the carriage and the Belt Guide. With the Sprocket Housing on 
 your right, the bullet MUST be on the opposite side of the rail from you.
 Starting at the pulley—feed the belt past the pulley on the side with the bullet, through the carriage and stopping at 
 the bullet.

 Feed the opposite end of the belt past the pulley, through the carriage, through the belt guide, around the sprocket, 
 and then, back through the belt guide stopping at the bullet. 
 BE SURE THERE ARE NO TWISTS IN THE BELT.

6. Place each end of the belt into the bullet. Replace the bullet cap and fasten using the 3 screws.
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Kit contains: Rail Clamp Bolt (x8),
Flange Nut (x8), Rail Extension, 
Rail Clamp, Extension Belt. 
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IF YOUR OPENER HAS A 
CHANNEL TYPE RAIL

FOLLOW THE INSTRUCTIONS ON 
PAGE 1 & 2

IF YOUR OPENER HAS A 
“T” TYPE RAIL

FOLLOW THE INSTRUCTIONS ON 
PAGE 3

FIRST—DETERMINE YOUR OPENER TYPE

USED TO CUSTOMIZE A STANDARD UNIT FOR OPERATION OF AN 8' TALL DOOR.

CROSS SECTION VIEW 
"T" TYPE RAIL

CROSS SECTION VIEW 
"CHANNEL" TYPE RAIL

* The standard Parts Bag included in this kit 
    holds extra clamp bolts and �ange nuts. 
    You will only need 4 of each.



HOLE
WHITE MARK

BOTTOM VIEW

BOTTOM VIEW

BOTTOM VIEW

BOTTOM VIEW

PORTE
PUERTA
DOOR

RAIL EXTENSION KIT INSTRUCTION
a Supplement to the Belt Drive Assembly & Installation Poster

for Model Series 3042 and 4042

Attachment Procedure
DRIVE SPROCKET MOUNTING SCREWS
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DOOR ARROW
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GROOVE

Preparation
You will need 1/4", 5/16" and 7/16" sockets or wrenches,  Phillips screwdriver, wire cutter, safety glasses.
Begin by completing Steps 1a through 1f on the Assembly/Installation Poster. 
DO NOT BEGIN STEP 1g.  Proceed with the instructions below to attach the Rail Extension.

DOOR END

insert from beneath

1. On the drive end of the rail, remove the 
 mounting screws holding the drive sprocket 
 to the rail (if already attached). Retain screws for reassembly. 

2. Looking down at the under side of rail assembly (belt visible), position yourself 
 so that the pulley end rail (door end) is on your left. Powerhead end 
 (drive sprocket) will be to the right. Slide the pulley assembly out of the door 
 end. Be prepared to catch the pulley pin which may fall out of the pulley.

3. Remove the pulley pin if it hasn’t fallen out and 
 remove the entire pulley assembly. Set aside.

4. Remove the pulley guard screws and slide 
 the pulley guard out of the door end rail. 
 Notice the orientation of the pulley guard as 
 you remove it (curved side toward the pulley).

5. Disconnect the carriage from the bullet by pulling the red cord. Slide the carriage out the door end rail. Notice the orientation 
 of the carriage as you remove it (straight arm toward the door end of the rail).

6. Separate the halves of the bullet by removing the 4 screws holding them together and throw away the belt.
 •  Lay the bullet halves in the center rail section on the side toward you. 
 •  Lay the new extended belt in the rail with the ends at the bullet. 
 BE SURE THERE ARE NO TWISTS IN THE BELT.

7. One end of the belt has a small hole near the end.
 The opposite end has a white mark with a hole near it.  
 Using a wire cutter, cut o� the end of the belt at the white mark.

8. Place the belt ends between the halves of the bullet 
 and fasten the halves together using the 4 screws.
 (Again, make sure the bullet is on the side nearest to 
 you as shown.)
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9. Place the drive sprocket (with the tabs and screw 
 holes facing down) back inside the belt. Be sure 
 the belt on the near side rides in the guide groove
 and slide the drive sprocket and belt back into the rail.

REMOVE
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10. At the door end of the rail, slide the carriage back 
 into the rail. Make sure the door arrow faces the 
 same direction as those on the rail (points 
 toward the door).

11. Slide the rail coupler and short, 12 inch rail  onto the door end of the rail. Position the coupler by aligning the clearance 
 holes on the sides of the coupler with the pulley guard screw holes on the rail. The new rail end should have a small 
 mounting hole on each side very near the end.

12. Position the belt through the alignment slots 
 of the pulley guard. Slide the pulley guard into 
 the rail. Insert the two pulley guard screws 
 and tighten. The screws should align with 
 the clearance holes in the short rail coupler.

13. Place the belt onto the pulley and align the pulley with the pin 
 hole in the pulley holder. Insert the pin from underneath. 
 It is important that the pin be inserted from underneath 
 to prevent the pin from falling out after assembly.

14. Slide the pulley assembly into the rail until it hooks onto the edges of 
 the rail end. Check to make sure both sides of the pulley assembly are 
 hooked on the rail end. The holes in the ends of the pulley assembly 
 should match up with the mounting holes at the end of the rail. 
 Con�rm the pulley pin is still in place.

15. Proceed with Step “1g” on the Assembly & Installation Poster.
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                        Kit contains: Coupler,
        12" Rail Extension, 
                        Extension Belt. 
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6. Slide the drive sprocket assembly out of the 
 powerhead end rail.  Remove the sprocket 
 from the belt.

check pulley assembly aligned with MOUNTING holes 

TOP VIEW

BOTTOM VIEW 

DOOR POWERHEAD

TOP VIEW

TOP VIEW

BOTTOM VIEW

BOTTOM VIEW

BOTTOM VIEW

BOTTOM VIEW

SIDE VIEW

SIDE VIEW


