
ASSEMBLY INSTRUCTIONS FOR "TWO-STEPPER"
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    Tools required: Hammer or mallet, 
    phillips screwdriver, tape measure.

1. Getting Started: Measure your site and make sure 
     you will have ample space for your design. Level the soil 
     under where the lumber sideboards will be placed.
2. Preparing for Installation: Slide the lumber into 
     the channel end of one of the brackets until it is centered 
     and flush on all sides. Use the supplied screws to fasten 
     the bracket to the lumber (manually or with a screw gun), 
     using the holes in each bracket to do so. Repeat this 
     process on the opposite end of the lumber but flip the 
     bracket so that the round end is in the opposite direction 
     from the round end on the first bracket you attached 
     (as pictured). 
3. Installation: Place a cap on top of a stake (to prevent  
     damage to stake) and hammer the stake into the soil where 
     the first stackable connector is to be located (make sure 
     there are no rocks or other obstructions in the path 
     of the stake). Drive the stake in until the lower half (the half 
     with the fins) is completely in the soil. Temporarily remove 
     the cap from the top of the stake after it is in place.
4. Slide one of the round ends of the bracketed sideboards 
     over the in-ground stake with the round end of the bracket 
     on the bottom so that it touches the ground. When the first 
     sideboard is lying in the desired position, place the round 
     end of a second sideboard over the same stake with the 
     round end at the top to complete that corner joint. Repeat 
     steps 3 and 4 until the first level of your design is complete.
5. To finish the appearance of each corner joint and to secure 
     the brackets over the stake, push the caps into the tops of 
     the stakes (unless stacking additional connectors to increase 
     the height of the design – then see step 6).
6. Stacking Connectors: If a multi-level or terraced design 
     is desired, slide a second stake into the top of the in-ground 
     stake and repeat steps 3 and 4 (you may go as high as 5 or 
     6 levels in some cases). Secure the cap onto the top-most 
     stake to finish the frame design. Fill your design with the 
     applicable material (soil, sand, etc.)
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Patented

Two-Stepper
10 Connectors

10 2"x 6"x 4' lumber
Approx. soil needed:
24 cu. ft.(.9 cu. yds.)


