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PARTS AND FEATURES

FEATURES
LARGE CAPACITY

LG dishwashers allow you 
to load very large items in 
both the upper and lower 
racks. The tall tub pro-
vides extra overall capaci-
ty and the clearance to ac-
commodate large dishes. 
Extra large items (max. 14 
in.) may be loaded in the 
lower rack by raising the 
upper rack.

SLIM DIRECT MOTOR™
The new Slim Direct Mo-
tor™ is inverter-controlled. 
Wash power is controlled 
based on cycle selection. 
It also offers high energy 
efficiency to minimize en-
ergy use.

HYBRID DRYING SYSTEM 
This system effectively 
dries dishes without the 
use of a heating element 
that would increase en-
ergy consumption.

VARIO SPRAY SYSTEM

 

The water spray alternates 
between the upper and 
lower racks, so all of the 
power from the motor is di-
rected to one rack at a time. 
This concentrates all of the 
cleaning power of the motor 
on each rack in turn.

SOFT FOOD GRINDER AND SELF- 
CLEANING FILTER

 

For best wash results, your LG 
dishwasher has a built-in soft 
food grinder and a selfclean-
ing filter. The grinder grinds 
up soft food and residue into 
small particles that can be 
caught in the filter and washed 
down the drain. The self-
cleaning filter system continu-
ously cleans the wash water as 

it circulates to separate any residue from the wash water. All dirt 
and residue easily washes down the drain.
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1. CONTROL PANEL

2. DOOR HANDLE

3. FRONT COVER

4. LOWER COVER

5. LEVELING FEET

6. DISPLAY WINDOW

7. POWER BUTTON

8. BASE

9. TOP SPRAY ARM

10. UPPER SPRAY ARM

11. LOWER SPRAY ARM

12. DETERGENT AND RINSE AID DISPENSER

13. DRYING VENT COVER

14. UPPER RACK

15. SILVERWARE BASKET

16. LOWER RACK

1

2

5

6

3

4

8

7

11

9

10

14

15

16

13

12

SPECIFICATIONS

The appearance and specifications are subject to change without notice.

Model: LDS5540ST/WW/BB

Power Supply 120V, 60 Hz AC only, minimum 15A circuit breaker

Water Pressure 20–120 psi (140–830 kPa)

Size (WxDxH) 23 3/4" x 24 5/8"x 33 1/2" (603 mm x 625 mm x 851 mm)

Inlet Water Temperature 120°F (49°C) minimum

Product Weight 90.8 lbs. (41.2 kg)
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CONTROL PANEL

Cycles
Select your desired cycle.

POWER SCRUB
This cycle is for heavily and hard soiled dishes. Power Scrub 
can also help reduce hard water spotting on dishes. 

NORMAL

This cycle is for normally soiled, everyday loads. 

DELICATE

The cycle is intended for effectively cleaning delicate items 
such as fine china and stemware.

QUICK
This is a shortened cycle that is intended for washing and dry-
ing recently used dishes or lightly soiled loads. 

UPPER ONLY
This cycle is only for washing items placed on the upper rack.

CHIME ON/OFF 
To enable or disable the chime, first, turn on the dishwasher. 
Press and hold the Extra Dry and Delay Start buttons simulta-
neously for approximately three seconds. 

TO CANCEL A CYCLE
To cancel a cycle, open the door and then press and hold 
the Extra Dry and Extra Rinse buttons simultaneously for ap-
proximately three seconds. The drain pump will activate and 
the cycle will cancel. The display will show “dr” and the dish-
washer will drain the water. After the dishwasher is drained, 
the power will turn off.

If power is turned on and no cycle has been selected, the 
dishwasher will power off within four minutes.
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CONTROL PANEL

Cycle Options 
Press the desired cycle and then select the options for that 
cycle.  

SANITARY
This high-temperature rinse sanitizes dishes and glassware in 
accordance with NSF/ANSI Standard 184 for residential dish-
washers. Certified dishwashers are not intended for licensed 
food establishments.

EXTRA DRY
Select the EXTRA DRY option for better drying performance. 
This option adds 60 minutes of extra drying time to the cycle. 

EXTRA RINSE
The Extra Rinse symbol indicates that an extra rinse has been 
added to the cycle. 

DELAY START
The Delay Start feature allows you to delay the start of a se-
lected cycle. Each time the Delay Start button is pressed, the 
delay time will increase an hour. The delay start time can be 
set from 1 to 19 hours, in one-hour increments.

CHILD LOCK 
The Child Lock feature helps prevent your settings from be-
ing changed during a cycle. Selecting this feature locks all 
of the buttons, except for the Power button, on the control 
panel. This feature does not lock the door.

To activate the Child Lock:

1. Press the Power button.

2. Select the cycle (and desired options).

3. Press and hold the Extra Rinse and Delay Start buttons for 
three seconds. The Child Lock indicator will illuminate in 
the display once the Child Lock is activated. 

 

DIGITAL DISPLAY
The Digital Display on the control panel shows the ESTIMAT-
ED cycle time. When the dishwasher is powered up, the dis-
play will be blank. When the cycle and options are selected, 
the display will show the total estimated time to complete 
those selections. During operation, the display shows the re-
maining estimated operating time. 

•	The estimated time shown in the display does not include 
delay times for heating water, etc. 

•	 If Delay Wash is selected, the display shows the delay time 
in hours. 

•	Time may vary depending on the soil level of your load.
•	The RINSE AID symbol  indicates that the rinse aid 

needs to be refilled.

 NOTE

POWER
 y Press the Power button to turn on the control panel.  If no 

cycle is selected within four minutes, the dishwasher will 
power off.

 y After the cycle is complete, the power automatically turns 
off for safety and to reduce energy consumption.”

 y If there is a power surge, power outage, or disruption of 
any kind, the PF indicator will display and power will be au-
tomatically turned off for safety. The cycle will need to be 
restarted.

SMART DIAGNOSIS 
Should you experience any problems with your dishwasher, 
it has the capability of transmitting data to your Smart Phone 
using the LG Smart Laundry & DW Application or via you tele-
phone to the LG call center.

Smart Diagnosis is a troubleshooting feature designed to as-
sist, not replace, the traditional method of troubleshooting 
through service calls. The effectiveness of this feature de-
pends upon various factors, including, but not limited to, the 
reception of the cellular phone being used for transmission, 
any external noise that may be present during the transmis-
sion, and the acoustics of the room where the machine is lo-
cated.  Accordingly, LG does not guarantee that Smart Diag-
nosis would accurately troubleshoot any given issue.

 NOTE
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Cycle Sanitary Extra Dry Extra Rinse Sanitary 
Extra Dry

Sanitary 
Extra Rinse

Extra Dry
Extra 
Rinse

Sanitary
Extra Dry

Extra Rinse

Delay 
Start

Power Scrub

Normal

Delicate

Quick

Upper Only
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CYCLE OPTION CHART
The cycle guide below shows the available options for each cycle. 

Cycle
Wash Rinse

Dry *Water 
Usage

**Cycle 
TimePre 1 Pre 2 Main 

Wash Rinse 1 Rinse 2 Heated 
Rinse

Power 
Scrub

1450F
630C

1540F
680C

7.7 gal.
29 L

166 min.

Normal

1400F
600C

1490F
650C

6.3 gal.
24 L

141 min.

Delicate

1220F
500C

1540F
680C

6.1 gal.
23 L

130 min.

Quick

1150F
460C

1400F
600C

5 gal.
19 L

84 min.

Upper 
Only

1400F
600C

1490F
650C

6.1 gal.
23 L

107 min.

* Actual water consumption will vary depending on soil level and water hardness.

** Actual cycle times may vary depending on soil level, water temperature and hardness

CYCLE SELECTION CHART
The cycle guide below shows the default settings for each cycle. 




