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POOL SANITIZATION WITH 3 INCH TABLETS
WHY TO USE THIS PRODUCT: This product is one of the 
most efficient types of stabilized chlorinating sanitizer for 
pools with automatic feeders or floaters. This slow 
dissolving product releases sufficient chlorine to reduce 
the growth of harmful algae and bacteria in your pool. 
Unlike unstabilized pool sanitizers such as Calcium 
Hypochlorite or liquid chlorinating product (bleach), this 
product contains both chlorine and a stabilizer which 
reduces chlorine loss from sunlight. 
IMPORTANT NOTES:
1. When using other products, as outlined in directions 

for this product, always follow label directions for 
those products.

2. Sunlight, rainfall, temperature, number of swimmers 
and frequency of pool use affect the rate of available 
chlorine loss. Adjust cleaning and chemical 
maintenance accordingly. To destroy undesirable 
compounds, shock pool on a regular basis, typically 
every 1 to 2 weeks.

3. Use this product in an automatic or floating feeder or 
skimmer designed for this product.

4. Do not add other chemicals through the skimmer or 
feeder when using this product – an explosion might 
occur. Use this product in skimmer only if skimmer 
and the piping between skimmer and pump are 
plastic. In vinyl pools, do not leave pump turned off for 
more than 8 hours when this product is in the 
skimmer. If pump is turned off for more than 8 hours, 
bleaching and damage to liner may occur.

5. To avoid damage to pool surface or materials do not 
allow product to come in direct contact with these 
materials. Do not throw tablets directly into pool. 

DIRECTIONS FOR USE: It is a violation of Federal Law to 
use this product in any manner inconsistent with its 
labeling. Read entire label and use strictly in accordance 
with precautionary statements and directions.

BEFORE YOU BEGIN:
1. Ensure all pool equipment is working properly. Adjust 

stabilizer levels to 40-50 ppm with Chlorine Stabilizer.
2. Check water pH, alkalinity and calcium hardness with 

a test kit. Adjust pH to 7.2-7.6 by adding pH Down to 
lower pH, or by adding pH Up to raise pH. Adjust 
alkalinity to 80-125 ppm for plaster pools, 125-150 
ppm for vinyl or fiberglass pools by adding Alkalinity 
Increaser. Adjust calcium hardness to 200-275 ppm 
for plaster pools, 175-225 ppm for vinyl or fiberglass 
pools by adding Calcium Hardness Increaser. Be sure 
to follow label directions.

3. Check residual chlorine level with a test kit and adjust 
to 1-4 ppm by adding a stabilized granular chlorinator.

NOW USE THIS PRODUCT
START-UP/INITIAL TREATMENT:
1. If water is cloudy or green, superchlorinate pool with 

appropriate shock product until pool is clear.
2. Test chlorine level and add this product to feeder or 

floater to bring level to 1-4 ppm. If pool has a plastic 
skimmer, add one tablet per 10,000 gallons of pool 
water. Add additional product to maintain a chlorine 
level of 1-4 ppm.

3. When chlorine level is adjusted to 1-4 ppm, add the 
algicide appropriate to your needs.

ROUTINE MAINTENANCE:
Fill feeding device with product to ensure constant 
chlorine level of 1-4 ppm. Check feeding device often and 
refill as needed.
Re-entry into treated swimming pools is prohibited 
above levels of 4 ppm chlorine due to risk of body 
injury.
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Do not store in direct sunlight.


