
Delicate Touch Acrylic Laundry Sink 
Installation Instructions

DEL2126ATA Air Switch Controlled 
Blower Motor with Wash Board and 
Integrated Drying Shelf

DEL2126ATO Acrylic Laundry Tray With 
Washboard and Integrated Drying Shelf 
Only

DEL2126ATD Electronic Blower Speed 
Control with Wash Board and Integrated 
Drying Shelf

DEL2126ATD ONLY

Manufactured for The WESTBRASS Co.
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by Hydro Systems, Inc.



Warning - Never operate electrical devices within 5’ of the sink. Risk of electrical 
shock. Connect only to circuits protected by a Ground Fault Circuit Interrupter (GFCI). 
Such a device should be installed by a licensed electrician and should be tested regu-
larly. To test the GFCI, push the TEST button. The power should turn off. Press the 
reset button and power should resume. If the GFCI fails to operate in this manner, do 
not use the sink. Disconnect the power and have the problem corrected by a qualified 
service technician. Installer/OWNER BEARS ALL RESPONSIBILITY TO COMPLY WITH 
ALL STATE AND LOCAL CODES WHEN INSTALLING THIS PRODUCT.

The Delicate Touch Laundry Sink Line is manufactured from the highest quality fiber-
glass reinforced Acrylic for strength, beauty and stain resistance. With normal care 
and use, this cast acrylic product will maintain its beauty for a lifetime. 
• Never use abrasives or harsh chemicals while cleaning this unit. 
• Use care when rinsing sharp utensils or household tools which may scratch the surface of the sink.
• Do not use solvents like acetone, paint, fingernail polish remover, dry cleaning solutions, lacquer 
thinner, gasoline, pine oil, wintergreen oil etc.
• Common household non-abrasive cleaners, such as Simple Green, Mr. Clean, Ivory or Palmolive liq-
uid, Woolite or other low sudsing gentle laundry detergents can successfully be used. If employing the 
blower agitation function, start with a very small amount of detergent to prevent over sudsing. 
• Rinse the system using clear water after use.

DEL2226ATA
White Delicate Touch Laundry Sink - 
Acrylic - Washboard Contour - Push Button Air Control
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White Delicate Touch Laundry Sink - 
Acrylic - Washboard Contour - Electronic Air Control
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DEL2226ATO
White Delicate Touch Laundry Sink  
Acrylic - Washboard Contour With Shelf
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Installation Instructions:
1. Remove sink from all protective packaging. Set in on a piece of cardboard on the 
floor to prevent floor damage.
2. Gently place the sink up side down on the counter. Check clearance and position-
ing.
3. Trace the outline of the sink onto the counter top with a pencil.
4. Measure 1/2” in from the traced line on all sides and mark this as the hole size 
required for self-rimming installation. (For under mount installations, the counter top 
fabricator will size the sink cut out. Do not use the faucet to clamp the sink to the 
counter top! This voids all warranties.)
5. Cut out the hole, rounding the corners as required by the counter top manufac-
turer.
6. Drill any required faucet holes using a bimetal hole saw. Drill from the top while 
supporting the sink rim. Do not press hard; let the hole saw do the work to prevent 
damage to the rim. Do not use a spade style bit. Ensure the hole is large enough to 
fit the faucet body.
7. Install the sink strainer and faucetry using silicone as required by the faucet and 
drain manufacturers.
8. Caulk under the lip of the sink and place it into the hole cut out. No clamps or 
screws are required.
9. Clean the excess caulking and allow to dry.
10. Connect all plumbing as required and test for leaks.

Electrical Installation:
Both the DEL2126ATA and DEL2126ATD are supplied with a 340w, 120V, 2.9 amp 
air blower system. The DEL2126ATA uses an air pulse to turn the blower on and off; 
while the DEL2126ATD uses a 4-button, variable speed intelligent blower control 
system. Both systems are supplied with a three prong, standard plug which must be 
plugged directly into a 15 amp, GFCI protected wall receptacle. Do not modify the 
cord or use an extension.


