
 

 ASSEMBLY 

Assembling the Pole Handle 

 Remove protective packing material from tube ends and discard. 

 Assemble the top handle to the middle handle section with the label facing up.  

 Slide upper handle tube down onto the middle handle tube so that the holes 

are aligned. There are two positions available on both upper handle tube    
and lower handle tube for adjustment to your preferred height setting.        
Ensure the power cable moves smoothly down into the middle handle        
tube while assembling. 

 Fasten handle tubes together with curved head M6*50 bolt and wingnut        

as shown in illustration (b). Note that when you first insert the bolt it may        
be necessary to wiggle it carefully to get it past the jacketed wire inside the 
tube. 

 Repeat this process to attach the middle handle tube to the lower handle tube.  

See illustration (c).  

CAUTION: NEVER use a sharp object to move the jacketed wires out of the way. 

WARNING: Failure to lock handle tubes as directed above could result in serious injury or death. 

 

Assembling The Auxiliary Handle 

 The edger must be assembled before use.  When removed from the box, the auxiliary handle is disassembled. 

 Position auxiliary handle into the bracket as shown in illustration (a), making sure the holes are aligned. 

 Insert M6X45 bolt through the hex shaped recess in the bracket and secure with handle knob. 

 Adjust handle to the desired angle, then fully tighten. 

 

Assembling The Pole To The Edger Body 

 Insert the male plug from the lower handle into the female plug on the body of edger as shown in illustration (d). 

 Place the base at the bottom of the handle onto the body and secure with the (4) screws provided. 
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UNPACKING 

The edger must be assembled before use.  When removed from the box, the handle sections are connected by an electrical cord and must 

be assembled. 

Carefully remove everything from the box.  Make sure that all items listed in the packing list are included.   

Do not discard the packing material until you have carefully inspected and satisfactorily operated the edger 

PACKING LIST 

 1 Edger 

 1 Auxiliary handle 

 2 Wingnuts and M6X50 curved head bolts for upper handle tube and lower handle tube 

 1 Knob and M6X45 bolt for auxiliary handle  

 4 ST4.2X20 Self-tapping screw 

 1 Manual 
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OPERATING 

Before starting the edger, line up the tool so the blade cut line indicator is aligned with the edge of the paved surface.  Both rear wheels should be on 

the paved surface when edging. 

CUT DEPTH ADJUSTMENT 

DANGER: UNPLUG TOOL!  WAIT FOR BLADE TO COME TO COMPLETE STOP 

The front wheel can be adjusted to allow a deeper or shallower cut, and to increase the life of the blade. Change the cut depth from the 
shipping position to your desired depth by: 

1. Wait for blade to come to complete stop! 

2. UNPLUG TOOL! 

3. Rotate the Depth Adjustment Lever. 

4. Adjust wheel  depth to one of three positions. 

 NOTE: Recommend 1 in. depth for edging. 

5. Release Depth Adjustment Lever to lock position. 

 



 

 

 

TO TURN THE EDGER ON 

Your lawn edger is equipped with a safety lock off button to prevent accidental operation of the tool. 

 

To start the lawn edger, depress the safety lock button (2) and pull the trigger (3) firmly. 

 

Release the safety lock button when motor is engaged.  Continue to pull the trigger to maintain power to the unit.  

To stop the lawn edger, release the trigger. 

 

Ensure when starting the lawn edger that the blade is not in contact with any surface. 

 

To avoid kickback of edger, tilt the handle down so the blade is above the ground surface.  Slowly lift handle to lower the blade, finding the edge of the 

paved surface and start edging.  Then move the tool forward slowly along edge of paved surface.  During edging some sparks may be generated from 

hitting stones.  This is normal.  For electrical safety and to prevent clogging of the blade chamber, do not attempt to edge when the grass or soil is wet 

or damp.  If chamber becomes clogged, release trigger, wait for blade to come to complete stop. UNPLUG TOOL! Remove clogged material with a 

stick. Do not attempt to unclog the blade chamber by tapping the tool on the ground.  This can damage the unit. Keep hands clear of blade when 

cleaning as the blade will wear to a sharp point during edging. 

Cord routing 

Always make sure that you route the cord away from the work area to prevent it from coming near the blade of the lawn edger.  Lay your cable route 

before starting work. 

Start your lawn edger at the point nearest to the electrical socket, and then move away while working.  This will mean that the cord will be pulled 

through the area that has already been cut, thereby keeping it out of danger of being cut through by the blade. 

 

Cord Restraint 

Your lawn edger has a cord retainer to prevent the power cords from  being disconnected. 

 

It is recommended the cord retainer is used as follows: Approx. one (1) foot (300mm) from the end of the extension cord, form a tight loop n the    

extension cord, and feed the loop through the square hole beneath the handle.  

Place the loop over the retainer hook in the handle to prevent the cord from pulling back through the square hole. Gently pull the cord to ensure it is 

firmly retained. 

   

Changing the Blade 

WARNING:  Before performing any maintenance or adjustments ensure the power cord has been totally disconnected from the                         
main power supply. 

1. Lay edger on its side with the blade facing up. 

2. Remove the lock nut, spacer and the blade.  Ensure the shaft and inner spacer are free of any dirt, etc. 

3. Install the new blade and spacer.  Install the lock nut and tighten firmly. 

4. After the blade is secure, rotate the blade by hand to ensure the blade is not making contact with any components of the edger. 

 

Cleaning 

CAUTION:   Use only mild soap and a damp cloth to clean the lawn edger. 

 

Never allow any liquid to get inside the lawn edger.  Never immerse any part of the lawn edger into a liquid. 

 

BLADE 

 

DANGER:  UNPLUG TOOL! WAIT FOR BLADE TO COME TO COMPLETE STOP 

 

The blade, two spacers and hex head nut with conical washer should be attached to your edger in the order shown. Please check that the blade has 
been properly mounted before using your edger. When the blade wears to the small hole at each end of the blade it will give only 1/4 in. depth of cut 
and should be replaced. 

Tip:  To increase blade life, keep initial cutting depth at minimum and increase depth setting as blade wears. 
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OPERATING 



 

 

OPERATING 

NOTE:  The edger is a major appliance and should not be operated simultaneously with other major appliance on the same household circuit.  

For the first edging each season, it is best to move forward slowly because grass is thickest then. Subsequent edging will be completed more 

rapidly. If the tool slows down, back it up an inch or two until the blade comes up to normal speed. Do not attempt to edge when the grass or 

soil is wet or moist, for electrical safety and to prevent clogging of the blade chamber. If you must edge under conditions that cause the blade 

chamber to become clogged, release trigger, wait for blade to come to complete stop! UNPLUG TOOL! Open door and remove clogged       

material with a stick. To continue to operate the tool in a clogged condition will seriously overload the motor. 

CAUTION: Do not attempt to unclog the blade chamber by dropping or tapping the tool on the ground. This can damage the unit. Keep hands 

clear of blade when cleaning as it will wear to a very sharp point during edging. 

 

STORAGE 

WARNING: Be sure lawn edger is unplugged. 

 

CAUTION: Do not hang edger on switch trigger or power cord. 

Note:  Do not store the tool on or adjacent to fertilizers or chemicals. Such storage can cause rapid corrosion. 

PREVENTING CORROSION 

Fertilizers and other garden chemicals contain agents that greatly accelerate the corrosion of metals. If you use the tool in areas where 

fertilizers or chemicals have been used, the tool should be cleaned immediately afterwards. Wipe all exposed parts with a damp cloth. You 

may lubricate only metal parts with a light petroleum based oil. When cleaning, DO NOT immerse tool in water or squirt it with a hose.  

 

  TROUBLESHOOTING   

Problem Possible Cause Possible Solution 

Unit will not start Cord not plugged in. Plug tool into a working outlet. 

  Circuit fuse is blown. Replace circuit fuse. (If the 
product repeatedly causes the 
circuit fuse to blow, discontinue 
use immediately and have it 
serviced. 

  Circuit breaker is tripped Reset circuit breaker. (If the 
product repeatedly causes the 
circuit breaker to trip, discontin-
ue use immediately and have it 
serviced) 

  Cord or switch is damaged Have cord or switch replaced. 

For assistance, contact our customer service helpline at 1-800-313-5111 
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