
Fitting & Care Instructions
Parts List
A.  Seat cover
B.  Drink tube with valve
C.  Hydration Reservoir

Installation
Attaching the Seat Cover
Your seat cover has storage pockets on the
back of the cover. This side faces back.
Pull the seat cover over the seat back.
Then pull the rest of the cover over the seat
front as shown.

Loading the Seat Cover Storage Pockets
You can use your Hydration Seat Cover to
organize and transport your gear while using
 your machine. Load heavier items toward the
bottom and be careful not to put anything in
 the hydration pocket that could harm the hydration reservoir.
Caution: Avoid damage!  Be careful not to overstuff the storage compartments.  Doing so could
cause the reservoir to leak and rupture.

Hydration Reservoir - Installation
Unscrew the large main reservoir lid and remove the small piece of protective closed cell packing
foam from behind the lid. (Fig. 1).  Wash both the reservoir and drinking tube with soap and water.
Rinse with clean water.
Caution: Clean your reservoir, drinking valve and drinking tube before the first time
you use it and after every use thereafter to prevent microbial contamination.
Install the reservoir into the zippered reservoir pocket by attaching the plastic flange around the
reservoir lid to the retaining buckle into the reservoir pocket. (Fig. 2).

Twist the buckle and insert it through the flange opening.
Next, route the drink tube out the reservoir pocket through the hose port opening. (Fig. 3)  Then
route the tube through the web loop at the side of the cover to position the mouth piece on the
left side as you are sitting in the seat (Fig. 4).
When not using secure the drinking valve in a small fabric pocket on the side of the seat cover.
(Fig. 5).

Usage
Use the large main reservoir opening to fill the reservoir with your favorite drink or water.  Close the
lid securely.
The drinking valve is found on the end of the drinking hose.  To open simply pull the valve, place
your lips on the mouth piece, bite and drink.  To close the valve push the valve. For best results,
keep the valve closed when not in use.
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 Two Year Limited Warranty

This product is factory warranted for workmanship and materials for two years
after purchase.  Use when transporting your tractor on an open vehicle

will invalidate this warranty.

Made by
Classic Accessories, Inc., Kent  WA 98032

Caution:  Filling your reservoir with liquids other than drinking water will accelerate
microbial contamination and will require more frequent cleaning.
Important: To keep the reservoir clean, inhibit contamination and prevent bacteria from growing,
follow these steps:
Clean with mild detergents and rinse the reservoir thoroughly.
Make sure the reservoir and drink tube are completely dry, inside and out, before storing.
Avoid contacting with extreme heat/cold, harsh chemicals, UV light and sharp objects as these will
damage the reservoir.

Cleaning and Care
To clean outer fabric seat cover: First remove the drink tube and hydration reservoir. Hand wash in
COLD water. DO NOT USE SOAP as it can damage the protective coatings on the fabric.  Line dry.
To clean the hydrations reservoir and drink tube: Add two teaspoons of household bleach to a full
reservoir of warm water. Close the lid, shake and let stand five minutes.
Open the drinking valve and let some of the water run out the end of the tube.  You may also
want to soak the end of the tube and the drinking valve in a mixture of bleach and warm water as
well.
Rinse thoroughly with hot water and dry the reservoir and drinking tube.

Storage
To avoid mildew be sure that your pack and reservoir are completely dry before you store them
for an extended period in an enclosed area.
Disassemble the drinking tube from the reservoir by unscrewing it from the reservoir where the two
join together. Make sure as much moisture as possible has been taken out of the tube and hang
up.
Wipe the inside of the reservoir to remove as much liquid as possible.
Next, take a clean paper towel and loosely stuff into the main reservoir opening to expand the
reservoir.  This will allow air to circulate freely, hang up the reservoir and lid to dry completely.

Before using again, rinse all the parts to remove any dust.
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