
Fitting & Care Instructions
Parts List
A.  Front CargO Organizers 2
B.  1/4” - 20 x 2 Hex Head Screw 2
C.  1/4” - 20 Nut 2
D.  1/4’ Washer 2
E.  1/4” Lock Washer 2

Installation
Attaching the CargO Organizers
Your Cargo Organizers are designed to work in conjunction with
John Deere CargO Mount system.
Open the lawn tractor engine cowling.  Insert a screws (B) through
a washer (C) and insert through the hole in the metal CargO
Organizer frame.  Lift the Organizer into position and slide the
screw down into the front CargO Mount hole on your Riding Mower.
The organizers are on the correct side when the smaller tapered
end of the organizer is facing toward the rear of the machine with
the logo facing outboard.
While holding the organizer and screw in place, slide a washer (C)
and a lock washer (E) on to the screw and thread a nut into the
end of the screw from inside the engine bay. Finger tighten the
screw and tighten with a 10 mm wrench when both organizers are in position.
Caution: Make sure the Cargo Organizers DO NOT interfere with any function and the
safe operation of the riding mower.

Loading the CargO Organizers
You can use your CargO Organizers to organize and transport your gear while using your machine.
Load heavier items toward the bottom.  Wrap anything that can get ruined from water or dust in
plastic.
Caution:  Be careful not to overstuff the storage compartment.  Doing so could cause
damage to the organizes and the machine.

Cleaning
Spot clean with warm water.  DO NOT USE SOAP as it can damage the protective coatings on the
fabric.  Air dry.

Storage
To avoid mildew be sure that your CargO Organizers are completely dry before you store them for
an extended period in and enclosed area.

 Two Year Limited Warranty

This product is factory warranted for workmanship and materials for two years
after purchase.  Use when transporting your tractor on an open vehicle

will invalidate this warranty.

Made by
Classic Accessories, Inc., Kent  WA 98032

LP20937 (page 2 of 2) 07.06.09


