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1.  Place your appliance where it is easy to use.

2.  Avoid placing the unit near heat sources, direct 
sunlight or moisture.

3.  To ensure proper air circulation around the fridge 
-freezer, please maintain sufficient space on both the 
sides as well as top and maintain at least 2 inches 
(5 cm) from the rear wall.

4.  To avoid vibrations, the appliance must be leveled.

5.  Do not install the refrigerator below 41°F as it may 
affect the performance.

 

Select a good 
location

Where to Install

Appliance 
usage range

This appliance is intended to be used in household and similar applications such as
– staff kitchen areas in shops, offices and other working environments;
– farm houses and by clients in hotels, motels and other residential type environments;
– bed and breakfast type environments;
– catering and similar non-retail applications.

More than 

2 inches to back

Keep it at a 
proper distance
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Door removal

Remove the 
freezer

compartment 
door

1)  Removing the hinge cover by loosening the 
screws. Separate all connection wires.

2)  Remove the keeper by rotating it counter 
clockwise ( ) and then lifting the upper hinge 
up ( ).

3)  Remove the freezer compartment door by lifting it 
upward. This time, the door should be lifted 
enough for the feed water pipe tube to be 
completely pulled out.

•  When removing the upper hinge, be careful that 
the door does not fall forwards.

NOTE

•  Move the refrigerator compartment door passing through the access door and lay it 
down, but be careful not to damage the feed water pipe tube.

NOTE

Connection 
wires

Hinge 
cover

Upper 
hinge

Keeper
Upper hinge

Electric Shock Hazard 

Disconnect electrical supply to refrigerator 
before installing. Failure to do so could 
result in death or serious injury.
If your access door is too narrow for the 

refrigerator to pass through, remove the 

refrigerator door and pass the 

refrigerator laterally. 

Feed water tube

Lower hinge

Engough for 
water feed pipe tube 

to be completely 
pulled out

WARNING

Must be cut vertically 
when cutting the tube. 
(Leak otherwise.) Non-vertical Damaged Increased

Guide line is completely 
inserted when only one 
guide line is showing out 
of two.

Open the door and turn 
the hose to inner side

Water hoses are should 
be behind the leg to 
prevent the damage. 
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Remove the 
refrigerator

door

1)  Loosen the hinge cover screws and 
remove the cover. Remove connection 
wire.

2)  Remove keeper by rotating it clockwise ( ) 
and then remove the upper hinge by lifting 
it up ( ).

3)  Remove the refrigerator compartment door 
by lifting it up.

•  Do not remove the grease on the surface of 
gasket or hinge.

NOTE Lower hinge

Connection 
wires

KeeperUpper 
hinge

Move the refrigerator laterally through the 
access door as shown in the right figure.

Move the 
refrigerator 

12345
Max

FRZTEMP REFTEMP

Min

54321

Max

Door replacement
Mount them in the reverse sequence of removal after they pass through the 
access door.

  Connect to potable water supply only.
  Refer to instructions with water filter kit for installation.

IMPORTANT :  Use only new hose-sets supplied whit the appliance and do not 
reuse old hose-sets.

Water supply installation
  Automatic icemaker operation needs water pressure of 21~121 psi 
(1.5~8.5 kgf/cm2) (That is, a paper cup (6 oz. or 180 cc) will be fully filled within 
3 seconds.)

  If water pressure does not reach the rating 21 psi (1.5 kgf/cm2) or below, it is 
necessary to purchase a separate pressure pump for normal automatic icemaking 
and cool water feed.
  Keep the total length of the feed water pipe tube within 26 ft (8 m). Be careful for 
the tube to avoid being kinked. If the tube is 26 ft (8 m) or longer it may cause 
trouble in water feed.
  Install the water supply line where it will not be affected by heat.

Before 
installation

WARNING
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Height difference

When using the spanner

Height adjustment
-  When the height of the door may not be leveled 
when the floor is not leveled. 

� When the freezer door is lower – �
Use the spanner to turn the nut of the height 
adjustment screw on the left to the counterclockwise 
direction to level the door. 

Adjust the height of the door, insert the E ring. 
A maximum of three rings (Only Freezer). 
2 E rings are enveloped with owners manual.

� When the fridge door is lower – �
Use the spanner to turn the nut of the height 
adjustment screw on the right to the clockwise 
direction to level the door. 

When the floor 
is not leveled

The refrigerator doors will close smoothly by heightening the front side by adjusting the 
height adjusting screw. If the doors do not close correctly, performance may be 
affected.

After leveling 
the door height

Next 1.  Wipe off all dust accumulated during shipping and clean your appliance thoroughly.

2.  Install accessories such as the ice cube box, cover evaporating tray, etc., in their 
proper places. They are packed together to prevent possible damage during shipping.

3.  Connect the power supply cord (or plug) to the outlet. Don't double up with other 
appliances on the same outlet.

Do not force too hard to level the height. The hinge pin can be pulled out. 
(Adjustable range of height is a maximum of 2" (5 cm))

�  When the fridge door is lower than the freezer door while using the refrigerator, 

level the doors. 

1.  Use the � tool for adjustment on 
the wide side to turn nut � (  ) 
in the clockwise direction to loosen 
the keeper nut. 

2.  Use the � tool for adjustment on 
the narrow side to turn the 
adjustment hinge pin � in 
(  ) clockwise direction or 
(  ) counterclockwise direction 
to adjust the height of the fridge 
and freezer doors. 

3.  After aligning the height of the door, 
turn the keeper nut in counterclockwise direction tightly. 

When the fridge 
door is lower 

than the freezer 
door

Height difference

Up
Down

1  keeper nut

2   Adjustment 
hinge pin

3   Tool for 
adjustment

CAUTION




