
Curbside Xpressions 

1 ) 

Measure from the edge of the shoulder or from the curb, 16 
inch's and 20 inch’s and mark the ground at those two points. 
This is the area you want to dig between with a posthole    
digger.  Dig hole 30 inches deep. 

If you already have an existing mailbox installed using a 4x4 post, you may use the existing post to install 
your new mail column, as long as the post is plumb, or can be straightened.  

With the concrete still wet, place your mail column over the 4x4 post and slide it down the post and 
into the concrete so that the column sinks into the concrete about an 1/8 inch.  Clean and smooth any 
excess concrete that may have overflow the form. 

Mail Column installation instructions  

NOTE: Be sure that you are installing the mail column so the front of the column is at least 6 to 8 inches 

off the shoulder or edge of the curb.  

Let concrete dry overnight and remove wood form and stakes. Replace sod around concrete slab and 
you are finished. 

Mix the 2 bags of instant concrete as per the manufacturers instructions and pour it evenly into the 
Wood form and trowel the top to a smooth surface. 

2 ) 

3 ) 

Insert 4x4 into hole with one flat edge facing the road.  While alternating a level on two sides of the 
4x4, begin to backfill and compact dirt around 4x4 holding it securely in place. 

Slide the cardboard form off the bottom 
of your column, its 4” High 18”wide and 
24” long and center it around the 4x4 
post.  Now, at the center of each side of 
the form, pound a stake to support and 
hold form in place. 

4 ) 

Beginning at the edge of the shoulder or the curb, where the 

mail column will set, remove sod about 4 inches deep, (Save 

it for later) 30 inch’s back from the curb and 18 inch’s wide. 

5 ) 

MAIL 

Tools and supplies needed:  Shovel, trowel, post hole digger, level, 2-bags instant setting concrete,    
4-wood or metal stakes, 4x4 post—54 inches long, Address numbers. 

Call your local utility locator! They will check for all utilities. This is of the utmost importance no matter how sure you 
are that there is nothing there. It's a free service.  Use it.  Every year thousand of people who do not use this service 
get hurt and sometimes worse. Causing damage to phone, gas and electric lines, can be costly .(Give Them a Call)  

Curbside Xpressions LLC. and or the store you purchased the mail column  from, cannot be held responsible for 
any damages or injuries caused by do it yourself installers.  If you are not qualified please call a professional.  
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6 ) 

Place the post in the hole and measure from the ground to the top of the post. It should be no more 
that 24 inches above the ground. If the top of the post does not fall in this range, remove the pole 
and dig deeper or refill the hole as necessary to achieve this height.  

7 ) 

8 ) 

On the side of the column glue your address numbers with silicone or construction type glue. 9 ) 


