
IMPORTANT NOTES: 

1. Shock your pool every week and also after heavy 
rain or heavy use to help keep your pool water 
properly maintained.

2. Sunlight, rainfall, temperature, number of swimmers, 
and frequency of pool use affect the rate of chlorine 
residual loss. Adjust cleaning and chemical 
maintenance accordingly. 

3. Use this product in an automatic feeder or floater 
designed for this product.   

4. Do not add other chemicals into the feeder or floater 
where this product is in use as a fire or explosion 
may occur. 

5. To avoid damage to pool surface or materials do not 
allow product to come in direct contact with these 
materials. Do not throw tablets directly into pool.

POOL SANITIZATION WITH 1 INCH TABLETS 

WHY TO USE THIS PRODUCT: For use in feeders and floaters, this 
multi-functional sanitizer kills bacteria and controls algae, prevents metal 
staining and corrosion, reduces scale formation and softens water. Its 
unique additive actually coats metal surfaces, protecting them against rust. 
Additionally, this additive protects pool surfaces from metal stains and acts 
like a magnet to bind hard water components, making your pool water silky 
smooth. This sanitizer will last longer compared to chlorine products such as 
liquid bleach or calcium hypochlorite, as it contains sunlight-protected 
chlorine. It’s the perfect solution for clear, silky smooth, inviting pool water.
DIRECTIONS FOR USE: It is a violation of Federal Law to use this product in 
any manner inconsistent with its labeling. Read entire label and use strictly 
in accordance with precautionary statements and directions. 

BEFORE YOU BEGIN: 

1. Ensure all pool equipment is working properly. Adjust stabilizer levels to 
40-50 ppm with stabilizer. 

2. Test the water’s pH, alkalinity, and calcium hardness and adjust to the 
correct level. Adjust pH to 7.2-7.6. Adjust alkalinity to 80-125 ppm for 
plaster pools and 125-150 for vinyl or fiberglass pools. Adjust calcium 
hardness to 200-275 ppm for plaster pools, 175-225 for vinyl or fiberglass 
pools. Be sure to follow label directions when using other products as 
outlined in directions for this product. 

3. Check the free available chlorine level and adjust to 1-4 ppm by adding a 
granular chlorinating product.

NOW USE THIS PRODUCT: 

START-UP/INITIAL TREATMENT: 

1. If water is cloudy or green, superchlorinate pool with appropriate shock 
product until pool is clear. 

2. Add 16 ounces of this product (approximately 23 tablets) per 10,000 
gallons of pool water to feeder or floater and then test for the free 
available chlorine level (allow water to circulate at least 4 hours before 
testing). Adjust the feeder or floater following manufacturer’s instructions 
to establish a free available chlorine level between 1-4 ppm. 

3. When free available chlorine level is adjusted to 1-4 ppm, add the algicide 
appropriate to your needs.

ROUTINE MAINTENANCE: Add 16 ounces of this product (approximately 23 
tablets) per 10,000 gallons of pool water per week, or as often as needed, 
to the floater or feeder to maintain a constant free available chlorine level of 
1-4 ppm. Sunlight, rainfall, temperature, number of swimmers, and 
frequency of pool use affect the rate of chlorine residual loss so check the 
floater or feeder often and refill as needed.

Re-entry into treated swimming pools is prohibited when free available 
chlorine levels are above 4 ppm due to risk of body injury.


