
Thank you for purchasing the MicroBurst™ Fold-Flat 
stepladder.  The MicroBurst is built with the same quality 
construction you’ve grown to trust from Little Giant Ladder 
Systems, with increased safety features including a wide base, 
extra deep rungs, and a sleek 3.5 inch (8.89CM) storage profile. 
The MicroBurst gives you the safety to tackle a wide range of 

projects in your home, business, or job site.

To make the most of your new MicroBurst ladder, please read 
the instructions. You will learn how to safely use your ladder. 

Customer Service: 001-801-489-3684
Little Giant Ladder Systems  •  1198 N. Spring Creek Place  •  Springville, UT 84663

www.littlegiantladders.com

The MicroBurst is a lightweight, industrial-strength stepladder for in-home, commercial, 
and professional use. The MicroBurst features extra-deep rungs and a wide-flared leg for 
extra comfort and stability. 

Extra Deep Rungs. The rungs on the MicroBurst provide a standing surface of at least 3 
inches (7.62CM) deep. The extra depth provides additional comfort and stability, whether 
you’re on the ladder for a long or short period of time.

Folds Flat. The ladder folds to a very slim 3.5 inch (8.89CM) profile, which makes it 
easy to carry and store.

Extra wide stance. The back legs are wide and stable.  

Stable Lock Spreader. The spreader locks down and secures the base of the ladder, 
virtually eliminating unwanted shifting and walking.

STEPLADDER SIZES
4 Steps 3’ 8” - 1.12M
6 Steps 5’ 6” - 1.68M
8 Steps 7’ 4” - 2.24M

HIGHEST STANDING LEVEL 
(Second RUNG FROM THE TOP)
4 Steps 1’ 10” - 0.56M
6 Steps 3’ 8” - 1.12M
8 Steps 5’ 6” - 1.68M

USER INSTRUCTIONS

GENERAL OPERATING SAFETY TIPS 

MicroBurst Operating Safety Tips
1.  Keep your hands and loose clothing away from the moving parts of the ladder.
2.  To avoid pinching, place your hands on the top cap or the upper vertical rails when 

releasing the spreader bars.
3.  Keep all ladder rungs, ladder feet, and other standing and gripping surfaces clean 

and free from foreign materials.
4.  The MicroBurst has an EN 131-4 150kg max weight rating. For your safety, do not 

exceed the weight limit.
5.  Do not use the ladder without spreader bars fully engaged.

General Ladder Safety Tips
1.  Select the correct ladder for your job—a ladder that is both rated for your weight 

and designed for the appropriate height and type of work you’re doing.
2.  Do a basic safety check before you get on any ladder. Look it over and make sure 

that rivets and welds are tight and in good condition, that the rails are in place, and 
that the ladder doesn’t wobble. Check the feet of the ladder to make sure there’s no 
build up of dirt, oil, or other material that would create an uneven surface.

3.  Face forward and climb one rung at a time while going up or down a ladder.
4.  Do not stand on the top cap or the next rung down.
5.  When on a ladder, don’t lean or reach too far to one side. A good rule of thumb is 

to always keep your belt buckle between the side rails. It’s better to be safe and 
come down from the ladder and move it closer to your desired work area than to 
reach out too far and cause the ladder to fall.

Before Use
1.  Ensure that you are fit enough to use a ladder. Certain medical conditions or 

medication, alcohol or drug abuse could make ladder use unsafe. 
2.  When transporting ladders on roof bars or in a truck, ensure they are suitably 

placed and secured to prevent damage.
3.  Inspect the ladder after delivery and before first use to confirm condition and 

operation of all parts. 
4.  Visually examine the ladder to ensure it is not damaged and is safe to use at the 

start of each working day.
5.  For professional users regular periodic inspection is required. 
6.  Ensure the ladder is suitable for the task.
7.  Remove any contamination from the ladder, such as wet paint, mud, oil, or snow. 
8.  Before using a ladder at work, you should perform a risk assessment respecting the 

legislation in the country of use. 

Using the Ladder
1.  Do not exceed the maximum total load rating for the type of ladder.
2.  Do not overreach. User should keep the belt buckle (naval) inside the stiles and both 

feet on the same step/rung throughout the task. 

Register Your Warranty

The MicroBurst comes with a one-year warranty against manufacturer 
defects. For detailed information on the MicroBurst warranty, please visit 

www.littlegiantladders.com.

It only takes a moment to protect your investment, so don’t forget to 
register your MicroBurst warranty through either method:

1. Go online at www.LittleGiantLadders.com/registration.
2. Call Little Giant Ladder Systems at 001-801-489-3684

3.  Do not step off a leaning ladder at a higher level without tying it off or using a 
suitable stability device for additional security. 

4.  Do not use standing ladders for access to another level. 
5.  Do not stand on the top two steps/rungs of a standing ladder without a platform 

and handrail.
6.  Ladders should only be used for light work of short duration.
7.  Use non-conductive ladders for unavoidable live electrical work. 
8.  Do not use a ladder outside in adverse weather conditions, such as strong winds. 
9.  Take precautions against children playing on the ladder. 
10.  Secure doors (not fire exits) and windows where possible in the work area. 
11.  Face the ladder when ascending and descending and hold rails with two hands. 
12.  Do not use the ladder as a bridge. 
13.  Wear suitable footwear when climbing a ladder. 
14.  Avoid excessive side loadings; e.g. drilling brick and concrete. 
15.  Do not spend long periods on a ladder without regular breaks (fatigue is a risk).
16.  Equipment carried while using a ladder should be light and easy to handle. 
17.  Avoid work that imposes a sideways load on standing ladders, such as side-on 

drilling through solid materials (e.g. brick or concrete). 
18.  Maintain a hand hold while working from a ladder or take additional safety 

precautions if you cannot maintain a hand hold.

Repair, Maintenance, and Storage 
1.  Repairs and maintenance shall be carried out by a competent person and be in 

accordance with the instructions.
2.  Never make temporary repairs of damaged or missing parts.
3.  Remove damaged or defective ladders from service.
4.  Maintenance of the ladder should include lubricating all mechanisms of the 

hinges and lock tab assemblies with white lithium spray grease.
5.  Inspect for worn or damage feet and replace when necessary.
6.  Ladders should be stored in a safe dry place. 

Materials
• Fiberglass composite, aluminum, steel, rubber, & plastic.
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Your MicroBurst is the world’s first Fold-Flat™ stepladder with StableLock™ technology. We’ve used super-strong 
yet lightweight materials to make it sturdy and easy to use, and we’ve made the rungs deeper to make it stable and 

comfortable. This Quick Start Guide shows you how to use each feature of the MicroBurst safely and easily. 
Please read the entire instruction manual to get the most out of your ladder.

MicroBurst Operating Instructions

Opening the MicroBurst
1. Rest the ladder’s weight on its front legs. (See Figure 1)

2. To open the back legs of the ladder push forward on the upper back brace. (See Figure 2)
3. Rotate the stable Lock spreader arm down until it locks securely on the locking bracket. (See Figure 3 and 4)

4. Ensure each foot is securely seated and the ladder is level before climbing it. (See Figure 5)

Closing the MicroBurst
1. Push down on the StableLock spreader arm to disengage the locking mechanism. (See Figure 6 and 7)

2. Rotate the StableLock spreader arms up to close the ladder. (See Figure 8)
3. Be sure to push the StableLock spreader inside the ladder.

4. Ready to transport or store the ladder. (See Figure 9)

1 2 3

Opening the MicroBurst Closing the MicroBurstInspect before climbing

4 5 7 8 96

Need Help?
Visit www.littlegiantladders.com or call Customer Care at 001-801-489-3684.
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Please visit www.littlegiantladders.com for information or to view instructional videos. 


