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Note
If the dryer is stopped in the middle of a
cycle, the lint filter may be very hot.
Failure to follow  these cool down
instructions could result in injury.

Clean lint filter
To maintain proper air flow and keep your dryer
operating a peak efficiency, it is important to empty
the lint filter between every load. If the CLEAN
FILTER light comes on during a cycle and the
beeper sounds, pause the dryer and empty the filter
immediately.

Clean lint filter during a cycle
If the CLEAN FILTER light flashes and the alarm
sounds during operation, clean the filter promptly. 
1. Press the POWER button to stop the dryer. The press

it again to turn the dryer on.
2. Turn the CYCLE SELECTOR to select the 

COOL AIR cycle.
3. Press the START/PAUSE button the start the dryer.
4. Let the COOL AIR cycle run for 5 minutes to cool the

dryer, then open the door and clean the lint filter.

Empty water container
If your dryer is not connected to a household drain,
then the water reservoir will capture the water from
the drying process. This should be emptied every
load. Failure to do so may result in poor drying
performance.
If the container becomes full during a cycle, the
EMPTY WATER light and alarm will be activated.
In this case, the water reservoir should be emptied
immediately, but in no case should it continue to be
used for more than 1 hour.

5. Close the door.

1. Open the door.

2. Pull the filter out.

3. Open the filter and
use your fingers to roll
the lint off the screen
surfaces. If the lint is
difficult to remove or
the filter material is
showing signs of
clogging, follow the
cleaning instructions
below.

4. Snap the filter closed
and replace it in the
dryer.
- Push the filter all the

way down to avoid
Interference with the
door

1. Using the
handle on the
front of the
drawer, pull out
the reservoir.

2. Using the
handle on the
front of the
drawer, pull out
the reservoir.

3. Drain the water into a sink.

4. Press the START/PAUSE button to resume
the cycle.

Wash the lint screen in warm, soapy, water.

Dry thoroughly and replace. 
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Condenser
The condenser is a very important part of your dryer. This is where the moisture is removed form the air so there
is no need for an outside exhaust. If the condenser is not properly maintained, it will greatly increase energy
consumption and drying time. The condenser should be cleaned 3 or 4 times a year, or anytime the
CLEAN CONDENSER light blinks.

1. Push the tap and open the condenser
cover.

2. Unlock the inner plate by rotating the locking
levers on either side of the plate. Then slide
the plate out of the opening.

3. Carefully slide the condenser straight out of
the housing using the finger ring at the center.
Use care when handling the condenser to
prevent damage that could reduce its
efficiency.

4. Thoroughly clean the condenser by
running tap water through it from both the
ends and the sides.

5. Slide the clean condenser into the housing.
Make sure it is oriented as shown in the
drawing in step 3.

6. Insert the inner plate into the opening in front
of the condenser, then rotate the locking tabs
to lock it in place. Then close the front cover. 

Front 

Side 

Sealing cover

Top

Bottom

CAUTION
• NEVER operate the dryer without the

condenser in place.
• Do not operate the dryer with a dirty or

clogged condenser. Doing so will increase
energy consumption and drying times.

• Handle the condenser with care. Do not use
sharp or hard objects to  clean the condenser
as this could damage the condenser.

• Do not operate the dryer with a damaged
condenser. Doing so could result in leaking
which may result in property damage.

Condenser cover
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Ventilation Grille and Cool Air Inlet
Grille
Use a vacuum cleaner to clean the front
ventilation grill and the cool air inlet in the back.
Failure to remove any lint or dirt buildup will
reduce air flow and increase energy
consumption and drying times.

Moisture Sensor
This sensor is used by the control to sense the
moisture remaining in the clothes. If the sensor
becomes dirty or coated the control will not be
able to sense the moisture and the dryer will shut
off before the clothes are dry.
Clean the sensor bars as shown below to
maintain optimum performance of the Sensor Dry
cycles.

1. Slide the drain
connection out
the opening
located on the
back of the
dryer on the
right side as
your face the
rear of the dryer.

2. Disconnect the
hose from that
goes up to the
reservoir. 

Condensed Water Drain
Condensed water is pumped to the reservoir which
must be emptied every load. If a household drain is
available, this water can be pumped down the drain
so the reservoir is not used.

Note
The warm air is exhausted through the 
ventilation grill.

3. Connect the
external drain
hose included
with the dryer.
Route this hose
to a permanent
drain and
secure the hose
so it can not
come loose.
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Woolen Article
Dry woolens in wool cycle. Be sure to follow fabric
care label symbols. Wool is not completely dried
from the program so don't repeat drying. Pull
woolens to their original shape and dry them flat.

Woven and loopknit materials
Some woven and loopknit materials may shrink,
depending on quality.

Permanent Press and Synthetics
Do not overload your dryer.
Take out permanent press items as soon as the
dryer stops to reduce wrinkles.

Baby clothes and night gowns
Always check the manufacturer’s instructions.

Rubber and Plastics
Do not dry any items made from or containing rubber
or plastics such as:
a) Aprons, bibs and chair covers
b) Curtains and table clothes
c) Bathmats

Fiber glass
Do not dry fiberglass articles in your dryer.
Glass particles left in the dryer could be picked up by
your clothes the next time you use the dryer and
irriate your skin.

Fabric Care Labels
Clothes have their own wash care labels so drying
according to wash care labels is recommended. 
Not only that, the laundry must be sorted according
to size and fabric type.
Do not overload in order to save energy, time, and
best dry performance.

Below are fabric care labels.

Symbols Instructions

Dry

Tumble dry

Permanent Press / 
Wrinkle resistant

Gentle / Delicates

Do not tumble dry

Do not dry

High heating

Medium heating

Low heating

No heat / air

Line Dry / hang to dry

Drip dry

Dry flat

In the shade

Drying Guide
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Spare Parts

Spare parts in are covered under the terms of

warranty. Components covered by warranty are

provided free of charge. If coverage is expired,

spare parts must be purchased from an

authorized service center. 

Disposal of the dryer 

It is required by law for you to dispose the dryer

safely to keep your children away from the

possible injury.

The door and lid and other protruded items must

be taken away and power cord must be cut off

to avoid future use. After that, the dryer is to be

disposed safely. 

Service contact

If there is something wrong with your dryer, use

the troubleshooting table.

In case that you can’t find the same trouble and

you can not handle by yourself, please contact

an authorized service center or call 

800-243-0000.

A service person will ask you some questions

like followings:

1. Your name, address, and ZIP code.

2. Your phone number.

3. Description of the problem.

4. The model number and serial number

of your dryer.

5. The date of purchase.
Dryer Rack

Accessory parts

Your dryer comes with accessories such as

1. Condensing drain hose

2. Hose holder

3. Stacking kit (2EA)

4. Support Holder (2EA)

5. Screws (4EA)

1.2inch (30mm)




