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WALL MOUNTED POT FILLER 

Fully Extended Length = 23 7/8” 

IN ORDER TO INSTALL THE FAUCET 
1.  IMPORTANT: Close Supply Valves before beginning 

installation. 
2.  Install wall pipe to adequately clear the height of the tallest 

pot to be filled. 
3.  Slide the Adjustable Wall Flange onto the Inlet Connector. 
4.  Thread Pot Filler onto ½” NPT male connection. 

5.  IMPORTANT: Pot Filler itself should never be used to tighten 
the faucet on the nipple. Only use a wrench on the flats on 
the coupler. 

6.  Slide Wall Flange against finish wall. 
7.  Turn on water and check for leaks. 
8.  Be sure to flush water lines before installing. 

NOTES: 
a.  Nipple should not extend more than 

3/8” beyond finish wall. 
b.  Securely fasten pipe inside the wall so 

nipple will not move with the Pot Filler 
installed. 
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LIFETIME LIMITED WARRANTY 
 

  
Blanco America Carries a “NO HASSLE” LIMITED LIFETIME WARRANTY ON KITCHEN and BAR FAUCETS. 
 
Specifically, Blanco warrants, to the original consumer, the ceramic cartridges, parts and the finish used in BLANCO faucets to 
be free form manufacturing defects in material and workmanship for a “lifetime”, as long as the original consumer owns the 
home in which the faucet(s) are installed. If any such BLANCO faucet proves to be defective during the warranty period to the 
original owner, Blanco will provide replacement parts free of charge at the location of purchase. 
 
This warranty does not cover ceramic cartridges, parts or finishes which have been improperly installed, damaged or 
subjected to misuse or abuse used in a location other than a residential kitchen or faucets which are scratched or scuffed 
due to the use of corrosive or abrasive cleaning agents. This warranty does not cover shipping cost, labor cost or any 
other cost associated with the installation or replacement of the products/parts and is extended to the original consumer 
–purchaser of the faucet.     
 
BLANCO is not responsible or liable for indirect, special or consequential damages arising out of or in connection with 
the use or performance of its faucets or ceramic cartridges, and its liability under this warranty including is limited to 
replacement of the defective material at the location of purchase   
 
BLANCO makes no additional warranties, expressed or implied, and any implied warranty including that of 
merchantability or fitness for a particular purpose, is limited in its duration to the duration of the written warranties set 
forth herein. 
 
Some states or providences do not allow the exclusion or limitation of incidental or consequential damages or 
limitations on the duration of an implied warranty, so the above limitations or exclusions may not apply to you. 
 
This warranty gives you specific legal rights and may also have other rights, which vary from state to state, or 
providence to providence.   
                                 
  
 
The BLANCO Faucet you have just purchased has been created with craftsmanship and modern technology to give you 
a lifetime of beauty and service.  
 
To care for your faucet, wipe with a clean soft, damp cloth and blot dry as often as possible. Occasionally, apply a non-
abrasive polish to prevent water deposits and remove build-up of household soap, creams and sprays to all finishes. 
 
NEVER use abrasive cleaners or pads, or chemical cleaners of any kind (including window cleaner) on any product 
with a protective coating or custom finish. Such cleaners will attack the protective coating and use will void the finish 
warranty. 
 
 
IMPORTANT TO THE INSTALLER: WE RECOMMEND INSTALLATION BY A QUALIFIED PLUMBER 
ONLY! 
 

1. Your faucet has been carefully inspected prior to packaging for defects in material and workmanship. 
2. Parts lost at the job site are a common occurrence. Inspect the carton carefully to insure that all components 

have been removed. 
3. Before installing this product, let the water flow out of your copper pipe to rid the lines of dirt, sand, solder, 

or other debris caused during the construction process. THIS IS VERY IMPORTANT! 
4. Never use pipe dope when Teflon tape can be used. 
5. Tighten all nuts – do not over torque. 
6. Stainless Steel hoses are designed to be hand tightened. DO NOT use a wrench, as you may break the seal. 
7. NOTE: Debris of any kind lodged in any cartridge is NOT covered under our warranty. You must flush your 

lines first. 
8. Check for proper working condition after installation. Allow water to flow several minutes and check for 

leaks. 
9. Leave the homeowner with accompanying warranty and care information. 
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