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3/4” FPT Connection (PRV)

Supply Return

1 1/4” Primary Piping

3/4” FPT Utility Connection
(Bypass for purge)

1 1/2” CU Inlet 
(Return Header)

Boiler Purge Feature

System Isolation Valves

1 1/2” CU Outlet 
(Supply Header)

• Substantial Savings on Labor and Materials!
 •  No measuring or leveling involved  •  Eliminate 8) 1 1/4” sweat connections
 •  Save an hour of labor    •  Eliminate 6) measure, cut, and clean operations
 •  Eliminate 4) 1 1/2“ sweat connections 

•  Left hand orientation keeps boiler piping clear of domestic water connections
•  Union boiler connections with tapping for ¾” PRV
•  Factory pressure tested
•  Boiler Isolation service valves with purge feature
•  Full 1-1/4” CTS primary piping
•  1 1/2“ CTS secondary connections 
•  Optional ¾” FE purge/utility connection
•  Compatible with Circulator or Zone Valve Zoning 

Primary/Secondary Heating Manifold 
for Navien CH Series Combination Boilers
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Panel
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Optional Purge

Cold Domestic

Hot Domestic website: www.ravenproducts.us
email:  sales@ravenproducts.us
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Innovations in plumbing & heating . . .


