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    Insert the handle body with the hot supply label on the 
left (hot) side. Hold the body in proper position.Assemble 
rubber washer, metal washer and mounting nut onto 
body from underside of sink.  Tighten it with the locking 
screws.  Repeat on the right (cold) side with the cold 
handle body.

                                                 Pull the lift rod knob up 
and down and move the linker along the ball rod to the 
optimal location.

7.Remove flange (1) and rubber washer (2).  Screw 
rubber washer (3) plastic washer (4) and mounting nut (5) 
down onto pipe body.  Put the rubber washer (2) and 
flange (1) into the sink hole.  From underneath sink screw 
the pipe body into the flange.  Make sure the nut is facing 
the faucet (pointing towards back of sink).  Push the 
rubber washer (3) and plastic washer (4) tight against the 
flange.  Tighten mounting nut (5) against rubber washers 
using a wrench to create a water tight seal.

                                                      Re-assemble aerator, 
but do not overtighten.

   Connect the water supply lines.Stainless steel braided 
faucet supply tubes with ½” female IPS connection or 
flexible supply lines with 3/8” OD and coupling nuts will 
work.  Match the opposite end to your water supply 
fittings or shut off valve under your sink.  Carefully follow 
the manufacturer’s installation instructions for each tube.  
Note: when looking at the faucet the left handle and pipe 
is the Hot water side, the right handle and pipe is the Cold 
water side.

   Connect quick attach hoses to spout and handles in 
the following order.  Connect center quick attach 
connection (2) to spout quick attach (B).  Then connect 
the left hose (1) to the hot handle (A) quick attach 
connection and the right hose (3) to the cold handle (C) 
quick attach connection.
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Wrap threaded connections (except aerator thread in spout or where o-ring 
or rubber sealant are present) with Teflon tape available from your local 
hardware or plumbing supply store.  Always wrap in a clockwise direction.

Warning! Avoid contact of plastic parts with plumber’s putty, pipe dope,or 
any other oil based compound. Use a silicon, acrylic, or latex based 
sealant where needed.

   Remove washers and nut from spout. Position flange 
on bottom of spout


