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3 GALLON PANCAKE COMPRESSOR

CALIFORNIA PROPOSITION 65

WARNING: You can create dust
when you cut, sand, drill or grind
materials such as wood, paint,
metal, concrete, cement, or other
masonry. This dust often
contains chemicals known to
cause cancer, birth defects, or
other reproductive harm. Wear
protective gear.

WARNING: This product or its
power cord may contain
chemicals, including lead,
known to the State of California
to cause cancer and birth
defects or other reproductive
harm. Wash hands after
handling.

Important!
When using equipment, a few
safety precautions must be
observed to avoid injuries and
damage. Please read the complete
operating manual with due care.
Keep this manual in a safe place,
so that the information is available
at all times. If you give the
equipment to any other person,
give them these operating
instructions as well. We accept no
liability for damage or

accidents which arise due to
non-observance of these
instructions and the safety
information herein.

Breathable Air Warning:

This compressor/pump is not
equipped and should not be
used “as is” to supply
breathing quality air. For any
application of air for human
consumption, the air
compressor/pump will need
to be fitted with suitable in-
line safety and alarm
equipment. This additional
equipment is necessary to
properly filter and purify the
air to meet minimal
specifications for Grade D
breathing as described in
Compressed Gas Association
Commodity Specification G
7.1 - 1966, OSHA 29 CFR
1910. 134, and/or Canadian
Standards Associations
(CSA).

CAUTION:

FOR YOUR OWN SAFETY
READ INSTRUCTION
MANUAL COMPLETELY AND

CAREFULLY BEFORE
OPERATING. Failure to
follow all instructions as
listed below may result in
electrical shock, fire, and/or
serious personal injury.

SPECIFICATIONS
Air Outlet: 1/4 inch – ¼” NPT
Air Pressure: Auto shutoff @
100 PSI; Restart @ 85 PSI
Air Tank Capacity: 3 gallons
Air Flow Capacity: 0.6
SCFM @ 90 PSI; 1 SCFM @
40 PSI
Single Stage Pump Feature:
Overheat auto shutdown
and restart

SAFETY
INSTRUCTIONS

1) Keep your work area clean
and well lit.

2) Do not operate the
compressor in explosive
atmospheres such as in the
presence of flammable
liquids, gases or dust. The
sparks produced by the
compressor may ignite
flammable dust or fumes.
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3) Do not modify the outlet plug
in any way.

4) Do not use adapter plugs
with grounded compressors.

5) Do not expose the
compressor to rain or wet
conditions. It will increase the
risk of electrical shock.

6) Do not abuse the cord. Keep
it away from heat, oil, sharp
edges or moving parts. If the
cord is damaged in any way, do
not use.
7) Stay alert while operating the
compressor. Do not use while
tired or under the influence of
drugs, alcohol or medication.

8) Wear proper protective gear
such as gloves, boots, and
ANSI approved eye protection.

9) Ensure the compressor is
shut off before connecting it to
the power source, making any
adjustments, changing
accessories, storing or moving
the compressor.

10) Do not use the compressor
if the switch does not turn on
and off.

11) Check the compressor for
damages, misalignments,
breakages or conditions that
may affect the compressor
during operation. If problems
are present, do not use the
compressor until they have
been repaired.

12) Do not use the compressor
for jobs it was not intended or
overload the compressor.

13) Do not spray flammable
liquid in a confined area or
towards a hot surface. The
spraying area must be well-
ventillated. Do not smoke while
spraying or spray near flames or
flammable materials. Keep the
compressor at least 20 feet away
from explosive vapors.
14) Do not adjust the regulator
higher than the marked
maximum pressure.

15) Do not direct the air stream
at people or animals.

16) Do not leave the compressor
plugged in while unattended.

17) Drain the tank daily and after
use. A rusted tank causes failure
and explosion.

18) Do not remove the valve
cover or adjust internal
components.

19) Do not use the air hose to
move the compressor.

20) The compressor head gets
hot during use. Do not touch it
during or immediately after use.

21) Release the tank pressure
before moving.

22) Only use accessories that
are rated at a minimum working
pressure of 150 PSI.
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MAINTENANCE

Before each use:
Inspect the compressor for loose
hardware, binding of or
misalignment of moving parts,
cracked for broken parts,
damaged electrical wiring and any
other condition that may affect its
operation. If the power cord is
damaged, it must be replaced by
a qualified technician.

After use:
Wipe the external surfaces with a
clean cloth.

MAINTENANCE SCHEDULE

Note: The frequency of use and
environment in which it is used
will affect how often you need to
check the components and
perform maintenance.

Daily:
1) Make sure the nuts and bolts
are tight

2) Drain moisture from the air
tank.

3) Check for abnormal noise or
vibration.

4) Check for air leaks by applying
soapy water to joints while the air
compressor is pressurized. Look
for air bubbles.

5) Wipe off any oil or dirt from the
compressor by using a damp
cloth with a mild detergent or
solvent.

Monthly:
Inspect safety valve
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Draining the Moisture from the
Tank

The drain tank is located under
the tank. It must be accessed
daily to release all trapped air
and moisture from the tank. This
will eliminate condensation which
can cause internal tank
corrosion.

To empty the air and
condensation:

1) Switch the compressor OFF.

2) Place a collection pan under
the drain tank.

3) Unthread the drain valve two
or three turns ONLY.

4) When all the pressure and
moisture is released, close the
valve.


