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Step 1: Place the small rubber gasket over 
the drain hole of the sink. Figure 1. 

             

POP-UP 
For porcelain and cultured surface sinks 

Thank you for selecting our product. To ensure that 
your installation goes smoothly, please read these 
instructions carefully before you begin. Also review 
the recommended materials and tools for a smooth 
installation. Verify that you have all the components 
shown and ensure that all are free from defects.
 
Questions, problems, missing parts? Do not return 
to your retailer, call our Customer Service department at 
1-866-396-4033, 8:30 a.m. - 5 p.m., EST, Monday - Friday. 
ContactUs@magickwoods.com.

INSTALLATION

Description
Pop-up Assembly

Small Rubber Gasket
Large Rubber Gasket

Plastic O-ring
Nut

Tail Piece Assembly

No.
1
2
3
4
5
6

Figure 1

Small rubber gasket

Step 2: From the top, carefully push the 
pop-up assembly down through the drain 
hole of the sink. Figure 2. 

Figure 2

Pop-up assembly

Note: Porcelain top 
shown in illustrations.



In order to maintain the finish of the pop-up, clean the pop-up periodically with warm water and dry with a clean 
and soft cloth.

      CAUTION: Do not use abrasive cleaners or solvents for cleaning the pop-up as these may contain 
chemicals that could adversely effect the pop-up finish.

CARE & MAINTENANCE

Step 3: From underneath the sink, push the 
large rubber gasket followed by the plastic 
o-ring up over the threaded portion of the 
pop-up. Figure 3. 

Figure 3

Small rubber gasket
(above sink)

Large rubber gasket
(underneath sink) O-ring (underneath sink)

Step 4: From underneath the sink, 
thread the nut up onto the drain assembly 
and tighten until the pop-up assembly 
is secured. Figure 4. 

Figure 4             

Small rubber gasket
(above sink)

Large rubber gasket
(underneath sink) O-ring (underneath sink)

Nut (underneath sink)

Step 5: 1) From underneath the sink, 
thread the tail piece up onto the bottom 
of the drain assembly and tighten.
Figure 5.
2) Connect the p-trap (sold separately) 
as per the p-trap installation instructions. 
 

Figure 5             

Small rubber gasket
(above sink)

Large rubber gasket
(underneath sink) O-ring (underneath sink)

Nut (underneath sink)

Tail piece (underneath sink)
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