
Towel Rail Fixing Instructions:

Follow the instructions for items with a double mounting point up until
the end of point four. Then:

1. Using the hex head key supplied loosen the grub screw in the
pillar.

2. Assemble the rail components as shown in figure 3 or 4.  

3. Slide the pillars over the mounting brackets ensuring that the grub
screws are on the underside.  

4. Tighten the grub screws using the hex head key to ensure that the
product is securely fixed to the wall.

Maximum safe working load for the shelf is 5kg evenly distributed.

Product Care

To retain the best quality finish, clean product regularly with a soft cloth
and mild detergents.  Do not use abrasive or chemical cleaners as
these will damage the product.

Richmond Wall Mounted Range Fitting Instructions

Thank you for purchasing this CDX product.  Please follow the fixing
and care instructions to ensure that your accessory is fitted safely and
that it retains its high quality finish. Please retain this leaflet for future
reference.

Fixing Pack Contents
Long Fixing Screw x 1 (2)
Wall Plug x 1 (2)
Back Plate x 1 (2)
Wall Fixing Bracket x 1 (2)
Spare Grub Screw x 1 (2)
Hex Head Key

Contents will vary depending on product. The quantities shown above
in brackets are for double bracket fixings.  Only use the fixings
supplied.

Tools Required
Drill
6mm masonry drill bit
6mm ceramic drill bit (optional)
Screwdriver
Pencil
Spirit level
Tape measure

For details of the other items in the CDX range please visit our website:
www.cdxcollection.co.uk

Croydex Limited, Central Way, Andover, Hants, SP10 5AW, UK.



Instructions for items with a double mounting point:

We recommend that two people fit these products to ensure that
they are fitted safely.

1. Select position of product and mark centres of the mounting holes
using a spirit level referring to figure 1 for dimensions.  Before
drilling the mounting holes, please measure and check the product
hole centres, so that any deviation which may have occurred
during the manufacturing process can be adjusted.  It is important
that the hole centres and product centres align accurately.

2. Using a 6mm masonry drill, drill the holes in marked positions to a
depth of 40mm.  If drilling through tiles, please pre-drill using a
ceramic drill bit.

3. Insert the wall plugs to the surface of the wall.  If fitting to a tiled
surface, the wall plug should be inserted below the surface of the
tile to avoid cracking.

4. Insert the screw through the wall bracket, back plate and screw
into the wall plug as shown in figure 2, ensuring that the orientation
of the backplate is correct.

5. Using the hex head key supplied loosen the grub screw in the
pillar. Slide the pillar over the mounting bracket and tighten grub
screw ensuring the orientation of the pillar is correct.

Instructions for items with a single mounting point:

1. Select position of product and mark centre of mounting hole on
wall.  

2. Using a 6mm masonry drill, drill the hole in marked position to a
depth of 40mm.  If drilling through tiles, please pre-drill using a
ceramic drill bit.

3. Insert the wall plug to the surface of the wall.  If fitting to a tiled
surface, the wall plug should be inserted below the surface of the
tile to avoid cracking.

4. Insert the screw through the wall bracket, back plate and screw
into the wall plug as shown in figure 2, ensuring the orientation of
the backplate is correct.

5. Using the hex head key supplied loosen the grub screw in the
pillar.  Slide the pillar over the mounting bracket and tighten grub
screw ensuring the orientation of the pillar is correct.

Keep DIY tools out of the reach of children

Home Safety Advice

Before drilling, check for hidden cables and pipework.  If you are using
an electric drill, take extreme care of any surplus water in the vicinity of
the working area.  It is advisable to use a residual current circuit
breaker (RCCB).  Always take care and use eye protection.

On tiled walls always use a ceramic drill bit and ensure that the drill
hole passes through the central tiled area.  To prevent surface damage
to the tile from drill slippage, mask the hole area with tape before
drilling.  

Do not use these products as grab bars.  Do not overload the product
and ensure any load is evenly distributed.  Do not strike the glass with
sharp or hard objects.  


