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Starting
When your refrigerator is first installed, allow it to stabilize at normal operating 
temperatures for 2-3 hours prior to filling it with fresh or frozen foods. 
If operation is interrupted, wait 5 minutes before restarting.

Adjusting the temperatures and functions

Function display board

Door-in-Door 

1  LOCK STATUS

This indicator shows the current status for 
the control panel functions is set to LOCK.

2  ICE PLUS 

When the ICE PLUS button is pressed, the 
display will indicate the selected function 
has been activated.

3  DISPENSER SELECTION INDICATOR

Shows Cubed ice or Crushed Ice selection 
that will be dispensed when the push switch 
is pressed.

4  ICE ON/OFF INDICATOR

Shows Icemaker's "ON" or "off" selection 
that will be operated when "Ice on" is 
lighted.

5  FREEZER TEMPERATURE

Indicates the set temperature of the freezer 
compartment in Celsius or Fahrenheit.

6  REFRIGERATOR TEMPERATURE

Indicates the set temperature of the 
refrigerator compartment in Celsius or 
Fahrenheit.

7  FRESH AIR FILTER INDICATOR

This indicator shows the current status for 
the FRESH AIR FILTER. See “How to 
remove the old filter.”

8  DISPENSER LIGHT INDICATOR

When the LIGHT button is pressed, the 
display will indicate the selected function: 
The dispenser light is on, this indicator will 
appear on the display panel.

9  WATER FILTER STATUS

This indicator shows the current status for 
the water filter. See Resetting the Filter 
Indicator.

SmartPull™Handle
Easily opens the door.

 Pulling too strongly 
can cause damage. Do 
not remove the rubber.
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Adjusting the temperatures and display
To adjust the temperature in the freezer compartment, press the FREEZER button to 
cycle through the the range of available settings.

To adjust the temperature in the refrigerator compartment, press the REFRIGERATOR 
button to cycle through the range of available settings.

To change the temperature mode from °F to °C (or vice versa) press and hold the 
Refrigerator and Freezer temperature buttons simultaneously for approximately five 
seconds. The temperature indication on the display window switches between Celsius 
and Fahrenheit.

Adjust Freezer 
Temperature

Adjust 
Refrigerator 
Temperature

How to change 
the temperature 

mode

•  The actual inner temperature varies depending on the food status, since the 
indicated temperature setting is the target temperature and not the actual 
temperature within the refrigerator. 
Initially set the REFRIGERATOR CONTROL at 37 degrees F and the FREEZER 
CONTROL at 0 degrees F. 
Leave them at these setting for 24 hours (one day) to stabilize. 
Then adjust the compartment temperature as illustrated above.

•  Temperature range of the Refrigerator Control : 33°F ~ 46°F 
Temperature range of the Freezer Control : -6°F ~ 8°F 

NOTE
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Setting the functions

Press and hold the ALARM/LOCK button for three seconds to lock 
the dispenser and all of the other control panel functions. 
Press and hold again for 3 seconds to unlock.

Press the button for the desired function to view and select other settings.

Press and hold the Light/Water Filter button for more than 
3 seconds to reset the filter indicator after the water filter has been 
replaced.

This function increases both ice making and freezing capabilities. 
•  When you touch the ICE PLUS button, the graphic will illuminate 

in the display and will continue for 24 hours. The function will 
automatically shut off after 24 hours.

Setting The 
Dispenser Lock

Resetting The 
Filter Indicator

Activating 
ICE PLUS

•  It is recommended that you replace the filter when the water filter indicator light 
reaches 0 or whenever the water or ice cube taste deteriorates noticeably.

NOTE

• Press the button again to cancel the ICE PLUS function.

NOTE
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Fresh air filter
Fresh Air Filter

When the Replace lamp is on, 

replace the filter.

-  When the “Replace” lamp is turned on, replace the 
filter to maintain the performance of the Fresh Air 
Filter function.

-  To replace the filter, press the    button 
on the display panel on the front side of the door 
and switch to OFF mode.

-  Hold the filter cover and rotate 
counterclockwise to separate the filter 
cover. Disassemble the Fresh Air Filter 
inserted inside the filter cover. 

How to remove 
the old filter

Notification to 
replace the filter 

during use

When switching to 
OFF mode

-  Do not wash the Fresh Air Filter as it can deteriorate the performance.
-  If the user continues to use the Fresh Air Filter past the time to replace, the 
antibacterial and deodorizing performance can be deteriorated.

-  This filter may not be effective for all bacteria or virus types.
-  This is effective for the bacteria growing on inside the refrigerator and not on the food.

-  When the user switches to AUTO or POWER mode, the LED near the filter will be 
turned on. Open the refrigerator door to check whether the LED near the filter is turned 
on. Do not insert fingers or any other alien object inside the fan. It can cause an injury 
or malfunction.

Fresh Air Filter provides the antibacterial function of removing virus or bacteria as well as 
the deodorizer function of removing the odor within the refrigerator.
The performance test of the Fresh Air Filter has been done and proved through a public 
certification organization (                   ). 
•  The filter can be used for 6 months. (This may vary based on the environment of the 

filter the consumer uses in.)

CAUTION

CAUTION
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1. Remove the old water filter.

•  Lower or remove the top left shelf to allow the water filter to 
rotate all the way down. 

•  Press the push button to open the water filter cover.

•  Make sure to rotate the filter down 
completely before pulling it out of the 
manifold hole. 

•  Pull the water filter downward and turn to 
counter-clockwise.

2. Replace with a new water filter.

•  Take the new water filter out of its packing 
and remove the protective cover from the 
o-rings. With water filter tabs in the 
horizontal position.

•  Push the new water filter into the manifold 
hold and turn to clockwise.

•  Rotate the water filter up into position and 
close the cover. The cover will click when 
closed correctly.

3.  After the water filter is replaced, dispense 2.5 gallons of water (flush for 
approximately 5 minutes) to remove trapped air and contaminates from the system. 
Do not dispense the entire 2.5 gallon amount continuously. Depress and release 
the dispenser pad for cycles of 30 seconds ON and 60 seconds OFF. 

•  Replacing the water filter causes a small amount of water (around 1 oz. or 25 cc) to 
drain. Place a cup under the front end of the water filter cover to collect any leaking 
water.  Hold the water filter upright, once it is removed, to prevent any remaining 
water from spilling out of the water filter.

NOTE

•   To purchase a replacement water filter: 
- Visit your local dealer or distributor
- Web: Find Parts & Accessories from Support section of lg.com
- Call : 1-800-243-0000 (USA)                 1-888-542-2623 (Canada) 

•  Part number of the replacement water filter: ADQ73613401(LT800P)

NOTE

Do not operate refrigerator without water filter or water filter plug installed. CAUTION
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Performance Data Sheet
Model: LG ADQ73613401-S         Replacement cartridge : ADQ73613401

The concentration of the indicated substances in water entering the system was reduced to a 
concentration less than or equal to the permissible limit for water leaving the system as specified in 
NSF/ANSI Standard 42 and Standard 53.

System tested and certified by NSF International against NSF/ANSI Standard 42 
and Standard 53 for the reduction of substances listed below.

Contaminant 
Reduction

Average 
Influent

NSF specified Challenge 
Concentration

Avg % 
Reduction

Average Product 
Water Concentration

Max Permissible 
Product Water 
Concentration

NSF 
Reduction 

equirements

Chlorine Taste and 
Odor

2.0 mg/L 2.0 mg/L ± 10% 97.5% 0.05 mg/L N/A  50%

Nominal Particulate 
Class I, , ≥ 0.5 to < 
1.0 µm

5,600,000 
pts/mL

At least 10,000 particles/mL 99.3% 73,000 pts/ml N/A  85%

Asbestos 170 MFL
107 to 108 MFL; fibers 

greater than 10 µm in length
>99% < 1MLF N/A  99%

Atrazine 0.0087 mg/L 0.009 mg/L →10% 94.2% 0.0005 mg/L 0.003 mg/L N/A

Benzene 0.017 mg/L 0.015 mg/L →10% 97.0% < 0.0005 mg/L 0.005 mg/L N/A

Carbofuran 0.073 mg/L 0.08 mg/L →10% 98.8% 0.001 mg/L 0.04 mg/L N/A

Lindane 0.002 mg/L 0.002 mg/L →10% 98.8% 0.00002 mg/L 0.0002 mg/L N/A

P-Dichlorobenzene 0.263 mg/L 0.225 mg/L →10% 99.6% 0.001 mg/L 0.075 mg/L N/A

Toxaphene 0.015 mg/L 0.015 mg/L →10% 93.5% 0.001 mg/L 0.003 mg/L N/A

2,4-D 0.25 mg/L 0.210 mg/L →10% 99.5% 0.0012 mg/L 0.07 mg/L N/A

Lead pH @6.5 0.150 mg/L 0.15 mg/L →10% >99.3% 0.001 mg/L 0.010 mg/L N/A

Lead pH @8.5 0.150 mg/L 0.15 mg/L →10% >99.3% 0.001 mg/L 0.010 mg/L N/A

Mercury @ pH 6.5 0.006 mg/L 0.006 mg/L →10% 96.5 0.0002 mg/L 0.002 mg/L N/A

Mercury @ pH 8.5 0.0062 mg/L 0.006 mg/L →10% 86.9 0.0081 mg/L 0.002 mg/L N/A

Cyst*
120,000 
cysts/L

Minimum 50,000 cysts/L >99.99% <1 cyst/L N/A  99.95%

* Based on the use of Cryptosporidium parvum oocysts.
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Service Flow 0.5 gpm (1.9 lpm)

Water Supply Community or private well - Potable Water

Water Pressure 20 -120 psi (138 - 827 kPa)

Water Temperature 33 - 100°F (0.6 - 37.8°C)

Capacity 200 gallons (757 liters)

It is essential that the manufacturer’s recommended installation, maintenance and filter 
replacement requirements be carried out for the product to perform as advertised.

Replacement Cartridge: ADQ73613401
For estimated costs of replacement elements please call 1-877-714-7486 or visit our 
website at www.lge.com 

•  While the testing was performed under standard laboratory conditions, actual 
performance may vary.

NOTE

To reduce the risk associated with choking: 
•  Do not allow children under 3 years of age to have access to small parts during the 

installation of this product. 
To reduce the risk associated with the ingestion of contaminants:
•  Do not use with water that is microbiologically unsafe or of unknown quality without 

adequate disinfection before or after the system. Systems certified for cyst reduction 
may be used on disinfected water that may contain filterable cysts. EPA Establishment 
# 070595-MEX-001

To reduce the risk associated with property damage due to water leakage: 
•  Read and follow. Use Instructions before installation and use of this system. 
• Installation and use MUST comply with all state and local plumbing codes.
•  Do not install if water pressure exceeds 120 psi (827 kPa). If your water pressure 

exceeds 80 psi, you must install a pressure limiting valve. Contact a plumbing 
professional if you are uncertain how to check your water pressure. 

•  Do not install where water hammer conditions may occur. If water hammer conditions 
exist you must install a water hammer arrester. Contact a plumbing professional if you 
uncertain how to check for this condition.

•  Do not install on hot water supply lines. 
The maximum operating water temperature of this filter system is 100°F (37.8°C).

•  Protect filter from freezing. Drain filter when temperatures drop below 40°F (4.4°C).
•  The disposable filter cartridge MUST be replaced every 6 months, at the rated capacity 

or if a noticeable reduction in flow rate occurs.
•  Protect from freezing, remove filter cartridge when temperatures are expected to drop 

below 33° F.
•  Do not install systems in areas where ambient temperatures may go above 

110° F (43.3° C).
•  Where a backflow prevention device is installed on a water system, a device for 

controlling pressure due to thermal expansion must be installed.
•  Ensure all tubing and fittings are secure and free of leaks.

Manufactured for LG Electronics by MCM Co.,Ltd. 45-10. Nowon-Ri, Yiwol-Myun, 
Jinchun-Kun, Chung-Buk, Korea

WARNING

CAUTION
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Notification to 
replace the filter

Reset time to 
replace

CAUTION

-  Align the filter cover where it was 
originally located and then turn 
clockwise about 30 degrees to 
install the filter cover.

How to install 
the new filter

Setting the time 
to replace 

(Reset)

Close the refrigerator door and press 
the    button On the display panel 
for more than 3 seconds to check that the 
Replace lamp is turned off.

To use the Fresh Air Filter, press the    button on the display panel to switch 
to AUTO or POWER mode. 
(Every time the user presses the button, the function of Fresh Air Filter will switch in the 
order of OFF → AUTO → POWER → OFF.)

Switch to use 
mode

OFF AUTO POWER OFF

Be careful not to switch the direction of the Fresh Air 
Filter inserted on the filter cover. 

Install the new filter.

-  Insert the new Fresh Air Filter in the 
filter cover so that the white part of the 
filter and the BACK label is visible.
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Operating the dispenser

Press the ICE TYPE button to illuminate the  Crushed Ice icon. 
Press the push ice switch with a glass or other container and 
crushed ice will be dispensed.

Press the ICE TYPE button to illuminate the Cubed Ice icon. 
Press the push switch with a glass or other container and cubed 
ice will be dispensed.

Press the LIGHT/FILTER button to turn the 
dispenser light on and off.

Dispensing 
Crushed Ice

Dispensing 
Cubed Ice

Controlling The 
Dispenser Light

•  Hold the glass or other container in place for a couple of seconds 
after dispensing ice or water to catch the last few cubes or 
drops. The dispenser is designed to not operate while either 
refrigerator door is open.

NOTE

CAUTION -  When filling the container with a 
small opening, use it near the 
opening of the water or ice 
dispenser as close as possible.

-  Do not dispense ice into crystal 
glasses or glass with low quality 
as crystal and glass with low 
quality might break.

Press and hold ICE ON/OFF button for the more than 3 seconds to 
reset the ON/OFF indicaotor. 

Setting The Ice 
ON/OFF 

Indicator.

• If you don't want to use the automatic icemaker, turn the icemaker 
switch to OFF.  If you want to use automatic icemaker again, change 
the switch to ON.

NOTE

Water Switch

Ice Switch

Incorrect Way Correct Way

Water

Ice
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The water collector has no self-drainage 
function, so it should be cleaned regularly. 
Remove the cover by pulling the front of the 
water collector cover and dry it with a cloth. 

•  The automatic icemaker can automatically make 7 cubes at a time, 70~120 pieces per 
day. This quantity may vary by circumstance, including ambient temperature, door 
opening, freezer load. etc.

•  Icemaking stops when the ice storage bin is full.

After dispenser 
is used

Automatic 
icemaker

•  It is normal that a noise is produced when ice drops into the ice storage bin.

NOTE

•  Do not insert your hands in to the Icemaker in operation. 
It may cause to injure you.

WARNING

lcemaker

* This Button only
Must control by Service man.

Automatic Shutoff Arm
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Ice is lumped together

•  When ice is lumped together, take the ice lumps out of the ice storage bin, break them 
into small pieces, and then place them into the ice storage bin  again. 

•  When the ice maker produces too small or lumped together ice, the amount of water 
supplied to the ice maker need to adjusted. Contact the service center.

•  If ice is not used frequently, it may lump together.

Power failure

•  Ice may drop into the freezer compartment. Take the ice storage bin out and discard all 
the ice then dry it and place it back. After the machine is powered again, crushed ice 
will be automatically selected.

The unit is newly installed

•  It takes  about 12 hours for a newly installed refrigerator to make ice in the freezer 
compartment.

Door open warning 

•  3 times of warning sounds at the interval of 30 seconds if a minute passes with the 
door of refrigerator and the hombar door opened or completely closed. 

•  Please contact with the local service center if warning continue to sound even after 
closing the door.

Diagnosis (failure detection) function 

•  Diagnosis function automatically detects failure when failure is found in product during 
the use of refrigerator. 

•  If failure occurs at product, it does not operate though pressing any button and normal 
indication is not done. In this case, do not turn power off but immediately contact with 
the local service center. A lot of time are need for service engineer to detect the failed 
part if turning it off. 

When ice maker 
does not 
operate 

smoothly

The other 
functions
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Water is cooled while stored in the water tank, and then sent to the dispenser. 
Ice is made in the automatic ice maker and sent to the dispenser divided into 
crushed or cubed form ice.

Throw away the ice (about 20 pieces) and water (about 7 glasses) first made 

after refrigerator installation.

The first ice and water may include particles or odor from the feed water pipe or 
feed water box. This is necessary in case that the refrigerator has not been used 
for a long time.

Keep children away from the dispenser.

Children may push switch incorrectly bad or damage lamps.

Be careful that food is not block the ice passage.

If foods are placed at the entrance of ice passage, ice may not be dispensed. The 
ice passage may also be covered with ice powder if  splinter ice is used only. This 
time, remove the ice powder accumulated.

Never store beverage cans or other foods in ice storage bin for the purpose of 

rapid cooling.

Such actions may damage the automatic ice maker.

Never use thin crystal glass or thin containers to collect ice.

Such glasses or containers may be broken.

Put ice first into a glass before filling water or other beverages.

Water may be splashed if ice is added to existing liquid in a glass.

Never touch a hand or other tools on ice outlet.

Touch may cause a part breakage or hand injury.

Never remove the ice maker cover.

Sometimes level the surface so that the ice storage bin is fully filled with ice.

Ice is piled up just near the ice maker. So, such status may be considered, by the 
ice maker, that the ice storage bin is fully filled and ice making operation may stop.

If discolored ice is dispensed, immediately contact a service center and stop 

use. 

Never use too narrow or deep glass.

Ice may be jammed in ice passage and, thus, the refrigerator may be failed.

Keep the glass at a proper distance from ice outlet.

A glass too close to the outlet may hinder ice from coming out.

How ice/cold 
water is 

supplied

•  It is normal  that the water is not very cold at first. If you  want colder water, add ice 
into the glass.

NOTE

CAUTION
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✽  Before the disassembly, please take out the food to empty 
the refrigerator.

Refrigerator Door-in-Door
Press the mid left part of the Door-in-Door 
until you hear a click sound. 
•  You can store more food in the larger Home 

Bar.
•  With the larger storage room, you can 

organize your foods better.

Using the 
Family Door-in-

Door

First take out dairy product corner, and then pull up the 
home bar cover to separate and take it out.

How to take out 
magic space 

cover

Hold both ends of the basket and lift up the front part 
of the basket. 
•  Assemble in the same method as disassembly.

How to 
disassemble 

Family Door-in-
Door Basket

Press until 
you hear 
the "Click" 
sound

It can be moved up and down as necessary, and it can be used conveniently.How to use 
moving basket

<When moving it up> <When moving it down>

After placing the basket at desired location, if basket is not leveled, it will sound 
“click”, then move the basket upward lightly until it is fixed.

•  Moving basket moves with upper and lower section together.
•  To move the basket up, hold the center lightly and move it up.
•  To move the basket down, hold the bottom of the basket with palm, Press the levers 

on both sides at the bottom of the lower section upward, and then move it down.
•  The bottom section of moving basket can be conveniently opened directly by opening 

home bar.

CAUTION
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Shelf 
You can store side dish or refrigerated food on the shelf 
with sufficient space in between the containers. 

How to use

1.  Hold the front part of the shelf and pull it out 
until it gets blocked by the hooking part. 

2.  When you cannot pull out the shelf any more, 
lift it up slightly.

3.  While holding the shelf slightly, tilt the shelf to 
pull it out.

How to 
disassemble

Dairy corner

You can store dairy goods such as butter, cheese etc. How to use

Hold the basket with both hands and pull it out by pulling 
it up (1). 

�  If you close the refrigerator door with the dairy corner 
left open on the door side, the refrigerator door may 
not be closed properly. Therefore you must be careful. 

How to 
disassemble
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Deodorizer
With the deodorizer system, you can deodorize the refrigerator 
and the deodorizer can be reused.

How to use

Unscrew the deodorizer cover using (+) driver, and then 
separate it while pulling the deodorizer cover.

� How to reuse the deodorizer

You can reuse the deodorizer continuously by drying it well with 
the hair dryer. 

How to 
disassemble

Freezer/Fridge basket
You can store small packaged frozen food (Freezer basket), small packaged refrigerated 
food or beverages (Fridge basket) such as milk, beer etc. 
But, do not store ice cream or food to store for a long period of time (Freezer basket) 
etc. 

How to use

Hold the basket with both hands and slightly lift up the 
front part to pull it out. 

How to 
disassemble

Hold the basket with both hands and 
reassemble one side at a time by 
pushing it in. 

How to 
reassemble 
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Fresh zone
You can store fruits or vegetables. How to use

1.  Hold the front handle of the fresh zone and pull it out until it 
gets blocked by the hooking part. 

2.  When you cannot pull out the fresh zone any more, lift it up 
slightly to pull it out completely to the front side (outer side). 

*  The fresh zone can be reassembled in the reverse order. 

How to 
disassemble 

the upper fresh 
zone

� When pulling out the lower fresh zone 

1.  Hold the front handle of the fresh zone and pull it forward. 
2.  When you cannot pull out the fresh zone any more, lift it up slightly to pull it out to the 

front side.

How to 
disassemble 

the lower fresh 
zone

Hold the cover with both hands and pull it out. 
*  When disassembling the cover, always disassemble 

the fresh zone first.

How to 
disassemble 
upper/lower 

fresh zone 
cover

� When inserting the lower fresh zone 

*  When inserting the fresh zone, always lift the cover up to push it in.

-  Always disassemble the fresh zone using two hands. 
You can be injured from the weight of the compartment when filled with food. 

-  When disassembling/reassembling the fresh zone of the fridge, open the refrigerator 
door fully.

WARNING




