
1. Bucket with pump attached 2. Ball with plastic tube attached  3. Plastic ball stand

Place the plastic ball stand on top of the 

plexiglass( at the center, inside the 

bucket.)  Make sure the wider end of the 

plastic ball stand is on top.  Also make 

sure the pump(and light) is inside the 

stand. 

Now connect the white plastic tube with the 

pump.

 

Place the ball on top of the stand evenly( 

top hole must be centered.)  Fill the 

bucket with water until  the water reaches 

just above the plastic stand. 

Attach the transformer to the pump cord, 

plug it in and enjoy.  If the waterflow is too 

powerful, adjust the knob on the pump

1. This fountain is for decorative purposes only. Please do not use it To serve food or beverages, and do not let your pets drink the

water in the reservoir.

2. Keep dirt and debris out of water reservoir, as it may damage motor.

3. Be sure to locate the fountain in an area which can withstand the moisture produced by the fountain

4. Always disconnect from electrical outlet before handling the pump.

5. Do not let the pump run dry.

6. Never lift the pump y the power cord.

7. Never pump heated liquids.

8. Use fresh water only.

9. Pump must be completely submerged for proper cooling.

10. Not warranted for outdoor use.

1. To reduce risk of electric shock, connect only to a properly grounded outlet

2. Never connect to any voltage other than shown on the pump.

3. Never pump flammable liquids.

4. To reduce the risk of electrical shock, use this pump only on portable self-contained fountains no larger than 5 feet in any dimension.

5. Do not use with water above 30°C 185 F.

If the fountain does not operate properly, please check the following:

1. Check the circuit breaker and try another outlet to ensure the Pump is getting electrical power. (Note: Always disconnect from

Electrical outlet before handling the pump.)

2. Check the pump discharge and tubing for kinks and obstructions. Algae build-up can be flushed out with a garden hose.

3. Check the inlet screen to ensure it is not clogged with debris.

4. Remove the pump inlet to access the impeller area. Turn the rotor to ensure it is not broken or jammed

5. Monthly maintenance will add to your pump’s life. (Note: Ensure that the electrical cord loops below the electrical outlet to form a

“Drip Loop”. This wilt prevent water from running down the cord into the electrical outlet.

I. Please read ail Instructions and keep them for future reference.

2. Please follow monthly pump maintenance instructions.

3. Failure to follow instructions may result in damage to the fountain and/or pump, therefore voiding the warranty.

4. If water flow from the top of the fountain is too strong, even after adjusting pump speed, try placing a small rock over the hole to

slow water to acceptable speed.

5. Pump must be fully submerged at all times. The water level should be to the top of the reservoir.

Please make sure you have identified all these parts listed below: 

Please follow the simple instructions below:

INSTALLATION INSTRUCTIONS FOR ITEM M32004

DO NOT RUN THE PUMP DRY

PLACE THE FOUNTAIN IN AN AREA THAT CAN WITHSTAND THE MOISTURE AND SPLASH IT PRODUCES

YOUR FOUNTAIN IS NOW READY TO USE

Trouble Shooting:

Warning:

Caution:

Customer Care:

IT IS IMPORTANT THAT ALL THE WATER RETURNS TO THE RESERVOIR

CHECK WATER RESERVOIR REGULARLY (every 3-4 days) AND ADD WATER AS NEEDED

CAUTION: Always disconnect from electrical outlet before serciving the pump. A clogged and dirty pump will adversely affect performance of the fountain.  To 

maintain and clean the pump, please follow the manufactruere's instructions enclosed with this unit.

PUMP MAINTANANCE


