
Top mount sink installation processes (551272/551731/553870) 
 
1. Preparing the countertop. 

 Template (B) is centered on the counter so that it is parallel to the counter edge and that the installation hole will not 
interfere with the structure of the cabinet 

 Tape the template (B) to the countertop to keep it in place and trace the cutout line on the template (B) with a pencil 

 
2. Cutting the installation hole. 

 Drill a pilot hole and cut the countertop opening. Use the appropriate cutting tool for the surface you are cutting 

 
3. Preparing the sink and accessories 

 Place the sink (A) into the installation hole to verify the fit. Adjust the cutout if necessary 
 Place the sink (A) upside down and align the bottom edge with waterproofing strip. 
 Installing the strainer(s) assembly (B), to be easier to install strainer, we suggest you to install it before the sink 

installed in cabinet. 
1) Apply a small amount of plumber’s putty (not included) in 
2) the notch around the drain hole of the sink (A). 
3) Place the strainer ring (E) on top of the drain hole in the sink (A). 
4) Insert the screener (C) into the bowl (D) and place this assembly into the drain hole in the sink (A). 
5) From underneath the sink (A), place the rubber washer (F), paper washer (G), locknut (H), plastic joint (I), and 

connecting nut (J) over the drain hole in the sink (A). 
6) Tighten the locknut (H) and connecting nut (J) to hold the strainer assembly securely in place. 

 Install the faucet principal part (C) and soap dispenser according to the installation instructions for these items. To be 
easier to install these items, we suggest you to install it before the sink installed in cabinet. 
Faucets 
1) Insert the faucet into the center mounting hole in the sink.  
2) Thread the washer (C), (D) and water mounting nut from under the sink until tight and secure by tightening the 

two mounting screws (F). 
Dispenser 
1) Identify each of the parts in relation to the figure below. 
2) Remove the dispenser A from assembly. 
3) Place B on C on top of sink deck on counter through hole. 
4) Tighten D and E from below to B 
5) Tighten F to threads on B from underneath sink. 
6) To fill the tank, pour the soap through the hole in the nozzle (B), once filled, place the nozzle and adjust. 
7) To dispense soap, press the nozzle down. 



   

 

 
 
 
4. Installing the sink. 

 Apply silicone sealant (not included) around the underside and lip of the sink (A). 
 Carefully lower the sink (A) into the counter. 
 Attaching the mounting clips (AA). 
 Tighten the screws on the top mount clips (AA) evenly until the sink (A) is flush with the counter. Do not over-tighten. 
 Wipe excess sealant with a rag. 

 
5. Installing the faucet & other accessories. 

 Install the faucet with water supply parts according to the installation instructions. 
Connect the water supply lines of the faucet to the sink water supply lines  
Ensure that the faucet supply line with the red marking is attached to the hot water supply line and the blue faucet 
supply line is attached to the cold water supply line.  
Bend copper supply lines to right or left 2 inches so they do not interfere with pull-out hose.  

 Connecting the pull-down hose. 
Ensure O-ring is installed then connect the pull-down hose (G) to the outlet tube and tighten firmly in place 

 Connecting the weight: 
Tighten the two halves of the weight (H) to the pull-out hose (G) approximately 30 cm (1ft.) below the connection to the water 

outlet tube 
Check the function of the weight and hose by pulling the pull-out hose (G) and checking that its movement path underneath the 

sink is free from obstruction 



 Testing the water supply 
Open the water supply and check all of the water connections for leaks. 
If you discover any leaks, check the connections to ensure they are installed properly. 

Remove the pull-out sprayer from the faucet body and run the water for approximately 1 minute to flush the lines. 

Re-attach the pull-out sprayer. 
 Sprayer operation. 

Controlling the flow rate and temperature:  

Push the faucet handle away from the faucet body (A) to turn the water on. Pull the faucet handle back towards the faucet body 

(A) to turn the water off 
For cold water, turn the faucet handle left. For hot water turn the faucet handle right 

 Sprayer operation (Continued) 
The sprayer (B) works in two modes: 1. Center jet and 2. Dispersed spray. To switch between these modes, press the top and 

bottom points on the spray head button (B) 
 When finished, place the basket (K) and sink grid (L) into the sink. 

   

   
 

 


