
ThermaCELL

Mosquito
Repellent
Refills

Contains:
1 Butane Cartridge
NET CONTENTS: 0.73 fl. oz. each
3 Insect Repellent Mats
NET WT. 0.08 oz. each

ACTIVE INGREDIENT:
d-cis/trans allethrin 21.97%
OTHER INGREDIENTS 78.03%
Total 100.00%

KEEP OUT OF REACH
OF CHILDREN
CAUTION
See back panel for additional
precautionary statements
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Refills

ThermaCELL ThermaCELL

Mosquito
Repellent
Refills

EPA Reg.No. 71910-2
EPA Est. 83226-PHL-1
Protected by one or more of the following
U.S. Patents: 6,033,212; 5,700 ,430; D300,606
Manufactured for:
The Schawbel Corporation
100 Crosby Drive
Bedford, MA 01730

Mats made in Italy
Manufactured in Philippines R-1
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Refills

ThermaCELL Mosquito Repellent
Refills

May be used in any 
ThermaCELL® 
Mosquito Repellent 
product.

Appliances

M
R
R
May be used in any 
ThermaCELL® 
Mosquito Repellent 
product.

Lanterns

Email: Consumerquestions@thermacell.net
Toll Free: 1-8-NO SKEETERS

Repellency lasts 
a maximum of 12 hours

PRECAUTIONARY STATEMENTS
Hazards to Humans & Domestic Animals  CAUTION: Harmful if inhaled. Do not breathe vapors. Remove and wash contaminated clothing before reuse. 
First Aid  If Inhaled: Move person to fresh air. If person is not breathing, call 911 or an ambulance, then give artificial respiration, preferably by 
mouth-to-mouth, if possible. Call a poison control center or doctor for further treatment advice. Have the product container or label with you when calling a 
poison control center or doctor, or going for treatment. 
Physical and Chemical Hazards  Extremely flammable. Contents under pressure. Keep away from fire, sparks and heated surfaces. Do not puncture or 
incinerate butane container. Exposure to temperatures above 130° F may cause bursting.
Environmental Hazards  This product is toxic to fish, shrimp and aquatic invertebrates. Do not apply directly to water. Do not contaminate water when 
cleaning equipment or disposing of equipment washwater or rinsate. Drift may be hazardous to aquatic organisms in water adjacent to treated areas.
Warranty and Disclaimers  Seller will not be held responsible for damage, injury or poor performance caused by use of other butane cartridges or 
repellent mats. Seller is not responsible for damage caused by using this butane cartridge in other butane products. 

DIRECTIONS FOR USE
It is a violation of Federal law to use this product in a manner inconsistent with its labeling. 
Allow 10 to 30 minutes, depending upon the size of the area, for product to take effect. Each mat lasts a maximum of 4 hours and each cartridge lasts a 
maximum of 12 hours. Mats turn from pale blue to white when repellent has been exhausted. Use one appliance/lantern for each 225 square feet or 15 
feet in diameter. To change mats, make sure appliance/lantern is off and cool, then push used mat out by inserting a fresh one. Use Restrictions: Only 
for outdoor use as an insect repellent. Do not use indoors, in tents or in any enclosed area. Do not insert anything other than ThermaCELL® mats into the 
appliance/lantern. Cover or remove all exposed food. Do not leave appliance/ lantern unattended or use in windy conditions. Do not expose appliance/ 
lantern or mats to rain. Do not attach appliance to your body or clothing. Place appliance/lantern on a flat, stable surface with the grill facing upward. 
Clean with a damp cloth only when the appliance/ lantern is cool and inactive. Butane cartridges other than ThermaCELL® cartridges will not work in 
this appliance/lantern.

STORAGE AND DISPOSAL  Do not contaminate water, food or feed by storage or disposal. Storage: Store unused mats in original box in a 
cool, dry place inaccessible to children and pets. Store unit and butane cartridges in original box in a cool, dry place away from sources of heat. Disposal: Non- 
refillable container; do not reuse or refill this container. If cartridge is empty or for used mats: Do not reuse empty packaging, wrappers or cartridges. 
Do not puncture or incinerate empty cartridges. Place in trash or offer for recycling if available. If cartridge is partly filled or for unused mats: Call your 
local solid waste agency for disposal instructions. Never place unused mats down any indoor or outdoor drain.  Batch Code: 

ThermaCELL® Mosquito Repellent and Patio Lantern

1. Remove one mat from wrapper. 
2. With appliance or patio lantern off and completely cool, insert mat 

under grill. 
3. Remove appliance cover or patio lantern top and butane cartridge 

cap. Screw cartridge into appliance or patio lantern globe and 
replace appliance cover or patio lantern top. 

4. Full Size Appliance and Patio Lantern: Move switch to ‘ON’, wait 
5 to 10 seconds then depress ‘START’  button 3 to 5 times in rapid 
succession. Compact Appliance: Slide open window covering 
ignition port. Hold lit match or lighter near ignition port. Slide 
window closed to cover ignition port. Compact Appliance with 
Self-Start: Screw cartridge into appliance, wait 5 to 10 seconds 
then click start button 3 to 5 times in rapid succession.

5. Verify appliance or patio lantern is heating; orange light will glow. 
If the light is not glowing, make sure cartridge is completely 
screwed into place; then repeat step 4. Place on a flat, stable area. 

6. Full Size Appliance and Patio Lantern: When finished using, 
turn switch to ‘OFF’. Compact Appliances: When finished using, 
unscrew cartridge. 

7. Allow to completely cool and then store. 

ThermaCELL® Mosquito Repellent Lantern 

1. Remove one mat from wrapper. 
2. With lantern off and completely cool, insert mat under grill. 
3. Remove butane cartridge cap and screw into lantern base opening. Place 

lantern on a flat, stable area. 
4. Full Size Lantern: Rotate globe to ‘MAX’ setting, wait 5 to 10 seconds 

then depress start button 3 to 5 times in rapid succession. Mini Lantern: 
Open lantern cover and hold a lit match or lighter near white tube in 
center. Close lantern cover. Mini Lantern with Self-Start: Screw 
cartridge into lantern base opening, wait 5 to 10 seconds then depress 
‘START’ button 3 to 5 times in rapid succession. Mini Lantern with Self- 
Start and On-Off Button: Press button to ‘ON’ (in) position, wait 5 to 10 
seconds, then press ‘START’ button 3 to 5 times in rapid succession.

5. Verify lantern is operating; lantern will glow. If the lantern is not glowing, 
make sure cartridge is completely screwed into place; then repeat step 4. 
For full size lantern, adjust light by turning globe. 

6. Full Size Lantern: When finished using lantern, rotate globe to ‘OFF’ 
position. Mini Lantern: When finished using lantern, unscrew cartridge. 
Mini Lantern with Self-Start and On-Off Button: When finished 
using lantern, press on-off button to ‘OFF’ (out) position.

7. Allow lantern to completely cool and then store. 
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