
INSTALLATION INSTRUCTIONS 

The tree trunk is made up of two pieces which must first be assembled. The branches can then be ached onto the assembled 

tree trunk. 

1. Take all parts out of the carton box and tear off the prot ve films. (List of es on back) 

2. Assembling main trunks 

Place the trunks on the floor； 

Connect the coupling connectors that are inside the two trunks (remember to put the water-proof rubber gasket before 

cjoining onnectors); then connect the two trunk ons. Stand the assembled trunk assembly up on its base and ghten 

the trunk screws using the hex wrench that is included in the accessories pouch (See Pic 1)； 
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USE AND CARE INSTRUCTIONS 

· For indoor and outdoor use. 

· These products are for use with a maximum input voltage 

ra ng of 120V, 60Hz. 

· Before using or reusing, inspect product carefully. Discard any products that have cut, damaged or frayed wire insula  or 

cords, cracks in the lamp holders or enclosures, loose co  or exposed copper wire. 

· When storing the product, carefully remove the product from wherever it is placed, avoiding any undue strain or stress on the 

product conductors, co  and wires. 

· When not in use, store neatly in a cool, dry loca on protected from sunlight. 

· Always unplug this product before installing 
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Branch Screw
(Pre-inserted into Branches)

T-shape stake

Align the pins with the grooves in the 
cap and slide the cap over the pins. 
Twist to lock.

Trunk Screw
(pre-inserted into Trunk)

INSTRUCTION MANUAL FOR 8.5 ft LED TREE LIGHT

. Place the tree in the desired location, and insert the T-shape stakes through
the mounthing holes in the tree base, pushing the stakes firmly into the ground.
(See Pic 2)  

4. Attach the lit branches to the main trunks and tighten the
branch screws using the hex wrench that is included in the
accessories pouch. Be sure to align the branches so that the
branch screws are facing the ground. Only exception is the 
tree-top branch. Start inserting the branches from the top
of the tree and work your way to the bottom. (See Pic 3)

 

5. Plug the power cord into a socket that is equipped with GFCI 

(Ground Fault Circuit Interrupt). If a GFCI socket is not 

available, contact a ed electrician to have one installed. 

Once the socket is electrified, the tree should light up.  
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13 pieces of branch 

 

4 pieces of T-shape stake 

 

1 piece of 2.5mm hex wrench 
1 piece of 4mm hex wrench 

1 piece of spare trunk screw   

2 pieces of spare branch screw 

2 pieces of water-proof rubber gasket

 

10 pieces of spare flower cap 


