
Bullnose trim

ogee trim

 How to cut soterraslate Bullnose & ogee trim:
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The SoterraSlate system offers two trims options, Bullnose (see 
picture) and Ogee Trim (see picture). Handle the trim with care, 
they are fragile.  

Bullnose trim is 1” thick x 1” tall x 18” long.

ogee trim is 2” thick x 1 1/4” tall x 18” long. The Ogee trim can 
be installed in two different design options. The flat edge can be 
installed inward or outward, depending on which angle best fits 
your wall design.  

To identify the amount of trim you’ll need for your project, make 
a drawing and measure the outside dimension. Account for the 
outside miter corners by adding 2” per corner. Divide the total 
amount of inches by 18, which will equate to the total number of 
trims required to cover the perimeter of your shower. 

The trims can be cut with a tile saw or a 7” circular hand saw in 
combination with an angle square. Use a spring clamp to secure 
the trim and square during your cutting process (see picture 2).

Determine where the trim will be placed around your shower 
making sure the seams are where you want them. To 
accomodate for mitered corners, make sure there is at least 2” to 
3” to complete the miter.

Once you’ve finalized your trim placement, mark the trims in the 
order they will be installed. Apply masking tape to the trim and 
mark where the cuts or miters will be made.

Make sure you have maximized the trim to 
minimize waste. The Shower Kit Configuration 
comes with one extra trim for safe measure.
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 How to cut soterra trim (continued):
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For cutting straight or angle cuts using a 7” hand saw, place the 
extra trim in front of the angle square for support. Place the trim 
piece you plan to cut in the back so the blade will cut completely 
through the trim. (see picture 3). 

If using a tile table saw (see picture 4), make sure to add water 
for a smoother cut. For examples on how to cut, see pictures 4(a) 
& 4(b). 
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Place the trim against the wall. Make sure the trim aligns with the 
wall panel and press firmly (see picture 4).

Make sure the surface is clean, especially if tile has been 
removed (see picture 1). If only removing the outer edge of tile, 
cement backer board may be needed to create a smooth surface 
for the trim to be adhered to. The Ogee Trim can be used with 
either the flat edge inward or outward.

Dry fit your trim to make sure each piece is level and the seam is 
tight with the adjoining trim (picture 2).

Place a bead of Loctite 5570 down the middle of the trim (see 
picture 3). Make sure the 5570 does not ooze out, if the 5570 
does ooze out, just wipe the remainder clean with a cloth.

 How to Install SoterraSlate Bullnose & Ogee Trim:
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Where the trim butts together, apply a small amount of color co-
ordinating silicone caulk to help hide the seam. Use just enough 
to cover the surface and fill the seam (see picture 5). 

Use a strip of masking tape to hold the trim in place as the 5570  
cures.

When stacking the trims on top of each other or on top of the 
panel, the masking tape may not be needed.

Make sure trims are flush and properly aligned prior to 5570 cur-
ing (see picture 6). 

 How to Install SoterraSlate Bullnose & Ogee Trim (continued):
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Make sure there is plenty of silicone 
between the wall and panel around 
the valve and shower head prior to 
applying the escutcheon plates.

Use the color coordinating silicone 
caulk to fill all the joints between 
panels, trim pieces, design strips and 
soap dishes not only for hiding the 
seams & joints but for locking out the 
water as well. 

Lightly spray denatured alcohol on top 
of silicone caulk bead to clean excess 
as this will eliminate the silicone 
caulk from sticking to the panels and 
components.

Maintenance & Care 
Information:
Your SoterraSlate products have been 
treated with a high performance Sealer/
Enhancer to insure years of protection 
and satisfaction. To help preserve 
the life of the Sealer/Enhancer and 
because the SoterraSlate is a low 
maintenance product, harsh everyday 
cleaners and abrasive cleaners are not 
recommended or necessary for routine 
maintenance.

For routine cleaning, use the
Aqua Mix “Marble, Travertine, 
Limestone & Slate Cleaner & 
Resealer”. Use of common shower 
cleaning products, abrasives and 
spray-on cleaners may damage the 
Sealer/Enhancer and or the Slate and 
will void the warranty. 

 How to Finish your soterra do-it-yourself Project:
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