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Quick Reference

Cedar Storage Shed

NOTE
Local building practices may require you to purchase a permit to construct this storage shed.  Star Cedar Sheds and its representatives are not respon-
sible for any costs associated with the search of, or compliance to any codes or covenants in your local area. Some pictures show stained product, the 
materials in your kit are unfinished and must be finished by the consumer.
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 Inventory all items prior to building your structure. Compare 
your parts with what is listed on the Pull Sheet. Be sure to watch the 
instruction video.

 Set your floor pieces on end. 
Screw together floor sections. 
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 Starting with two walls in the back corner of 
your structure, attach the walls together where the 
2”x4” are flush with one another. Be sure to use the 
supplied caulking where siding comes together to 
ensure no leakage.
 You should use a 2”x4”x45” rafter tie (sup-
plied) to make sure your door opening remains 45”. 
Take it out after you screw the walls to the floor.
 

 TIP: Do not screw the walls to the floor until 
all walls are standing and secured together and the 
door frame is assembled.

Use clamps on every 
wall section to ensure 
a sealed fit.

2 each 2”x4”x72 3/4” and 1 each 
2”x4”x48” are used to frame in 
your door opening as well as tie 
the last portion of the structure 
together. Assemble as shown.

Tip: Use the supplied caulking at 
each wall joint. Put a 1/4” bead of 
caulk along each piece of siding 
to ensure a water tight seal.
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 Starting with 1”x4” boards, place headers around your structure as shown. Follow up with 2”x4” 
headers.

 After the headers are securily in place, place the top portion of siding on each wall section.
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 Place the trim around the door-
way opening. The horizontal pieces are 2 
1”x2”x75” and the top piece is 1 1”x2”x48” 
cedar trim.

 Trim the window using 2 
1”x2”x27” and 2 1”x2”x24”. Be sure the 
longer boards go on top and bottom. The 
shorter ones are for the sides of the win-
dow.

 The gable ends slide into 
place easily. Be sure they are flush 
with the headers.

 Use a clamp to attach them to each other, then 
screw them together.
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 Roofing sections should be handled by 2 
people.  Attach roofing sections to 

gable ends before attaching them to 
each other.

 Attach roofing sections together 
and then use rafter ties as discribed in the 
video.

 The rain guard, supplied, can be a challenge 
to get in. Do not skip this step. Be sure the rain guard 
is above the tar paper and below the roofing. Leave 
enough hanging out the bottom to attach it behind the 
facia to the rafters.
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 The side facia is the next step 
in assembley.

 Next, front and back facia.

Tip: Pre-drilling the holes in the facia can keep it 
from splitting.

 Use two small screws to hold the included felt 
paper on while you attach the cedar ridge cap.

 Attach cedar ridge cap. Be sure 
not to have any seems line up.
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 There are 80  pieces of small siding for your structures corner trim. Starting at the bottom, 
work your way up the wall keeping the small pieces ligned up with the existing siding. One 1 1/4” 
screw in each is sufficiant. Use a colored/stained screw on the top piece.

 Attach the 1”x2” trim board as shown above using 3 colored/stained screws.
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 The door hinges should be attached to the side of the door that 
is not flush. Open the hinge all the way until it makes an L shape. Put 
the L shape over the cedar side of the door as shown above. Attach to 
the door using 1 1/4” black screws.

 When hang-
ing the doors be sure 
they do not hit the 
facia boards above 
them. If this happens, 
readjust the facia 
boards so it does not 
happen. Again use 1 
1/4” black screws to 
attach the door to your 
structure.

 A 1”x4” fir board is used to hide 
any gap between the doors as well as act 
as a back stop. Attach it as shown below.

 A 1”x2” backstop is installed as below. 
Be sure the door closes flush with the trim so 
that any rain will be deflected away from the 
doors.


