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LONGEVITY® has both hobbyists and the professional 
welders in mind with the TIGWELD® 200i. This compact, 
versatile unit offers the user a simple controls to 
accurately set the welder to perform to perfection on 
most metals like stainless steel, carbon steel, alloyed steel 
titanium, etc.  The TIGWELD® 200i allows the welder to set 
features like down slope and arc force effortlessly with 
our easy to use control panel.
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Watch on YouTube.

Watch on YouTube.

If you are welding for a long period of time and your duty 
cycle limit is reached, LONGEVITY’s thermal overload 
protection will kick on safely shutting down your 
machine for proper cooling avoiding any damage. Once it 
cools, you will be able to weld again!

Thermal Overload ProtectionC. With inverter IGBT technology, LONGEVITY has once 
again revolutionized the industry by producing a 
portable, yet powerful machine that can be operated 
with a generator, perfect for the ON-THE-GO welding. 
Inverter technology emphasizes portability, yet the 
efficiency and reliability of the Soft Switching IGBT 
components allows for the ultimate welding experience. 

Efficient IGBT Inverter TechnologyD.

LONGEVITY® offers quick connection of your torches by 
using DINSE connectors giving the users total versatility 
due to it being compatible with most aftermarket 
torches. Setup time is also reduced due to the quick 
connect argon couplers.

Quick Setup ConnectionsB.

LONGEVITY® TIGWELD® 200i features Power Factor 
Correction (PFC) allowing the unit to run at maximum 
efficiency no matter the voltage input. The PFC will allow 
you to use the machine with input voltages of 95 volts to 
270 volts and will automatically adjust the machine for 
maximum efficiency even if there is a voltage drop.

Power Factor Correction (PFC)A.

Input Power : 110/115V 220/230V 50/60Hz    Dimensions:   L:17.3in. x W:5.5in. x H:9in.  Weight: 21 lbs.   
Input current: 110/115V TIG: 30A STICK: 38A 220/230V TIG: 20.7A STICK: 33A

Input Power: 110/115V TIG: 3.5KW, STICK: 4.2KW, 220/230V TIG: 4.5KW, STICK: 7.2KW
Welding Current Range: 110/115V TIG: 5-160, STICK: 5-125,  220/230V TIG: 5-200, STICK: 5-200

No-Load Voltage: 55V        Down Slope Time: 0-10s      Duty Cycle (40°C 10 min):
220/230V TIG: 25% @ 200A, 60% @ 130A     STICK: 25% @ 200A, 60% @ 130A, 

110/115V TIG: 35% @ 160A,       STICK: 30% @ 125A
Protection Class: IP23S    Insulation Class: F
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With Arc Force, you are able to adjust the inductance of 
the arc for either a crisp arc or soft arc with a fluid puddle. 
This will allow for greater control of your welding 
parameters. 

Stick With Adjustable Arc ForceE.

The LONGEVITY® TIGWELD® 200i allows excellent control 
whether you are using a TIG torch, the panel or the hand 
switch control. With the 2T/4T function you can control 
your arc to the next level. Depending on switch position, 
the switch will allow the welder to not have to hold the 
trigger to continue welding easing welding for long 
period of time.

2T/4T OperationH.

Watch on YouTube.
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The TIGWELD™ 200i is very user friendly! All the 
adjustments are grouped and coded together which 
allows for easy on-the-fly adjustments. This system allows 
the user to see the settings quickly and make necessary 
adjustments easily, allowing the welder to more efficient 
in the workspace. 

Easy Set AdjustmentsI.

The TIGWELD® 200i is safe to operate near hospitals or 
any other area where high frequency interference may 
cause issues. The TIGWELD® 200i offers the ability to start 
the arc with lift start which is also ideal to use around 
electronic devices which may be sensitive to high 
frequency interference.

High Frequency or Lift Arc startF.

LONGEVITY has produced a user friendly stick welder 
with hot start insuring your stick welding electrode is less 
likely to stick to the work piece and fire easily every strike.

Hot Start G.
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