
                                       
 

                                    
 
 
 
 
 
 
 
                                        HANG’M HIGH 
                                       MODEL: HH200    

                                                                                                      
READ ALL INSTRUCTIONS BEFORE INSTALLING UTITLITY RACK. 

NOTE:  Failure to read instructions before use could result in injury or death. 

Instructions for Installation and Use: 
 

                                                                                                   
                                             Fig.1   
 

Contents: See Fig. 1 
1ea. Hang em high body assembly 
with chain and quick-pins. 
1ea. Boom assembly. 
1ea. Rope hoist assembly. 

1ea. 2pc. Push pole. 
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 Remove 5/16” x 2-1/2” 
bolt from feeder hanger 
body. Attach boom 
assembly to body with 
bolt removed. Tighten 
securely but do not over 
tighten. (see Figs 2 & 3). 
NOTE: Make sure 
cables are straight and 
push pole receiver is in 
the down position. 
 

Attach rope hoist to 
feeder boom. Fig.4. 
Remove Velcro straps 
and retain for re-use. 
These are to keep ropes 
from becoming tangled. 
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Once feeder hanger is 
positioned at desired 
height, remove push pole 
from push pole receiver 
bar. To attach feeder to 
hoist, raise hoist high 
enough off of the ground, 
but low enough to allow 
filling of feeder. Tie hoist off 

to tree. Fill feeder. (Fig.6) 

 When feeder is full, raise 
feeder using rope hoist. 
Tie feeder off to tree 
securely. NOTE: To 
minimize risk of bears or 
other wildlife reaching or 
damaging feeder hanger 
or feeder, tie rope to a 
different tree than the 
tree the feeder hanger is 
suspended from. 

Un-pin one side of chain 
from hanger body. Hold 
feeder hanger against 
tree and re pin chain to 
hanger body in the 
desired position. Once 
feeder is in place on tree, 
it can be raised to desired 
height using the 2 pc. 

Push pole. (Fig.5). 



 
 
 
 
 
 
 

 : Do not exceed 200lb. weight capacity.    
                                                                                                                                                    

  : Do not stand directly under Hang’m High while hoisting or lowering 
feeder.   

 

  : Do not use Hang’m High for any reason other than intended use. 
 

  : Do not use Hang’m High on trees of questionable integrity such as 
showing signs of rotting, dead wood or in inclement weather when high winds, 
lightning or ice are present. 
 

  : Avoid overhead power lines when using Hang’m High. 
 
                                                                                                        

For more information about this or other products, contact us at: 

Great Day, Inc. 
604 Kimbrough Dr. * Tallulah, LA 71282 * (866) 649-1918 * www.greatdayinc.com 

http://www.greatdayinc.com/

