
The Arch Climber can be mounted at heights of 36" or 48". 
This allows you to mount the Arch Climber either:

Flush on 36" or 48" play deck, or 12" below 48" and 60" play deck.
Please determine the height at which you would like to mount
the Arch Climber and follow the appropriate directions below:

2" x 4" x 8' – one (1) board required

Mounting*
Board

FLUSH MOUNT – 
36" OR 48" PLAY DECK HEIGHTS

4.  Locate the pocket on         
the underside of the Arch

Climber where it meets the ground and mark
ground where anchor is to be installed. 
(Fig. 3) Remove Arch Climber and screw
anchor into the ground (a long screwdriver
will help). Screw the anchor deep enough so
that the loop at the top of the anchor will be
in the middle of the PlayStar logo when the
Arch Climber is in the final position.

Fig. 1

Fig. 2

5. Reinstall Arch Climber permanently, attaching it to 
mounting board using #14 x 1¹⁄₄" pan head 
screws provided.

6. Use the anchor as a drill guide and drill a ³�₈" 
hole completely through the Arch Climber. 
Attach Arch Climber to anchor with one 
³�₈" x 1" hex bolt, two ³�₈" washers, and one 
³�₈" lock nut provided.  (Fig. 3)

NOTE:  If soil conditions permit anchor to be pulled out easily, 
such as in sandy soil conditions, cementing is required.

MOUNTING INSTRUCTIONS

1¹⁄₂"

1. Install one 2" x 4" x 21¹⁄₂" mounting board centered in the opening 
and 1¹⁄₂" down from the top of the deck boards. Secure with four
#8 x 2¹⁄₂" deck screws evenly spaced.  (Fig. 1)

2. Place top end of the Arch Climber on top of the mounting board. 
Using the Arch Climber as a template, mark the mounting board 
through the four holes in the Arch Climber. Drill four ¹⁄₈" holes 1" 
deep at the marked locations.

3. Attach the Arch Climber temporarily to the mounting board with four 
#14 x 1¹⁄₄" pan head screws provided.  (Fig. 2)

Thank you for choosing PlayStar. Because it is our intention to make
this a positive family experience, we have taken great care in preparing
this product. Should you have any questions, or if we can assist you in
any way, please call our friendly Customer Service Department for
immediate action.

Ask for Customer Service. We Will Gladly Help!

Please call us Toll Free at 1-888-PLAYSTAR
(752-9782)

Monday through Friday, 8:00 A.M. to 5:00 P.M. C.S.T.

Do not return to the store.

NOTE: The top of the Arch Climber 
must be flush with the top of 
the deck surface. If the top of 
the Arch Climber is above the 
deck surface a tripping hazard 
could exist.

LT 6408 R3    

INSTALLATION INSTRUCTIONS

Fig. 3

Tools Required:  Drill, ¹⁄₈" Drill Bit, Tape Measure, Saw,
Hammer, Phillips Screwdriver, Safety Glasses, Adjustable
Wrench, Socket Wrench

Materials Required:
(1) 2" x 4" x 8' (4) #8 x 2¹⁄₂" Deck Screws
(1) Playset Anchor PS 7690 (purchase separately)

Hardware Included:

Cutting Guide:

(4)  #14 x 11/4" Pan Head Screws

    

    

    

    

  
 

   
 

   
 

   
 

  
 

  
  

  
 

     

    

    

    

  
  

  

    

    

   

 

   
 

  

 

 

Depending on your application,
some hardware may not be used.

*Cut to fit your opening size.

21¹⁄₂"



12" BELOW DECK – 
48" OR 60" PLAY DECK HEIGHTS

MOUNTING INSTRUCTIONS

2" x 4" x 8' – one (1) board required

Mounting Board* Filler Board*
28¹⁄₂" 28¹⁄₂"

* Cut to fit your opening size.

1. Install one 2" x 4" x 28¹⁄₂" (your length may vary) mounting board 
as shown, 13¹⁄₂" down from the top of the deck boards. Secure with 
eight #8 x 2¹⁄₂" deck screws. (Fig. 1)

2. Place top end of the Arch 
Climber on top of the
mounting board. Using the 
Arch Climber as a template, 
mark the mounting board 
through the four holes in the
Arch Climber. Drill four ¹⁄₈" 
holes 1" deep at the marked 
locations.

NOTE:  If soil conditions permit anchor to be 
pulled out easily,  such as in sandy soil 
conditions, cementing is required.

5. Reinstall Arch Climber permanently, attaching 
it to mounting board using #14 x 1¹⁄₄" pan head 
screws provided.

6. Install one filler board (2" x 4" x 28¹⁄₂"
or same length as mounting board)
an equal distance between the top
of the mounting board and the bottom
of the deck support boards as shown.
The gaps left should be approximately
1³⁄₄". Secure with eight #8 x 2¹⁄₂"
deck screws. (Fig. 4)

NOTE: The gaps must not exceed 3¹⁄₂"
otherwise a head entrapment
could exist.

7. Use the anchor as a drill guide and drill a ³�₈" hole completely 
through the Arch Climber. Attach Arch Climber to anchor with one 
³�₈" x 1" hex bolt, two ³�₈" washers, and one ³�₈" lock nut provided.  
(Fig. 3)

3. Attach the Arch Climber 
temporarily to the mounting 
board with four #14 x 1¹⁄₄" 
pan head screws provided.  
(Fig. 2)

Fig. 1

Fig. 2

Fig. 413¹⁄₂"

Note: Do not install the Arch Climber over concrete, asphalt, packed earth, or any other hard 
surface. A fall onto a hard surface can result in serious injury to the equipment user.

4. Locate the pocket on the underside of the Arch Climber where it 
meets the ground and mark ground where anchor is to be installed. 
(Fig. 3) Remove Arch Climber and screw anchor into the ground 
(a long screwdriver will help). Screw the anchor deep enough so 
that the loop at the top of the anchor will be in the middle of the 
PlayStar logo when the Arch Climber is in the final position.

Instrucciones disponibles en español:
Llame gratuitamente al 1-888-PLAYSTAR (752-9782)

De lunes a viernes de 8:00 AM a 5:00 PM. C.S.T.
(Hora Central de EE.UU.)
¡Lo ayudaremos con placer!

Mode d'emploi disponible en français:
Numéro d’appel gratuit 1-888-PLAYSTAR (752-9782)
Du lundi au vendredi De 8 h à 17 h, heure normale du centre

C’est avec joie que nous vous aiderons!
PS 8872

PlayStar, Incorporated Janesville, WI 53547
© 2006, 2004 PlayStar, Inc.

Fig. 3

Important! Intended for residential use by children ages 2 to
10, only on properly installed PlayStar playsets. Before use
refer to complete safety guidelines in your original playset,
at www.playstarinc.com, or at 1-888-752-9782.

Specifications subject to change without notice.

Tools Required:  Drill, ¹⁄₈" Drill Bit, Tape Measure, Saw,
Hammer, Phillips Screwdriver, Safety Glasses, Adjustable
Wrench, Socket Wrench

Materials Required:
(1) 2" x 4" x 8' (16) #8 x 2¹⁄₂" Deck Screws
(1) Playset Anchor PS 7690 (purchase separately)

Hardware Included:

Cutting Guide:

(4)  #14 x 11/4" Pan Head Screws

    

    

    

    

  
 

   
 

   
 

   
 

  
 

#14 x 1¹|₄"
  

  
 

     

    

    

    

  
  

  

    

    

   

 

   
 

  

 

 

Depending on your application,
some hardware may not be used.


