
HOT

COLD

Step 3
Attach spout

                          Non-
Removable   Removable
   stopper         stopper

3/32" allen
wrench

Step 4
Connect hose between

valve and tee fitting

Step 5
Fasten drain body

Step 6
Install stopper
and pivot rod

Step 7
Connect lift rod,
clevis strap, pivot rod
and adjust linkage

Step 1
Attach control
valves

Step 2
Attach handles

Step 8
Connect supply lines

Step 9  Flush lines and check for leaks

Overheating valve 
may damage  
internal cartridge

Quick Install Guide  Ballina Widespread Lavatory Faucet, SLW-5212

Plumbers

Putty

Pipe

Sealant

3/32"

1      2      3      4

Model Numbers

SLW-5212..... Lavatory faucet with 
pop-up drain and 
standard chrome fi nish

Decorative Finishes
Append 3 letter finish suffix code to part 
numbers when applicable

-STN Satin nickel

-BBZ Brushed bronze
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 Need Help?

Contact Symmons customer service at

(800) 796-6667,  (781) 848-2250

Email: customerservice@symmons.com

Monday - Friday 8:00 am - 7:30 pm EST

 Please check Symmons website 
for technical help, the latest product 
information and warranty policy.

www.symmons.com/service

Tools & Materials

Installation Brief

Ballina™
Widespread Lavatory Fau cet  SLW-5212



 1/2 inch supply
 compression nuts
 (2) included 

 handles

bushing

flange

sleeve

gasket

KN-114  (hot)
OFF = CW

KN-113  (cold)
OFF = CCW

valve cartridge

LN-333-KIT
LN-742-1.5
LN-742

LN-383

aerator flow rates
2.2 gpm (8.3L/min)
1.5 gpm (5.7L/min)
1.0 gpm (3.8L/min)

WSF-512L-KIT *

removal key, included
with LN-333-KIT only

 aerator

L-42

Replacement Parts

Part Number                    Item

2 handle sets
included

screw
M4 x 20mm

spindle
extension

KN-113
identified
by groove

set screw
10-32 x 1/8"

Ordering replacement parts:

Call Symmons customer service at (800) 796-6667,
(781) 848-2250  M-F 8:00 am - 7:30 pm EST
Check our website at www.symmons.com for
a list of Symmons distributors.

faucet handle
(reference table)

lift rod
LN-733*

stopper
P-100N*

pop-up drain
assembly
 P-25LR*

includes stopper

valve cartridge
(reference table)

 

standard aerator
 2.2 gpm

3/32" allen
wrench

o-ring
retainer washer
retainer nut

valve body
(cold)

 tee

spout

removal key

flex hose
1/8" MNPT x 1/2" NPSM
LN-157

* Note:  When ordering parts for products with an optional 
decorative finish, append appropriate three letter finish suffix 
code to part numbers marked with an asterisk (*).

screw
spindle
extension

bushing
flange

screw, M4 x 40mm
spindle extension
mounting sleeve

gasket
flange nut

valve body (hot)

1/2"compression 
nut (supply hose

 not included)

2.5mm
allen
wrench

Remove cartridge 
using a 17mm
deep socket 
wrench.

Parts Assembly  Ballina Widespread Lavatory Faucet, SLW-5212

1/2"-14 NPSM

Hole size 
1-3/8" (35 mm) min.
1-1/2" (38 mm) max.

4" (102 mm) min.

Flexible hose

2-3/8" dia.
(60 mm)

8"(203 mm) min.
16"(406 mm) max.

Deck thickness 
2-3/8" (60 mm) max.

Note:  Dimensions subject to change without notice.

2-3/4" (69 mm)

6-3/8" 
(163 mm)2-3/8" dia.

(60 mm)

1-1/8" dia.
(28 mm)

7/8" dia.
(21 mm)

Hole size 
1-1/2" (38 mm)  min.
1-5/8" (41 mm) max.

4-1/2"
(116 mm)  6"

(151 mm)

 3"
(77 mm)

 2-5/8"
(68 mm)

1-1/4"
(30 mm)

7/8" (22 mm)

Dimensions   Ballina Widespread Lavatory Faucet, SLW-5212
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