
You will need to Supply: All wood needed for the base extension and hardware to mount the stand to the wood. If 1/2” plywood is used you will
need four (4) 2” bolts and nuts to attach the Standtastic to the plywood from the underside. If 2x4’s are used then you will need four (4) 2” wood
screws and washers to go topside through the mounting holes and into the 2x4’s.

Tools you will need: - A Phillips Screwdriver, an Electric Drill and bits and a wrench to mount the stand to the wood.

Prepare the 3 Brace Standtastic: Assemble according to the instructions before mounting the Standtastic on the wood base extension.

Prepare the auxiliary braces: Insert a threaded 1” bolt through one hole in each bracket, slide a flat washer onto the bolt and then thread a wing
nut onto the bolt. Leave a 1/4” gap between the washer and the underside of the bracket so that the bolt can later slide into the slot of the Adjust-
ment Pod.

We include: 1 Complete Standtastic 3 Brace Christmas tree stand, four (4) complete auxiliary braces, four (4) mounting pods, hardware pack in-
cludes 16 wood screws, four (4) 1” threaded bolt, washer and nylon wingnut.

Cut a 48”x48” plywood sheet or make the 2x4 cross as shown.

Draw lines from each corner and attach the 2x4 mounting block 10” from each corner with screws from the under side.

Place the assembled Standtastic in the center of the plywood so that the mounting holes line up with the diagonal lines drawn. Drill the first hole and
put a bolt through it and put the nut on the bolt. Rotate the Standtastic so that another mounting hole lines up with the diagonal line and drill another
hole and put the bolt and nut on. Repeat for the other holes.

If 2x4 cross stand base is used then place the stand in the middle of the 2x4s with the mounting holes over a 2x4 or 2x4 mounting block and use
wood screws through each hole to attach the stand.

Move the stand unit with the extended wood base to the best location before installing the tree.

Install the Pivot in the bottom of the tree trunk according to instructions.

You may need to prop up the tree to raise the trunk end at least 24" off the floor so that the trunk end can meet the center of the bowl.

Move the stand unit with the extended base toward the trunk end so that the Pivot will go into the hole in the center of the bowl and so that the cen-
terline of the tree is perpendicular to the bowl floor.

Check to be sure that the bolts in each Stand Brace Bracket are line dup with the Setup Mark and tightened. Rotate all 3 of the Stand Braces to the
trunk to find locations where they can be attached without interference by branches. You may need to rotate the tree since the edge of the plywood
will not permit easy rotation.

Position the screw holes of each Stand Brackets so that they are all aligned at the same point around the trunk. Hold one of the Stand Braces at that
spot and screw a wood screw through the hole and completely into the trunk.

Place the next Stand Bracket against the trunk with the screw hole in line with the screw hole of the first Stand Bracket that was attached and then
screw a wood screw completely into the trunk.

The third Stand Bracket screw hole should now be in line with the first 2 Stand Brackets that were attached. Now screw it securely to the trunk.

Retighten the bolts that hold the Braces to the rim of the Standtastic.

Slide an auxiliary brace into the slot of the mounting pod as shown and tighten the bolt in the center position of the mounting pad. Rotate the brace
free end so that it is against the tree and screw a wood screw into the tree through the hole in the bracket. Slide and secure another auxiliary brace
into the center position of the slot of the other mounting pod and screw a wood screw into the tree through the hole in the bracket. Rotate the tree
so that access to the other two mounting pods is available then repeat the attachment.

The tree can now be stood up by lifting the tree and letting the wood base extension rest on the floor.

If there is a need to adjust the tree for straightness HOLD THE TREE SECURELY then loosen the bolts on the 3 Brace Standtastic first and then
loosen the bolts on each of the mounting pods.

Gently move the tree in the direction to straighten while HOLDING THE TREE SECURELY then tighten the bolts on each mounting pod and then
tighten the bolts on the 3 Brace Standtastic.
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