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Fitting & Care Instructions
Assembly and Use
1. Confirm that all parts are present.  See parts list on pager 4.

2.  Identify the right and left pontoons.
You can identify the right and left pontoons by the “R” (right) and “L (left)
labels sewn on the inside of the pocket on top of each.

3.  Partially inflate the air bladders.
The valve is located on the top of the pontoons in front of the main pocket.  The valve has a
center button that opens and closes the valve by simply pushing down, and turning a quarter turn.
The valve is open when the center button is down, and closed when it is up.  Before inflating, be
sure the valve is in the closed position.
Unscrew the valve cap, make sure the valve is closed and insert the inflation adapter into the valve
and twist to secure. Inflate using a foot pump or air compressor with a cone-type nozzle fitting.

       Inflate the pontoon to about 3/4 full.  Do not inflate beyond 3/4 full because it will make the
next step very difficult - attaching the pontoons to the frame.
Repeat this step with the other pontoon.  You will fully inflate the pontoons in step 5.

4.  Attach the pontoons to the frames
Each pontoon attaches to a metal pontoon frame with
four webbing attachment straps.
Locate the left and right pontoon frames.
On the front of each pontoon frame (where the front of the boat will be) there is a “L” (left) or “R”
(right) label inside the pocket of each pontoon.  The longest straight tube of each frame should be
on the same side of the pontoon as the pontoon zipper.

Now attach the two inside and two outside webbing straps on the pontoon to the pontoon frame.
Thread the straps as follows:
1.  Through the metal rectangle on the frame...
2.  Back to the buckle...
3.  Through the buckle threading path...
4.  Match the rip-and-grip to each other...
5.  Fold the remaining webbing.  Back it through the metal
      rectangle and trap it between the pontoon and webbing.
     Repeat for the remaining three straps.
Repeat the procedure with the left pontoon.

5.  Inflate the pontoon completely
Finish inflating the pontoons as outlined in Step 3.

      Inflate to approximately 2.5 psi (0.17 BAR). Inflate until firm but not hard.  DO NOT over
inflate.
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6.  Determine the seat placement.
The seat placement determines the center of gravity of the boat.  Where you attach the seat to
the frame depends on your size and how much cargo you intend to carry on the boat.
Use the following information about seat placement as a guide to help you set up your boat for
optimum balance in the water.  After set up, load your boat with the gear you would use fishing,
and try your boat in shallow water to determine if further seat position adjustment is necessary for
optimum weight distribution.
If you are up to 5 ft 6 inch (168 cm) in height, place the forward seat screws (underside of seat)
into the front 1/3 of the seat frame bars.
If you are up to 6 ft (183 cm) in height, place the forward seat screws (underside of seat) into the
middle section of the seat frame bars.
If you are over 6 ft (+183 CM) in height, place the forward seat screws (underside of seat) into
the rear 1/3 of the seat frame bars.
If you load the cargo basket with any heavy items, you will need to adjust the seat forward to
offset the load and keep your boat balanced. The amount you will need to move the seat forward
depends on the weight of the cargo and will necessitate that you try out the new position in shallow
water before setting out.
Try making adjustments for cargo weight by moving seat forward in 1 inch (3 cm) increments.

7.  Attach the seat to the seat frame.
Locate the four 2 inch (5cm) screws coming out of the bottom of the seat.  Unscrew the wing
nuts and remove the washers and lock washers.  Place the seat with screws facing downwards into
the two bars on the seat frame and position the seat in the place that is best for your height and
weight (see above).  Once the seat placement has been determined, attach the washers, lock
washers and wing nuts onto the screws and tighten to hold the seat into place.

8.  Attach the seat frame to the pontoon frames.
Insert the seat platform tubes onto the pontoon frame posts with the seat facing the front.  The
front of the pontoon frames are the ends labeled “L” (left) and “R” (right).  (You may need to
LIGHTLY tap the frames with a rubber mallet to fit).
Align the holes and secure with four clevis pins.
You must lock the security retainers on all four clevis pins to insure that the frame stays together.
      Insert clevis pins on the frame side not in between the bladder and frame to avoid abrasion of
pontoon.

9.  Attach the rear platform frame and wire cargo deck.
In order to attach the rear platform frame you must first partially attach the wire cargo deck. Start
by sliding the bent wire tabs into the slots welded on the rear of each pontoon frame.
Next, push the rear platform frame tubes into the open tubes on the rear of each pontoon frame.
Make sure to insert the wire guides on the rear of the wire cargo deck into the corresponding holes
on the rear platform frame as you push the tubes together.
Attach the rear corners with two clevis pins. These secure the rear platform frame to the pontoon
frames.  Be sure to insert each pin through the rear platform and through the pontoon frames.
Lock both clevis pins.
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10.  Thread the anchor bag cord.
Start by feeding the cord into the front anchor cord pulley located on the side of either pontoon
frame. Continue by threading the cord through the cord guides and under all frame tubes.
Next, insert the cord through the rear cord tube guide (1) on the rear platform frame.  Finish by
threading the cord through the pulley mounted on the rear platform frame and attaching the cord
to the anchor bag.

11.  Insert the oar locks
Insert an oar lock into the top of both oar lock bracket on the pontoon frames. There are three
oar lock positions; we suggest starting with the forward most position.  If you have the seat set
back you may prefer the middle or back position.  Secure each oar lock with an oar lock cotter pin.

12.  Insert the foot pegs.
Insert the foot pegs into the pontoon frame as shown. Starting with a position in the middle range
of the adjustment range, align the holes and secure with two clevis pins.

13.  Attach the stripping apron
The stripping apron is designed to fit over you lap while fishing
and give you a wide area for you line to lay.  To install, orient the
stripping apron with the fishing ruler to the front of your pontoon boat.
Attach the straps on the left, or port, side of the apron to the
port side oar lock bracket.  Loop the straps around the oar lock
bracket and insert the locking ends of the clip into the receiving
ends of the clips.  Adjust the straps length so they hang loosely.
The starboard side stripping apron came shipped with elastic cords with plastic hooks attached.
These hooks attach to starboard side pontoon frame oar lock bracket.
When you are seated in your boat, tighten the straps so they are snug.

14.  Set up the oars and oar stops.
First, assemble the two piece oars.  Align the holes so that the button pops through the oar
handle.  To set an oar in an oar lock place the thinnest section of the oar into the oar lock. Slide
the oar until the oar stop rests against the oar lock.  The oar stops are adjustable if desired.
Helpful hint:  Oars do not need to be taken apart in order to place in oar locks.

15.  Attach the anchor system
The anchor system consists of a mesh weight bag and a length of cord threaded through the
frame (step 9).
The bag is filled with rocks or metal weights (not included) usually 6 to 8 lbs (2.7 to 3.6 kg) will
keep you anchored in a light breeze but the weight needed will vary depending on your weight,
your cargo weight, currents and wind.
There is a built-in cleat on the inside of the right pontoon frame behind the front anchor cord pulley.
Thread the cord in the front and out the back of the cleat. To cleat the cord while anchoring,
simply pull the cord into the jaws of the cleat. Pull up and away from the cleat jaws to release.
If the anchor cord cleat or the anchor pulleys ever loosen, use the included Allen wrenches to
tighten.
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16.  The bladder repair kit.
Included with your boat are self-adhesive tube patches to repair any tears or holes in the pontoon
bladders. We recommend storing these in one of the pockets to keep them available for repairs.

17.  Do the final fitting and adjustments
Sit in the boat on dry land and adjust the foot pegs and oar lock placements to your leg length and
preference.
Float your pontoon boat in shallow water.  Push off, get seated comfortably, place your feet on the
foot pegs and check to see if you are level in the water.  (This is easier with another person on
shore.)

      Warnings - The goal is to find your balance point, When you are floating in the boat
it should be level in the water.
Placing heavy cargo in the wire cargo deck may necessitate moving the seat forward.
If you need to adjust the seat or foot pegs bring the boat back to shore and make the
needed adjustments.
Do not stand up in your boat while on the water.  You could loose your balance and fall
overboard.
Practice going forward and backward a bit to get comfortable.

Repair and Troubleshooting
Repairing Tears and Holes in Pontoon Bladders
If your pontoon bladder becomes torn or punctured, use the enclosed patches to fix it.  It may be
necessary to take the pontoon bladder out of the pontoon skin.  Look in the troubleshooting sec-
tion following for this procedure.  To fix a hole or tear, follow the steps below:
1.  For best results, it is important to apply patch to a clean, dry surface and that the surface
temperature is 50 degrees F (10 degrees C) or warmer.
2.  Use an alcohol prep pad to clean the surface to be repaired.  If you do not have an alcohol
prep pad, use a 50/50 mixture of isopropyl alcohol and water.  After cleaning, allow to dry com-
pletely.
3.  Cut a patch to the correct size with scissors.  Allow for the patch size to extend one inch
(2.5cm) beyond all edges of the tear.  Cut the patch with rounded corners.  This will make it
difficult for the corners to peel up after it is attached.
4.  Peel back 1/8 inch - 1/4 inch (0.3cm - 0.6 cm) of paper
backing and position and anchor the exposed patch edge,
allowing the patch to extend 1 inch (2.5cm) beyond
all edges of the tear.
5.  Slowly peel the paper backing while carefully applying the
patch over the tear.  Take care to avoid air bubbles.
6.  Rub the patch firmly for proper adhesion and allow to
cure for 4 hours before use.

If your boat appears to be losing air, it might not be because of a leak, changes in air temperature,
elevation and use in cold water (which can cool the air inside the pontoon bladders) can all have an
effect on the air inside the bladders.  If none of these factors have changed, you may need to
look for a leak.  Follow the steps listed below.
1. Start by giving the pontoon skin a visual inspection.  Is the pontoon skin ripped or torn?  Are
there any major scuff marks?  If so, it might be an indication of a bladder leak or tear.
2.  Check if you can hear air escaping the bladder in any suspected areas.  You can apply soapy
water to any suspected areas as well.  A leak will produce bubbles.  If you find a hole, fix it using
the methods listed earlier in these instructions.
If you don’t find a leak using these methods, check the inflation valves:
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3.  Give them a visual inspection, making sure the valve is closing properly
and the valve cap closes securely.
4.  Check if you can hear air escaping.  You may also use soapy water
around the valve.  If you find that a valve is leaking air around its edge,
the valve may be loose.

Checking for a Leaking Valve
The inflation valve consists of a two-part assembly. There is the inflation valve itself and the infla-
tion valve cage. The inflation valve cage protects the inflation valve from damage and is bonded
into the pontoon bladder.
To tighten a loose valve insert the inflation Valve Wrench into the valve and twist clockwise.  It may
be necessary to grasp the inflation valve cage (which is inside the pontoon bladder) to get enough
purchase to  twist the valve.  Be careful not to tear or rip the bladder skin.
If the valve is difficult to turn, remove the valve completely and add a small amount of silicon
grease to the valve O-ring and reassemble.
If the valve is not leaking around its edge, you may have a defective valve.
Please visit our website at www.classicaccessories.com to place an order for a new valve.
If you must remove the pontoon bladder from the pontoon skin to make a repair, you must
completely unscrew the inflation valve from the inflation valve cage.  Make sure to align the valves
in the bladder with the valve openings in the skin.  Since the pontoon skin is captive in between the
inflation valve cage and the inflation valve, care must be taken not to tear, rip or stress either the
bladder or the skin by over tightening the valve.

Care and Storage
Transporting Your Pontoon Boat
The boat can be transported partially or fully assembled and or inflated. Due to size constraints,
many customers will keep their frame fully intact and simply inflate and attach their pontoon once
they reach their destination.  Various methods such as a pickup truck bed, trailer, or roof rack can
be used to transport your boat.  If you are carrying a partially or fully assembled and or inflated
boat, please consult with your vehicle, trailer, or roof rack manufacturer.

Care for Your Boat
The pontoon boat can be cleaned with soap and water then rinsed.  Use a soft rag for hard to
clean areas.

Seasonal Storage of Your Boat
Remove pontoons from the frame, empty pockets of any sharp objects that may puncture the
skin.  Deflate completely and fold for storage. Store pontoons away from sharp objects, heat or
abrasive wear.  Dismantle frame and boat parts and store in box.

1 Year Warranty
This paroduct is factory warranted for workmanship and materials for 1 year from the date of
purchase.
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