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assembly

cauTion %H�VXUH�WR�IROORZ�WKH�DVVHPEO\�LQVWUXFWLRQV�IRU�WKH�DSSURSULDWH�FKHVW�FDELQHW��
'R�QRW�XVH�SRZHU�WRROV�WR�DVVHPEOH�FKHVW�FDELQHW��7LJKWHQ�EROWV�ZLWK�KDQG�ZUHQFKHV�

 

 
 

 
 

 

 

 

 

 

7RROV�5HTXLUHG

Hardware Included
NOTE: Items not shown to actual size.

Hardware Item 'HVFULSWLRQ Quantity

AA Bolt M6 x 15L 4

BB Washer M8 16

CC Bolt M8 x 20L 16

DD Screw M4 x 8L 20

EE Screw M6 x 12L 8

grounding
&KHVWV�&DELQHWV with Three Prong Plugs
Chests/cabinets marked “Grounding Required” 
have a power strip with a three wire cord and three 
prong grounding plug. The plug must be connected 
to a properly grounded outlet (See Figure A). If the 
power strip should electrically malfunction or break 
down, grounding provides a low resistance path to 
carry electricity away from the user, reducing the 
risk of electric shock.
The grounding prong in the plug is connected 
through the green wire inside the cord to the 
grounding system in the power strip. The green 
wire in the cord must be the only wire connected 
to the power strip's grounding system and must 
never be attached to an electrically “live” terminal.
Your power strip must be plugged into an 
appropriate outlet, properly installed and 
grounded in accordance with all 
codes and ordinances. The plug 
and outlet should look like those in 
Figure A.

Fig. A

Warning ,PSURSHUO\�FRQQHFWLQJ�WKH�
JURXQGLQJ�ZLUH�FDQ�UHVXOW�LQ�WKH�ULVN�RI�HOHF-

WULF�VKRFN��&KHFN�ZLWK�D�TXDOL¿HG�HOHFWULFLDQ�
LI�\RX�DUH� LQ�GRXEW�DV�WR�ZKHWKHU�WKH�RXWOHW�
LV� SURSHUO\� JURXQGHG�� 'R� QRW�PRGLI\� WKH�
SOXJ�SURYLGHG�ZLWK�WKH�FKHVW�FDELQHW��1HYHU�
UHPRYH�WKH�JURXQGLQJ�SURQJ�IURP�WKH�SOXJ��
'R�QRW�XVH� WKH�FKHVW�FDELQHW� LI� WKH�FRUG�RU�
SOXJ�LV�GDPDJHG��,I�GDPDJHG��KDYH�LW�UHSDLUHG�
EHIRUH�XVH��,I�WKH�SOXJ�ZLOO�QRW�¿W�WKH�RXWOHW��
KDYH�D�SURSHU�RXWOHW�LQVWDOOHG�E\�D�TXDOL¿HG�
electrician.

3KLOOLSV� 
screwdriver

Safety  
goggles

10 mm 
Wrench

13 mm 
Wrench
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NOTE:�%HJLQ�SURGXFW�DVVHPEO\�FORVH�WR�WKH�¿QDO�
intended location of your chest/cabinet. This prod-
XFW� LV� KHDY\� DQG�PD\� EH� GLI¿FXOW� WR�PRYH� DIWHU�
assembly.
Attaching the Side Handle
Attach the side handle to the rolling cabinet using 
four bolts (AA).
NOTE: The holes in the cabinet are tapped and do 
not require nuts.

AA

Installing the Casters

cauTion   Do not overtighten the screws.

1. Ensure all cabinet drawers are securely locked 
into place using the key lock on the rolling cabi-
net.

2. Lay the rolling cabinet on its back. Use the pack-
DJLQJ�PDWHULDO�WR�SURWHFW�WKH�¿QLVK�

3. Mount the two swivel casters with brake to the 
rolling cabinet using four bolts (CC) and washers 
(BB) per caster. The swivel casters with brake  
should be installed on the end of the cabinet with 
the side handle.

4. Mount the two rigid casters to the opposite end 
of the rolling cabinet using four bolts (CC) and 
washers (BB) per caster.

5. Tighten all bolts securely with a wrench.
6. Return the rolling cabinet to its upright position.

BB
CC

Item 'HVFULSWLRQ Quantity

Side handle 1

Swivel caster with brake 2

Rigid caster 2

Bracket 2

Bumper 4

Cord Storage Brackets 4

cauTion 7ZR�SHRSOH�PD\�EH�UHTXLUHG�
WR�FRPSOHWH�LQVWDOODWLRQ�

13 mm 
Wrench
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operaTion

/RFNLQJ�DQG�8QORFNLQJ�WKH�&KHVW�&DELQHW
NOTE: The drawers must be fully closed before 
locking/unlocking the unit.
Insert the key. Turn it fully left to lock, or fully right 
to unlock. Always remove the key after locking 
and unlocking.
0RYLQJ� WKH�&KHVW�&DELQHW� RQ� DQ� ,QFOLQH� RU�
Rough Surface
Take care that the chest/
cabinet does not tip or 
become unbalanced when 
moving it on an incline 
or rough surface. Do not 
exceed an incline of 10 
degrees. Lock the chest/
cabinet and secure all 
items before moving.
8VLQJ�WKH�&DVWHU�%UDNHV
To lock the swivel casters, step down on the le-
vers marked Lock. Be sure to lock both casters to 
prevent chest/cabinet from rolling or swiveling. To 
unlock casters, push down on the levers marked 
Unlock.
5ROOLQJ�WKH�&KHVW�&DELQHW
The chest/cabinet is only intended for rolling short 
distances. Only roll the chest/cabinet using the 
handle. Do not push or pull chest/cabinet by the 
frame or product may tip. Do not modify the chest/
cabinet in any way. Drilling holes or modifying the 
chest/cabinet will lower the load capacity, which 
can cause the chest/cabinet to collapse, resulting 
in injury. Lock the chest/cabinet and secure all items 
before rolling.
/LIWLQJ�WKH�&KHVW�&DELQHW
The cabinet and chest/cabinet combo are not 
intended to be lifted. However, if you need to lift, 
empty the chest/cabinet and then place straps or 
forks inside and next to casters. Do not lift loaded 
chests/cabinets. Be sure all bystanders are moved 
away before lifting chest/cabinet.

Warning 7R�DYRLG�LQMXU\�RU�SURSHUW\�
GDPDJH��GR�QRW�H[FHHG�PD[LPXP�VKHOI�FDSDF-

LW\��8VH�FDUH�ZKHQ�PRYLQJ�FKHVW�FDELQHW�RQ�
LQFOLQH�RU�URXJK�VXUIDFH��&KHVW�FDELQHW�PD\�
WLS�LI�ZHLJKW�LV�QRW�HYHQO\�GLVWULEXWHG�IURQW�WR�
EDFN�DQG�VLGH�WR�VLGH��3ODFH�PRUH�WKDQ�KDOI�
WKH� WRWDO� ORDG�ZHLJKW�RQ� WKH�ERWWRP�FDELQHW�
ZKHQ�SRVVLEOH�

,QVWDOOLQJ�WKH�&RUG�6WRUDJH�%UDFNHWV
Attach the brackets to the back of the chest and 
cabinet with two screws (DD) per bracket. Orient 
the brackets with one pointed up and one pointed 
down so that the power outlet cord can be wrapped 
around the brackets for storage.

,QVWDOOLQJ�WKH�&KHVW�RQWR�WKH�&DELQHW

DD

Installing the Drawer Liners and Mat
Place the drawer liners in appropriately sized 
drawers and the mat in the chest lid area to protect 
the surface.
,QVWDOOLQJ�WKH�%XPSHUV
Attach the four bumpers to the rolling cabinet using 
two screws (EE) per bumper.

EE

1. Remove the cabinet mat from the rolling cabinet. 
The top chest will not line up with the brackets if 
the mat is in place.

2. Place the top chest on top of the rolling cabinet.
NOTE: The holes in the cabinet are tapped and do 
not require nuts.
3. Attach the two brackets to the back of the product 

to secure the top chest to the rolling cabinet. 
Place the brackets over the holes and secure 
with four screws (DD) per bracket.

4. Tighten all screws securely with a Phillips 
screwdriver.

cauTion 7ZR�SHRSOH�PD\�EH�UHTXLUHG�
WR�FRPSOHWH�LQVWDOODWLRQ�
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0DLQWDLQLQJ�WKH�&KHVW�&DELQHW
Keep your chest/cabinet in good repair by adopting 
a regular maintenance program. Before use, ex-
amine the general condition of your chest/cabinet. 
Check for loose screws, misalignment, binding of 
wheels, broken parts and any other condition that 
may affect its safe operation. Do not use a dam-
aged chest/cabinet.
Maintaining the Casters
Grease the casters annually using high quality 
bearing grease.

Warning 7R�UHGXFH�WKH�ULVN�RI�LQMXU\��
contact milWaukee�&RUSRUDWH�$IWHU�6DOHV�
6HUYLFH�7HFKQLFDO�6XSSRUW�IRU�$//�UHSDLUV�DQG�
UHSODFHPHQW�SDUWV�

mainTenance

 

Maintaining the Drawers
1. Periodically clean the drawer trim, and inside the 

drawers with a mild detergent and water.
2. Remove grease and oil in drawer with a standard, 
QRQÀDPPDEOH�FOHDQLQJ�ÀXLG�

3. The use of drawer liners is recommended to 
SURWHFW�WKH�¿QLVK�LQVLGH�WKH�GUDZHUV�DQG�PDNH�
the drawers easier to clean. Drawer liners can 
be cleaned with soap and water.

4. Lubricate the slides semi-annually with general 
purpose grease or equivalent.

Installing the Drawers
1. Pull the slides and slide carrier out until fully 

extended.
2. Hold the slide on the cabinet while aligning it with 

the slide on the drawer.
3. Slightly insert one side and repeat for the other 

side.
4. Slowly push the drawer until it is fully closed to 

engage the slide.
5. Open and close the drawer to verify proper 

operation.

Grease 

Points

Grease 

Points

Mounting Chargers
The rolling cabinet comes equipped with four pre-
installed charger mounting bolts, located below the 
power strip. The mounting bolts are suitable for 
holding MILWAUKEE M18™ & M12™ Multi Voltage 
chargers as well as M18™ chargers.
Removing the Drawers
1. Fully extend and empty the drawer.
2. Depending on the side, either lift or lower the 

release lever on both sides so the slides can ride 
over the stops. Pull out to remove.

Release Lever


