
For videos and more information, visit www.wambamfence.com

Forget renting power augers, digging holes, and pouring concrete. 
It’s never been easier to install a vinyl or ornamental fence.

why dig?

How Does it Work?
With WamBam's digless fence system, you pound pipe deep into the 
ground to install your fence posts. Used in conjunction with the Pipe 
Positioner and Leveling Donut, your fence is  installed with relative 
ease because you don’t have to dig deep holes and pour concrete. 
WamBam’s fence systems are professional grade vinyl and aluminum, 
providing a great-looking and strong fence proven to withstand high 
winds. Complete with a limited lifetime warranty, you can be be assured 
of a fence that will last a lifetime, and all without the traditional hassle installs.

It’s the easy, quick, and clean way to install fence.
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Determine what style of fence you want.

Privacy & Semi-Privacy Fence
6ft. Tall - 4 styles

Picket Fence
4ft. Tall - 1 style

Pool Fence
4ft.,5ft. Tall - 2 styles

Ranch Rail Fence
3ft.,4ft. Tall - 2 styles
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Determine the length of your fence run(s).
Using a measuring tape, determine how many feet of fence you need per run in your yard. A run 
is a consecutive line of fence.

Determine how many gates you need.
Each fence style (excluding the Simple Simon fence) has a corresponding gate. All gates are 
designed to fit a 50in. opening. 

Your Vinyl Fencing Guide:
       Getting Started

For more information, visit www.wambamfence.com or call 877.778.5733

Cap’n Morgan Cap’n Jack Cap’n America

Choose your post cap style.
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Decide whether you will step or slope your fence to determine post length.

Unfortunately your ground will rarely be level and you will have to deal with slopes in your yard. 
There are two ways to tackle this: stepped install (A) or sloped install (B). Stepping tends to look 
more professional, but you will need to order longer posts to accommodate. We cover this in detail
in the Murphy’s Vinyl Fence Laws Guide.

Once you decide whether you will step or slope your fence, you can determine the required length 
of the posts.
Sloped install:  Posts must match the height of the fence (i.e. 6ft. privacy fence requires 6ft. posts).
Stepped install:  Posts must be 1ft longer than the height of the fence (i.e. 6ft. privacy fence 
requires 7ft. posts).

Basic Betty
18lbs, 1 or 2 person operation

Big Bertha
30lbs, 2 person operation

Springy Suzy
30lbs, Spring-loaded,

1 or 2 person operation

A - STEPPED B - SLOPED

Decide what kind of post pounder you want to use.

To drive the digless anchors into the ground, you need a post pounder. You can buy a generic 
one, rent a pneumatic post pounder, or purchase one specifically designed for WamBam’s fence 
products. All of our post pounders have a specialized insert to reduce noise and vibration fatigue.
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Generate a Material List.

It’s helpful to draw out your fence plan in advance. If you would like help determining your materials, 
call 877.778.5733 or email your drawing to hmmm@wambamfence.com and we’ll be happy to assist you.

To �gure out your materials, you will need to do some simple math: 
     •  Each post is 4.5in. wide and each panel is 79.5in. wide 

     •  One panel  and one post spans 7ft. (84in.)

     •  Fence panels can be easily cut to finish off a run, and this is covered in more

        detail in the ‘Murphy’s Vinyl Fence Laws’ guide.

Fence Run with No Gate:
Number of panels = Length of fence run in feet / 7 
(Ex. For a 55ft run of fence: 55/7=7.85, therefore you would need 8 panels (always round up)).
Number of caps and posts* = Number of panels rounded to nearest whole number + 1
*If you have two separate runs that are connecting to a corner, you will need 1 less post and cap.

Fence Run with 1 Gate:
Number of panels = (Total length of fence run in inches - 63.5in.) / 84in.
Number of caps and posts* = Number of panels + 2
*If you have two separate runs that are connecting to a corner, you will need 1 less post and cap.

Notes: 
Anchor kits come with posts. If a post is going to be mounted on a concrete or wood surface, order that 
post with a surface mount instead of an anchor kit.  Posts with surface mounts are only available in 6ft 
lengths, so you will need to cut them down to accommodate shorter panels.  
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Before You Begin Your Project:

         Familiarize yourself with the installation guides (found on Homedepot.com).

         Complete the “Before You Begin” steps outlined on page 4 of the installation guide.

         Ensure that you have all the tools you will need, as specified in the installation guide on page 5.

         Read over the Murphy’s Vinyl Fence Laws guide (found on Homedepot.com).

Write Down the Materials You Need to Order:

_____ Panels    _____ Posts w/ Anchors    _____ Posts w/ Surface Mount    _____ Gates    _____ Caps   

Circle Post Pounder:       Basic Betty         Big Bertha         Springy Suzy

For more information, visit www.wambamfence.com or call 877.778.5733 3


	WBF-GettingStarted_pg1
	WBF-GettingStarted_pg2
	WBF-GettingStarted_pg3

