
• The Auto-Clean drain cleaner is not recommended
for use with toilets.

• Drain cleaners for other applications can be found
by consulting the RIDGID Catalog, on line at
www.RIDGID.com or WWW.RIDGID.eu.

4. Make sure machine has been properly inspected.

5. If needed, place protective covers in the work area.

6. If needed, take appropriate steps to access the drain
to be cleaned.

• For many drains, the cable can be threaded through
the cross hairs in the drain (See Figure 7).

• For a sink with a pop up drain plug: Remove lift rod
and drain plug (See Figure 8). Be sure to place a
container under the clean out or trap to catch any
water that may come out.

• For other sinks a clean out plug or trap may need to
be removed (See Figure 9.) Be sure to place a
container under the clean out or trap to catch any
water that may come out.

• For bathtubs, never try to go through the drain, this
will damage the cable. Remove the overflow plate
and any mechanism to access the drain (See Fi -
gure 10).

7. Position the drain cleaning machine so it sits squarely
and firmly on the rubber feet provided. The end of the
AUTOFEED must be within 6" (15 cm) of the drain
opening. The guide hose should not be pulled tight or
kinked to reach this position. Greater distances from the
drain access in  crease the risk of the cable twisting or
kinking. 

8. If the machine cannot be placed close enough to the
drain opening, extend the drain access back to within
6" (15 cm) from the AUTOFEED with similar sized pipe
and fittings. Improper cable support can allow the
cable to twist and kink and can damage the cable or
injure the operator. See Figure 11.
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Machine and Work Area Set-Up

WARNING

Set up the drain cleaning machine and work area ac-
cording to these procedures to reduce the risk of
injury from electric shock, twisted or broken ca-
bles, chemical burns, infections and other causes,
and prevent drain cleaner damage.

Always wear safety glasses, leather work gloves,
and other appropriate protective e quip ment when
setting up your drain cleaner. For extra protection
from chemicals and bacteria on the machine and in
the work area, wear latex, rubber or other liquid bar-
rier gloves under the leather gloves. 

Rubber soled, non-slip shoes can help prevent slip-
ping and electric shock, especially on wet surfaces.

1. Check work area for:
• Adequate lighting.
• Flammable liquids, vapors or dust that may ignite. If

present, do not work in area until sources have
been identified and corrected. The drain cleaner
is not explosion proof and can cause sparks.

• Clear, level, stable dry place for machine and oper-
ator. Do not use the machine while standing in wa -
ter. If needed, remove the water from the work area.

• Properly grounded electrical outlet. A three-prong or
GFCI outlet may not be properly grounded. If in
doubt, have outlet inspected by a licensed electrician. 

• Clear path to electrical outlet that does not con-
tain any potential sources of damage for the power
cord.

2. Inspect the drain to be cleaned. If possible, deter-
mine the access point(s) to the drain, the size(s) and
length(s) of the drain, distance to mainlines, the nature
of the blockage, presence of drain cleaning chemicals
or other chemicals, etc. If chemicals are present in the
drain, it is important to understand the specific safety
measures required to work around those chemicals.
Contact the chemical manufacturer for required in-
formation.

3. Determine the correct drain cleaning equipment for the
application. The Auto-Clean drain cleaner is made for:

• Up to 11/2" (32mm) lines up to 25' (7.6m) long with
1/4" (6mm) cable.

Auto-Clean™ Drain Cleaning Machine
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Figure 11 – Example of Extending Drain to Within 6" (15 cm)
of AUTOFEED.

9. Evaluate the work area and determine if any barriers
are needed to keep bystanders away from the drain
cleaner and work area. Bystanders can distract the op-
erator.

10. Position the foot switch for easy accessibility. You
must be able to hold and control the AUTOFEED
and guide hose, control the foot switch, and reach the
ON/OFF/REV switch.

11. Confirm that the ON/OFF/REV switch is in the OFF
position.

12. Run the cord along a clear path. With dry hands plug
the drain cleaner into a properly grounded outlet.
Keep all connections dry and off the ground. If the
power cord is not long enough, use an extension
cord that:

• Is in good condition.
• Has a plug similar to that supplied on the drain

cleaner.
• Is rated for outdoor use and contains a W or W-A in

the cord designation (i.e. SOW), or complies with
H05VV-F, H05RN-F types or IEC type design
(60227 IEC 53, 60245 IEC 57).

• Has sufficient wire size (16 AWG (1.5mm2) for 50'

(15.2m) or less, 14 AWG (2.5mm2) for 50' – 100'
(15.2m – 30.5m) long). Undersized wires can over-
heat, melting the insulation or causing a fire or other
damage.
The GFCI on the drain cleaner (if equipped) does
not protect the extension cord. If the outlet is not
GFCI protected, use a plug in type GFCI between the
outlet and the extension cord to reduce the risk of
electrical shock from extension cord faults. If the
drain cleaner is not equipped with a GFCI, use a
plug in type GFCI between the outlet and the drain
cleaner to reduce the risk of electrical shock.

Operating Instructions

WARNING

Always wear eye protection to protect your eyes
against dirt and other foreign objects.
Always wear leather work gloves in good condi-
tion. Never grasp the rotating cable with anything
else, including a rag. They can become wrapped
around the cable, causing serious injury. 

When cleaning drains that might contain hazardous
chemicals or bacteria, wear appropriate protective
equipment, such as goggles, face shields or respi-
rators, to prevent burns and infections. For extra
protection from chemicals and bacteria on the ma-
chine and in the work area, wear latex, rubber or
other liquid barrier gloves under the leather work
gloves. Rubber soled, non-slip shoes can help pre-
vent slipping and electric shock, especially on wet
surfaces.

Follow operating instructions to reduce the risk of
injury from twisted or broken cables, cable ends
whipping around, machine tipping, chemical burns,
infections and other causes.

1. Make sure that machine and work area is properly set
up and that the work area is free of bystanders and
other distractions.

2. Wearing leather work gloves in good condition, pull
cable out of machine and feed into drain. Push cable
as far into drain as it will go. At least one foot of
cable must be in drain so that the end of the cable will
not come out of the drain and whip around when
you start the machine. 

Auto-Clean™ Drain Cleaning Machine
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3. Assume a proper operating position.

• Be sure you can control the ON/OFF action of the
foot switch and can quickly release the foot switch
if needed. Do not step on foot switch yet.

• Be sure that you have good balance, do not have to
over reach, and cannot fall. 

• You must be able to control and support the guide
hose and AUTOFEED as the cable feeds into the
drain and blockage.

• You must be able to reach the ON/OFF/REV switch.
This operating position will help to maintain control of
the cable and machine. See Figure 12.

Figure 12 – Using Machine With AUTOFEED

4. Move the ON/OFF/REV switch to the ON position. Do
not depress the foot switch yet. Do not rotate the
cable in reverse except as specifically described in
these instructions. Running the drain cleaner in REV
can damage the cable.

Grasp the AUTOFEED with one hand and hold it so
that the end of the AUTOFEED is within 6" (15 cm) of
the drain opening. See Figure 12. The guide hose
helps to protect the fixture from damage and con-
tain the liquid thrown off the cable as it is retrieved
from the drain. If the AUTOFEED is not kept within 6"
(15 cm) of the drain opening, the cable will not be
properly supported and may allow the cable to twist,
kink or break.

Pay attention to how the guide hose feels in your
hand. Because the guide hose is over the cable,
there is less sensitivity to the loading of the cable, and
it can be hard to tell if the cable end is rotating or not.
If the cable end is not rotating, the drain is not being
cleaned.

Auto-Clean™ Drain Cleaning Machine

Figure 13 – Advance/Retract Feed Lever

Starting The Cable In The Drain

Confirm at least one foot of cable is in drain and end of
AUTOFEED is less than 6" (15 cm) from Drain opening.
Press on the foot switch to start the machine. To advance
the cable into the drain, depress the ADVANCE feed
lever (Figure 13 and 14). The rotating cable will work its
way into the drain. The person controlling the cable
and the AUTOFEED must also control the foot switch.
Do not operate the drain cleaner with one person
controlling the cable and AUTOFEED and another
person controlling the foot switch. This can lead to
kinking, twisting and breaking of the cable.

If it is hard to get the cable through a trap, the following
methods or combination of methods can be used. 

• First, sharp downward thrusts on the cable/guide
hose, both with and without the cable turning, can
help to get the tool to pass through the trap. 

• A second method is to run the drain cleaner in REV
(REVERSE) for several seconds while pushing down
on the cable/guide hose. Only do this long enough to
get the cable started through the trap. Running the
drain cleaner in reverse can damage the cable. With
the cable rotating in REV, the ADVANCE feed lever re-
trieves the cable and the RETRIEVE feed lever
advances the cable. 

• Finally, if none of these options work, consider using a
smaller diameter or more flexible cable, or a different
drain cleaner.

Figure 14A – AUTOFEED in Advance Position
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Figure 14B – AUTOFEED in Retrieve Position

Cleaning The Drain

Always keep one hand on the guide hose. As you feed the
cable into the drain, you may feel and see the cable
slow down and feel the guide hose start to load or wind up
(this will feel like the guide hose is starting to twist or
squirm). This may be a transition in the drain line (trap,
elbow, etc.) build up in the drain (grease, etc.), or the ac-
tual blockage. Feed the cable slowly and carefully. Do not
let cable build up outside drain. This can cause the cable
to twist, kink or break. Keep end of AUTOFEED within 6"
(15 cm) of drain opening.

Pay attention to the amount of cable that has been fed into
the drain. Feeding cable into a larger drain line or similar
transition may cause the cable to kink or knot and prevent
removal from the drain. Minimize the amount of cable fed
into the transition to prevent problems.

Working The Blockage

If the end of the cable stops turning, it is no longer clean-
ing the drain. If the cable end becomes lodged in the
blockage and power is maintained to the drain cleaner, the
cable will start to wind up (this may feel like the guide hose
is starting to twist or squirm) or buildup outside the drain.
Having a hand on the guide hose can allow you to feel this
wind up and control the cable. As you feel the cable
wind up or if the cable end stops turning, immediately re-
lease the advance feed and depress the retrieve feed
lever to free the cable end from the blockage. Don’t keep
the cable rotating if the cable end is stuck in a blockage.
If the cable end stops turning and the drum keeps rotating,
the cable can twist, kink or break.

Once the cable end is free of the blockage and the cable
end is turning again, you can slowly feed the rotating
cable end back into the blockage. Let the spinning cable
end “dwell” in the blockage to help completely break it up.
Do not try to force the cable end through the blockage.
Work the cable end in this manner until it has moved com-
pletely past the blockage (or blockages), and the drain is
flowing. 

While working the blockage, the cable end may become
clogged with debris and cuttings from the blockage. This
can prevent further progress. The cable needs to be re-
trieved from the drain and the debris removed. See
section on “Retrieving the Cable”.

If the cable end continues to get hung up in the blockage,
a different drain cleaner may need to be used.

Handling A Stuck Tool

If the cable end stops turning and the cable cannot be
pulled back from the blockage, release the foot switch,
maintain a firm grip on the AUTOFEED and guide hose
and release the feed lever. Do not remove your hand
from guide hose or the cable may kink, twist and
break. The motor will stop and the cable and drum will turn
backwards until the energy stored in the cable is relieved.
Do not remove hand from the AUTOFEED and guide
hose until the tension is released. Place ON/OFF/REV
switch in the OFF position.

Freeing A Stuck Tool

If the tool is stuck in the blockage, hold the ON/OFF/ REV
switch in the REV position. With both AUTOFEED levers
released press the foot switch for several seconds until it
is free of the blockage. Do not operate the machine in the
REV position any longer than required to free the cable
end from the blockage or cable damage can occur. Place
the ON/OFF/REV switch in the ON position and con-
tinue cleaning the drain. 

Retrieving The Cable

Once the drain is open, if possible start a flow of water
down the drain to flush the debris out of the line. This can
be done by turning on a faucet in the system or other
methods. Pay attention to the water level, as the drain
could plug again. 

With water flowing through the drain, retrieve the cable
from the line by depressing the retrieve feed lever. The
ON/OFF/REV switch should be in the ON position – do
not retrieve the cable with the ON/OFF/REV in the REV
position, this can damage the cable. As with feeding the
cable into the drain, keep hands firmly on the AUTO-
FEED and guide hose for control. The cable end can
become caught while being retrieved. The flow of water
down the line will help to clean the cable as it is re-
trieved. Continue retrieving the cable until the tool is just
inside the drain opening. Release the feed lever and re-
lease the foot switch, allowing the cable to come to a
complete stop. Do not pull the end of the cable from the
drain while the cable is rotating. The tool can whip
around and could cause serious injury.

Place the ON/OFF/REV in the OFF position and with
dry hands unplug the machine. Pull the remaining cable

Retrieve
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from the drain by hand and feed into the drain cleaner. If
needed, continue cleaning following the above process.
Several passes through a line are recommended for
complete cleaning.

Maintenance Instructions
WARNING

ON/OFF/REV switch should be OFF and machine un-
plugged before performing any maintenance.

Always wear safety glasses and leather work gloves
when performing any maintenance.

Cables
Cables should be thoroughly flushed with water after
every use to prevent damaging effects of sediment and
drain cleaning compounds. Flush cable with water and
drain debris from drum by tipping machine forward after
every use to remove sediment, etc. which can corrode
cable.

AUTOFEED
After each use, hose out AUTOFEED assembly with
water and lubricate with lightweight machine oil.

Cleaning
The machine should be cleaned as needed with hot,
soapy water and/or disinfectants. Do not allow water
to enter motor or other electrical components. Make
sure unit is completely dry before plugging in and using.

Replacing the Cable
1. Remove the guide hose by pulling it off of the nose of

the machine. Pull up on the AUTOFEED levers so that
the end of the cable can fit through the AUTO FEED
and pull the cable through the guide hose. Push re-
maining cable back into the drum until just the tip of the
cable is left outside of the nose of the machine.

2. Loosen the three screws surrounding the outer drum
housing. (The screws do not need to be completely
removed). Remove the drum cover.

3. Pull the entire drum out of the machine.

4. Flip the drum over and remove the three outer-most
screws from the drum. (Figure 15)

5. Pull out the inner drum and disconnect the cable.
Push the end back into the drum. 

6. Face the drum towards the floor. Starting with the
auger end of the cable, pull the cable out completely
through the front of the drum. 

Figure 15 – Removing Screws From Drum

7. Feed the end of the new cable back through the
nose of the outer drum and then attach it to the inner
drum (Figure 16). Use the illustration on the inner
drum as a guide for which direction to start the cable. 

Figure 16 – Attaching Cable To Inner Drum

8. Replace inner drum back in outer drum. Put the sec-
tion of the inner drum with the cable attached into the
outer drum first. Push the rest of the inner drum into
place. Line up the three screw holes and replace
the screws. 

9. Flip the drum over and manually feed the cable back
into the drum. (Figure 17)

Clutch Retention Screw

Clutch Adjustment
Screw

Inner Drum
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Figure 17 – Feeding Cable Into Drum

10. Place the machine on its end and place the drum
back on the machine (Figure 18). Spin the drum until
it falls into place. 

Figure 18 – Inserting Drum Into Machine

11. Replace the drum cover by lining up the holes over
the screws. Then fasten screws. 

12. Reattach the guide hose as shown in Assembly
Section.

Clutch Adjustment
Machine is equipped with a slip clutch to limit machine
movement during starting. The slip clutch may need ad-
justing after extended use. If the machine lacks power or
does not reach full speed quickly the clutch will need ad-
justment.

1. Remove drum from machine. (See “Replacing The
Cable”).

2. Flip the drum over and remove the three clutch re-
tention screws holding the clutch assembly in place. 

3. Hold the nuts on the back of the clutch assembly
while tightening the two clutch adjustment screws to
5 to 6 in.-lbs. Do not over tighten. (See Figure 15).

4. Replace the clutch retention screws holding the clutch
to the drum.

5. Install the drum in the machine.

Accessories

WARNING
The following RIDGID products have been designed
to function with the Auto-Clean Drain Cleaning
Machine. Other accessories suitable for use with
other tools may become hazardous when used on
the Auto-Clean drain cleaner. To prevent serious in-
jury, use only the accessories specifically designed
and recommended for use with the Auto-Clean
drain cleaner, such as those listed below.

Machine Storage
The drain cleaner and cables must be

kept indoors or well covered in rainy weather. Store the
machine in a locked area that is out of reach of children
and people unfamiliar with drain cleaners. This machine
can cause serious injury in the hands of untrained users.

Catalog Model
No. No. Description

41937 — RIDGID Drain Cleaning 
Gloves, Leather

70032 — RIDGID Drain Cleaning 
Gloves, PVC

34893 — 1/4" x 30' (6mm x 9.1m) MAXCORE™ 50 Cable

WARNING



Disposal
Parts of the Auto-Clean drain cleaner contain valuable ma-
terials and can be recycled. There are companies that
specialize in recycling that may be found locally. Dispose
of the com ponents in compliance with all applicable reg-
ulations. Contact your local waste management authority
for more information.

For EC Countries: Do not dispose of elec-
trical equipment with household waste!

According to the European Guideline 2002/ -
96/EC for Waste Electrical and Electronic
Equipment and its implemen tation into na-
tional legislation, electrical equipment that

is no longer usable must be collected separately and
disposed of in an environmentally correct manner.
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Service and Repair
WARNING

Improper service or repair can make machine un-
safe to operate.

The “Maintenance Instructions” will take care of most of
the service needs of this machine. Any problems not ad-
dressed by this section should only be handled by an
authorized RIDGID service technician.

Tool should be taken to a RIDGID Independent Author -
ized Service Center or returned to the factory. 

For information on your nearest RIDGID Independent
Service Center or any service or repair questions: 

• Contact your local RIDGID distributor. 

• Visit www.RIDGID.com or www.RIDGID.eu to find
your local Ridge Tool contact point. 

• Contact RIDGID Technical Services Department at
rtctechservices@emerson.com, or in the U.S. and
Canada call (800) 519-3456




