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Included: 
Bowl with 3 molded in pivots, 3 carriage bolts, 3 square washers, 3 nuts, 6 wood screws, 3 long wood screws, 3 
Braces, 3 Brackets, 12 push rivets. 
 
You Will Need:  
Phillips Screwdriver & Utility Knife 
Ratchet with 7/16 socket or 7/16 wrench 

Preparation: 
1. Line up the hole in the end of the Brace with the holes in a Bracket and push the rivet tail into the hole then 

push the rivet head in.  
2. Repeat for the other end and for all Braces. 
3. Use the Utility Knife to cut the Pivot from the Bowl (Fig. 1) 
4. Put a fresh cut on the bottom of the tree. 
5. Place a long wood screw thru the center of the pivot with the larger end away from the head of the screw 

and screw into the center of the trunk end (Fig. 3). 
 

Attach each Brace to the Bowl: (Fig. 2) 
1. Put a Carriage Bolt thru a square washer.  
2. Reach under the Bowl and pass the Carriage Bolt thru the slot so that the threaded end is exposed on top.  
3. The Square Washer will be against the bottom of the slot and keep the carriage bolt from turning. 
4. While keeping the bolt exposed, put a Brace Bracket over the threaded end and finger tighten a nut on the 

threaded end.  
5. Slide the Bracket along the slot so that the bolt is at the Setup Mark.  

Lift up on the Bracket to keep the carriage bolt in the hole and you can use the ratchet or wrench to tighten 
the nut fully. 

The Braces should swivel toward the middle of the Bowl. 

Attach the Braces to the Tree:  
1. Carefully place the tree into the Bowl so that the Pivot in the trunk fits into the molded hole in the center 

(Fig. 4). Do not allow heavy trees to drop onto the bowl bottom as this will cause cracks and leaks. 
2. While someone holds the tree straight swivel up a Brace so that it fits against the trunk, swivel up other 

Braces to see that they also have a place to fit against the trunk. 
3. Place a wood screw thru the Bracket and screw into the side of the trunk. 
4. Move around and attach the other Braces using the wood screws. 
ALTERNATE METHOD FOR HEAVIER TREES WITH THE TREE ON THE GROUND. 
1. Make sure that all of the Braces are attached at the Setup Marks and swiveling toward the center of the 

bowl. 
2. Slide the Standtastic toward the Pivot in the trunk so that the Pivot goes into the hole. 
3. Swivel all Braces up against the trunk so that they touch at the same spot around the trunk. 
4. Screw each Brace to the tree at this point and then lift the tree upright. 

Adjusting for Picture Perfect Straightness: 
1. While holding the tree steady, use the ratchet or wrench to loosen all 3 nuts (Fig. 5). 
2. Gently move the tree in the direction needed to get it straight. 
3. Tighten all 3 nuts. 
 
At the end of the Season remove the screws from the tree, fold the Braces away from the tree and lift the tree 
from the bowl. Dispose of any water that remains in the bowl. 
Remove the Pivot from the tree and store in the Pivot Caddy provided on the upper bowl rim. Put the wood 
screws in the Screw Caddys. Do not remove the Braces. Clean and store the Standtastic until next Christmas. 

U.S. Patent 8,037,637 and other patents pending 
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