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WARNING: To reduce the possiblity of electrical shock, be sure that the power is turned off at its source(fuse 
or circuit breaker). All electrical components must be installed in accordance with national and local  
electrical codes. To reduce the risk of fire and electrical shock, use this light fixture only with UL Listed Casa-
blanca Marrakesh Ceiling fan (89U73M).

P/N8943680  BM0404

READ AND SAVE THESE INSTRUCTIONS
INSTRUCTIONS FOR MOUNTING THE KG89-73

INSTALLATION

Step 1. Unpack light fixture and glass and make sure every-
thing is accounted for.

Step 2. For an existing fan: Remove the finial. The finial will 
not be used. Store in a safe place in case of future use.
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Step 3. Take the top glass with the rubber washers already 
installed and place it into the light fixture assembly with the 
frosted side up. Align the holes in the glass with the appropri-
ate holes in the light fixture.

Step 4. Insert spacer in the glass, hold in place as you install 
a screw from the other side. Hand tighten until snug. Do not 
overtighten.

  

FINIAL
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Step 6. Take the light fixture assembly and feed the light 
wires through the center hole and then align it onto the pipe 
threads on the fan. Rotate light fixture assembly until the 
alignment dot engages. This is critical to do in order to install 
decorative arms properly.

Step 7. Install 2 screws and washers and secure tightly by 
hand.

Step 8. Take the socket/reflector plate with the socket facing 
down and connect the light wires. Black to Blue and White to 
White by snapping the connectors together. Give each connec-
tion a slight pull to ensure the connection is complete.

Step 9. Making sure that the wires are tucked out of the way 
and won’t get pinched, re-install the socket/reflector plate 
to the light fixture assembly using the 3 screws removed in 
step 3.

Step 10. Align the arm as shown and install the ball screw 
through the arm and into the fan body first. Then install the 
ball screw through the arm and into the light fixture assembly. 
Repeat untill all 3 arms are installed securely.

Step 5. Take the Light Fixture assembly and remove the 
socket/reflector plate as shown. Set reflector plate and 3 
screws aside to re-install later.

INSTALLING THE EXCLUSIVE LIGHT FIXTURE

INSTALLING THE LIGHT FIXTURE DECORATIVE ARMS



©2004 Casablanca Fan Co.           www.CasablancaFanCo.com

Step 11. Install the 100w halogen bulb. Do not touch the 
bulb glass with your hands

Step 12. Take glass and position the flat areas in the outer rim 
of the glass so that they line up with the tabs on the inside 
surface of the light fixture.

Step 13. Carefully lift the glass shade up inside the light fixture 
as far as it will go and then rotate the glass in a clockwise 
direction until you feel it lock into the notch for each tab.

INSTALLATING THE GLASS SHADE


