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60 GALLON COMPRESSOR

CALIFORNIA PROPOSITION 65

WARNING: You can create dust
when you cut, sand, drill or grind
materials such as wood, paint,
metal, concrete, cement, or other
masonry. This dust often
contains chemicals known to
cause cancer, birth defects, or
other reproductive harm. Wear
protective gear.

WARNING: This product or its
power cord may contain
chemicals, including lead,
known to the State of California
to cause cancer and birth
defects or other reproductive
harm. Wash hands after
handling.

CAUTION:

FOR YOUR OWN SAFETY READ
INSTRUCTION MANUAL
COMPLETELY AND CAREFULLY
BEFORE OPERATING THIS
COMPRESSOR.
 Failure to follow all instructions
as listed below may result in
electrical shock, fire, and/or
serious personal injury.

Breathable Air Warning:

This compressor/pump is not
equipped and should not be
used “as is” to supply
breathing quality air. For any
application of air for human
consumption, the air
compressor/pump will need
to be fitted with suitable in-
line safety and alarm
equipment. This additional
equipment is necessary to
properly filter and purify the
air to meet minimal
specifications for Grade D
breathing as described in
Compressed Gas Association
Commodity Specification G
7.1 - 1966, OSHA 29 CFR
1910. 134, and/or Canadian
Standards Associations
(CSA).

SPECIFICATIONS:
Tank Size: 60 gallons
CFM: 11.5 @ 40PSI;
          10.2 @ 90 PSI
Horsepower (Running): 3HP
Max Pressure: 135 PSI
Thermal overload protection

INSTALLATION

Location

It is extremely important to
install the compressor in a
clean, well-ventilated area.
Make sure the temperature
will not exceed 100 degrees
Fahrenheit.  A minimum
clearance of 12 to 18 inches
between the compressor fly
wheel or fan and walls is
required because objects
could obstruct the air flow.

Do not locate the compressor
air inlet near steam, paint
spray, sandblast areas or any
other source of
contamination.

Tank Mounting

The tank should be bolted on
a concrete floor or on a
separate concrete foundation.
Vibration isolators can be
used between the tank leg
and the floor. When using
isolator pads, do not draw
bolts tight. Allow the pads to
absorb vibrations. When
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isolators are used, a flexible
coupling should be installed
between the tank and service
piping. Vertical tanks have three
feet and do not need shimming
as long as the floor or
foundation is level.

Never use wood shipping skids
for mounting the compressor!

Installing A Shut Off Valve

A shut off valve should be
installed on the discharge port
of the tank to control the air flow
out of the tank. The valve
should e located between the
tank and the piping system.

Do not install a shut off valve
between the compressor pump
and the tank. Personal injury
and/or equipment damage
could occur.

Piping

If a pipe line is used, the line
must be at least ¾ inch NPT.
Smaller piping restricts the air
flow. Use 1 inch NPT pipe if the
pipe line is over 100 feet long in
order to prevent excessive
pressure drops.

Bury underground lines below
the frost line and avoid pockets
where condensation can gather
and freeze.

Apply air pressure to the piping
installation and make sure all
joints are free from leaks before
underground lines are covered.

Before using the compressor,
find and repair all leaks in the
piping, connections and fittings.

ELECTRICAL
INSTALLATION

All wiring and electrical
connections should be performed
by a qualified electrician.
Installation must be in
accordance with local and
national electrical codes.

Grounding

This unit must be grounded.
Grounding the compressor
reduces the risk of electrical
shock by providing an escape
wire for the electric current if a
short circuit occurs. This product
must be equipped with a power
cord or cable that provides a
grounding wire.

Improperly grounded motors and
starters are shock hazards.
Ensure all equipment is properly
grounded.

Wiring

Have an electrician connect the
unit to an appropriate line
disconnect service and make
sure that the electric
disconnect and fuse box are
large enough and located
within sight distance of the
compressor, the service is of
adequate ampere rating, the
supply line has the same
electrical characteristics
(phase, cycles, voltage) as the
motor, and the line wire is the
proper size and no other
equipment is operated from the
same line.
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