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450 Watt Professional/Industrial 
Heavy Duty Glue Gun

 - 450  Watt heater for greater glue output
 - Adjustable temperature control from 284° F to 454° F (140° C to 230° C)
              - Non breakable handles and light weight
              - Unique effort-saving trigger, with circular TPR handle for comfortable long hour
                operation
              - Stroke adjustor: Each piece comes with a stroke adjustor, and allows user to
       Pre-set the amount of glue output correctly.

Operating Instructions
Read Safety Rules and Instructions Carefully 

Save for Future Reference

IMPORTANT SAFETY WARNINGS:  

WHEN USING THIS HOT MELT GLUE GUN, ALWAYS FOLLOW BASIC SAFETY 
PRECAUTIONS; THIS WILL REDUCE THE POSSIBILITY OF ACCIDENTAL INJURY DUE TO 
BURNS OR ELECTRICAL SHOCK.

Wear long sleeves, long pants, heat-resistant gloves and safety goggles - temperature of 
glue gun and glue can reach over 400° F and can cause serious burns.

Keep out of reach of children; do not place glue gun where cord can be tripped over.  Keep 
away from flammable material.  It is normal for this tool to become quite warm during use.  
This is normal and does not indicate a problem.  Do not leave glue gun unattended while it 
is on, or in a hot condition.

If accidental skin contact with glue gun nozzle or glue occurs, do not attempt to remove 
glue from skin - immediately put burned area into cold water.  Call physician if necessary.

Glue gun is for Indoor Use only; do not use outdoors or in wet or damp locations.  Never 
immerse glue gun in water or other liquid.  Use on a clean, dry work surface.  Excessive 
dust and dirt will reduce the lifetime of this tool.

Do not modify the plug in any way.  When unplugging from outlet, do not pull out of the 
socket by the cord; grasp the plug and pull out of the outlet.  Do not carry tool by the cord.  
When glue gun is being serviced or when changing accessories, disconnect from electrical 
power source.

Use only recommended accessories and adhesives with this glue gun.  Using materials 
other than those recommended may result in accidental injury, and permanent damage to 
the glue gun.

This glue gun should be unplugged after use, or if it will not be used within a 2 hour period.  
After use, allow glue gun to cool completely prior to storage.  When not in use, the glue 
gun should be stored in a dry, secure location out of the reach of children.  The adhesive 
can be stored indefinitely in the unheated gun, and remelted by heating up the tool.

Hot Melt Adhesives are not a replacement for structural fasteners.  Hot Melt Adhesives 
should not be used for projects that will be exposed to extreme heat; glue can soften at 140 
F.  Do not attempt to remove unused portion of a glue stick from the back of the tool.  Do 
not expose the glue gun to extreme changes in temperature during or directly after use - 
allow gun to air cool only.

Manufacturer assumes no responsibility for consequential or indirect damages from the use 
of this product.  

Caution: Prop. 65 warning: Handling the coated electrical wires of this product exposes               
you to lead, a chemical known to the State of California to cause cancer, birth defects and                 
other reproductive harm. Wash hands after handling.       

1204



                              Safety Instructions of the Pro600
                         Professional Heavy/Industrial Glue Gun

KEEP OUT OF REACH OF CHILDREN AT ALL TIMES.
Do NOT leave glue gun plugged in or unattended at any time.
Wear safety glasses or goggles, gloves, long sleeved shirt and long pants while using the glue 
gun. The nozzle and melted adhesive reaches extremely high temperatures during use.

DO NOT IMMERSE IN WATER.
DO NOT use in wet or damp locations. For indoor use only. 
DO NOT use near flammable materials, vapors, solvents, etc.
Connect only to a 3 pronged receptacle. Do not use a ground life or adapter to bypass 
grounding.
If an extension cord must be used, use a heavy duty extension cord  that complies with all 
state and local electrical codes.
Keep glue gun cord away from heat, solvents, sharp edges and objects, or anything that might 
cause damage.
If Cord becomes damaged, a qualified electrical technician should replace it. 
Unplug after use. Do not keep glue gun plugged in and unused for more than 2 hours, otherwise 
degradation of the adhesive and charring of the nozzle can occur. If gun has not been used for 
more then 30 minutes or longer, squeeze trigger several times to expel old glue from gun before 
working on application again.
Do not remove the glue stick from the back of the tool at any time. This may cause molten 
adhesive to flow from the opening of the tool causing burns or permanently damaging glue gun.
Use only glue sticks recommended for your application. Use Surebonder® Low Temperature 
glue sticks in the PRO500LT, and Surebonder® High Temperature glue sticks in the PRO500.

Shutting down your Industrial Glue Gun
Turn glue gun off by switching the switch to the “off” position.
Unplug the glue gun from the power source. 
Wait one minute for the gun to begin cooling, squeeze trigger 3 or 4 times to clear nozzle of 
melted glue and advance glue stick into the melting  chamber. This will allow a quicker startup 
the next time the glue gun is used.
Disconnect glue gun from the air source. The  Glue gun could be accidentally activated up to ½ 
hour after shutdown. Allow glue gun to cool in its normal vertical position, after 60 minutes it 
should be cool enough to put away.

CAUTION: Air pressure must be between 30 and 80 psi. DO NOT EXCEED 80 PSI UNDER 

ANY CIRCUMSTANCES. 50 psi is the optimum pressure to use under most circum stances. 
Altering the air pressure affects the amount of glue and bead size being dispensed with a 
pneumatic glue gun. Higher pressure will cause the gun to dispense more glue.

Preventive Maintenance
For best results, use only Surebonder® glue sticks.
Do NOT pull glue stick out of the back  of the glue gun or tilt glue gun back, this may cause glue 
to flow out back of glue gun, causing a condition called “back-melt.” Back-melt can cause skin 
burns and/or permanent damage to the glue gun.

                    
Troubleshooting 
Minor problems may occur while operating your industrial glue gun. Listed below are several 
common problems and tips on how they can be resolved.

NOZZLE LEAKS
Some leakage from the nozzle is normal. This will amount to a few drops (5-10) after the gun is 
first plugged in or after a large amount of adhesive is dispensed. Abnormal leaks maybe caused 
by using glue sticks not formulated for this glue gun; Surebonder® glue sticks are highly 
recommended. Leaks may also be caused by a worn nozzle periodically for best results.

NO/LOW GLUE FLOW
Check that you are using the proper glue for glue gun. Incorrect sizes and formulations may not 
work properly in this gun. Check function of the gripping mechanism fo the glue gun to insure it 
is moving the glue stick forward. Make sure that the glue gun nozzle is not clogged - if glue gun 
is left on for several hours without being used, a build-up of adhesive can collect in the oriface 
of the nozzle. It may restrict flow of glue from the gun, as well as cause pressure buildup which 
induces back-melt. If all of the above are correct, you may want to increase the air pressure 
slightly if you prefer more glue to dispense. DO NOT increase above 80psi.

JAMMED GLUE STICKS
Glue sticks can jam in the applicator-this may occur when very soft or rubbery glue sticks are 
used, a high temperature glue stick is used in a low temperature glue gun, or when the glue 
gun is used intermittently or has been idle for a long period of time. There may also be an 
appearance of jamming if the nozzle is worn or dirty, and glue cannot flow freely through the 
nozzle. To resolve, make sure you are using the correct glue stick for your glue gun and your 
application. Check nozzle to insure it is free of charred glue, and replace if necessary.

GLUE SURGES
Glue surges may occur each time the trigger is squeezed if the pressure is too high or the Flow 
Control Valve is open all the way. To prevent glue surges, start with 30 to 50 psi on regulator. 
Then fine tune the glue glow by adjusting the Flow Control Valve at the front of the glue gun. 
Loosen the lock nut on the valve by turning counterclockwise. While squeezing trigger, adjust 
Flow Control Valve to satisfactory flow (turn clockwise to reduce glue flow). Once proper flow 
is achieved, set lock nut by turning it clockwise until it rests against gun. Be aware that the 
glue surges will increase as air pressure to gun is increased. 

Replacing Nozzle

WEAR HEAT RESISTANT GLOVES, SAFETY  GLASSES/GOOGLES, LONG 
SLEEVE SHIRT AND PANTS WHILE REPLACING NOZZLE. Do not use 
excessive force when removing the old nozzle assembly or installing 
the new one.
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Your Industrial Glue Gun comes with a needle nozzle factory installed. Once cap nozzle and nozzle 
adapter is included in your Industrial Glue Gun kit; also  included is a wrench - one end is open 
ended, the other is a box end to remove the nozzle. Warm up glue gun for 2 to 3 minutes. Unplug 
the glue gun from the power source, and let cool for approximately 1 minute.
Use either end of the wrench to loosen the needle nozzle and remove it from the gun. To replace it 
with the cap nozzle, simply screw the threaded end of the nozzle/adapter into the glue gun, and 
tighten with the wrench. If you want to replace the cap nozzle with one of the accessory nozzles 
(not included in kit), remove the silver cap nozzle from the brass adapter with the wrench, and 
replace it with the nozzle you have chosen to use. Available accessory nozzles include a 
block/ribbon extension, flat or round extension, and several cap extensions. 
Hand tighten nozzle onto glue gun, then use wrench to slightly tighten it to the glue gun. Do not 
use excessive force to tighten nozzle to gun, or you could have difficulties changing or replacing 
nozzle in the future.    

OPERATION:
1. Plug the glue gun into any AC outlet with required specification; red light on means the
    power is on.  
2. Allow the tool to heat for approximately 3 to 5 minutes. Insert a stick of adhesive into
    the back of the tool.
3. When the gun is fully heated, squeeze the trigger slowly, until the melted material 
    begins to flow from the nozzle. Release the trigger to stop the glue flow.
4. The output volume of the glue can be adjusted by adjusting the stroke adjustor screw.
5. Different nozzle tips are available for different gluing applications and output amount.
Save these safety rules for future use:
1. It is normal for this tool to become quite warm during use. This is normal and does not 
    indicate a problem.
2. The glue gun should be unplugged after use or if not in use within a 2 hour
    period.
3. If you accidently touch the molten hot glue, immediately immerse the affected area in cold
    water and call a doctor. The injured area should be attended by a medical professional.
4. Some materials are heat sensitive and can be damaged by the hot nozzle  or even the hot 
    glue. Whenever a possible, test a piece of scrap material or a hidden portion of the object   
    being repaired.

ON/OFF�switch AC100-120V

Electrical warningHigh Heat

Signs

Hot Melt Glue Sticks - Formula Descriptions
#601     Low Melt adhesive; Fast (5 seconds) set time. Ideal for cartons. Bonds to most porous                  

materials.  Tan color.

#701 Fast-Setting carton sealing adhesive; 15 second open time. Tan color.

#702 Very-Fast setting carton sealing adhesive; 5 second open time. Cream color

#707 High-Strength, high-temperature glue sticks for porous and non-porous materials                                           

such as metal, plastic, magnets, glass, leather, some vinyl. Clear color.

#708     High Strength carpet bonding adhesive. Resists cracking at low temperatures and rigid 

enough to prevent “smiling”. Tan color.

#725 General Purpose, All-Temperature works in high, low and dual-temp glue guns. Bonds to

porous and non-porous materials. Clear color.

#735 High-Strength glue sticks, ideal for coated papers. Amber color.

#738 General Purpose, 15 second set time. Wood and Carpet glue sticks. Amber color.



 
Pro600 Special Features:
450 watts for greater glue output than other glue guns
Non breakable handles and light weight
Unique effort saving trigger, with circular TPR handle for comfortable long hour operation
Stroke adjustor: Each piece comes with a stroke adjustor, and allows user to pre set the 
amount of glue output correctly.

Use of screwdriver for adjusting the temperature of glue gun between 140°C - 230°C 
(284°F - 446°F)
Screwdriver can be stored easily at the base of the glue gun.

Screw storage

Temp. Control

Stroke  Adjust

TPR handle

ON/OFF switch

Speed
control valve

          WARRANTY
FPC Corporation warrants this glue gun to be free from defects in material and 
workmanship, under normal conditions of use and when used in accordance with FPC 
operating instructions, for a period of 90 days from the date of purchase by the user.  
Within the 90 day warranty FPC at its option shall repair or replace glue gun.  The glue gun 
must be returned at the distributor/user expense, either within warranty or out. Repaired 
or replaced glue guns will receive a 45 day warranty.  USER MUST BE USING 
SUREBONDER / FPC GLUE STICKS FOR THIS WARRANTY TO BE VALID.  WARRANTY IS 
VOID IF OTHER TYPES OR BRANDS OF GLUE STICKS ARE USED.


