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Power and Material Controls

X-Boost™ Power Dial 

Tip:  

Tip:  

+ -

2-Speed Air Power Control

+-

Variable Air Power Control

Material Flow Control

decrease

increase

Tip:  

Tip:  

Tip:  

Power and Material Settings Guide

Coating

iSpray Nozzle Detail Finish Nozzle

Material 
Flow

Air Power 
(570)

Air Power 
(590)

Material 
Flow

Air Power 
(590)

Transparent / semi-transparent 
stains, sealers

Lacquers (water based)

Solid stains

Polyurethane

Oil enamels

Latex paints plus primers, Latex 
paints

Oil or latex primers
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Spray Pattern Adjustment
Adjust Spray Shape - both nozzles

NEVER trigger the gun while 
adjusting the ears on the air cap.  
NEVER point the spray gun at any 
part of the body.

Detail FinishiSpray 

Horizontal pattern

=
 

Vertical pattern

=

Diagonal pattern*

=

IMPORTANT:  When changing the spray 
pattern, make sure the black retaining ring is 
not loosened.

*Note:

Adjust Spray Width - iSpray only

 

Wide 
pattern

 

Narrow  
pattern

Tips:
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Proper Spraying Technique

STOP

The room you are spraying must be 
properly masked in order to prevent 
overspray from covering woodwork, 
#oors or furnishings.  Make sure you 
have properly masked the room per the 
instructions on the enclosed “Taping 
Guide”.

Spray Poster

Surface Preparation

Spray Area Preparation

How to Spray Properly

STOP

It is important to keep your arm moving 
whenever the gun is being triggered.  If 
you pause or linger in one spot too long, 
too much material will be sprayed to the 
surface. 

STOP

Partially pulling the trigger will start 
the turbine, but no material will spray 
until the trigger is pulled fully.  It is 
recommended that the trigger !rst be 
pulled partially in order to start the 
turbine before a spray pass is made.  

6 to 8 inches

Correct

Even coat throughout

Keep stroke smooth and at an even speed

Incorrect

Do not �ex wrist while spraying.

Light coat Heavy coat Light coat

STOP

During a project, periodically wipe the 
nozzle tip with a cloth to remove any 
dried paint.  

Note:  
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Proper Spraying Technique
Pattern Examples

Note: 

STOP

During a project, periodically wipe the 
nozzle tip with a cloth to remove any 
dried paint.  

Large Surface Projects

Small Surface Projects

  

Note:  

Distance from the spray object -

Material thickness -

Note:  

Spray gun movement -

OR
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Cleanup
Flushing the unit  

Before you begin:

IMPORTANT:  Never clean air cap or air holes in the 
nozzle with sharp metal objects.  Do not use solvents or 
lubricants containing silicone.

Special cleanup instructions for use with 
flammable solvents (must have a flashpoint 
above 70ºF (21ºC):

To Flush the Unit:

IMPORTANT:  If you cleaned the sprayer using mineral 
spirits, repeat steps 1-6 using warm, soapy water.

Move on to “Cleanup -  Cleaning the Nozzle”, next page.

2

54

3

1/2

1/2

1

6

PULL

PULL

Empty waste 
container
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Cleanup (continued)
Cleaning the Nozzle  

To Clean the Nozzle:

iSpray nozzle only - 

Detail Finish nozzle only -

(c)

(d)

(e)

2b 4

5

3a

(a)

(b)2a

1

* Nozzle seal ** 

Groove


