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INSTALLATION INSTRUCTIONS 
PREVIEW INSTALLATION ORDER

Checking and 

choosing the proper 

location

Leveling the dryer

Connecting electric 

dryers

Venting the dryer

Plugging in the 

power cord and 

grounding

Connecting gas 

dryers

Test runInstallation test

(Refer to page 28.)

Press and hold

120V 240V

Connecting the inlet hose
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Installation Location Requirements 

WARNING 
It is important that 

you review this entire manual before installing and using your dryer. Detailed instructions concerning electrical 
connections, gas connections, and exhaust requirements are provided on the following pages.

at the end of an automatic cycle. This can result in longer drying times. The dryer must not be installed or stored in 
an area where it will be exposed to water and/or weather. Check code requirements. Some codes limit, or do not 
permit, installation of the dryer in garages, closets, mobile homes or  sleeping quarters. Contact your local building 
inspector. 

Clearances

INSTALLATION SPACING FOR RECESSED AREA OR CLOSET INSTALLATION 
The following spacing dimensions are recommended for this dryer. This dryer has been tested for spacing of  

reasons:

gas dryer must be exhausted to the outdoors.  
See appliance should also be considered.

No other fuel-burning appliance can be installed in the 
same closet as a dryer.

installation and servicing.

and floor moldings.

of the dryer to reduce noise transfer.

   For closet installation, with a door, minimum 
ventilation openings in the top and bottom of the 
door are required. Louvered doors with equivalent 
ventilation openings are acceptable.

considered.

Closet Door Vent 
Requirements

(7.6 cm)

(7.6 cm)

(2.54 cm) (2.54 cm)(68.6 cm)
 

14" max.* 
(35.6 cm)

21 1/4"
(54 cm)

28 15/16"
(73.4 cm)

50 1/4"
(127.5 cm)

5"**
(12.7 cm)

40 3/16"
(102 cm)

NOTE

operate correctly if dryer is not level.

NOTE

vibration from one to the other. Too much vibration, it could cause them to make noise or touch each other 
causing paint damage and making even more noise.

INSTALLATION INSTRUCTIONS
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Clearances (cont.) 

RECOMMENDED INSTALLATION SPACING FOR CABINET INSTALLATION 
For cabinet installation with a door, minimum ventilation openings in the top of the cabinet are required.

*Required spacing

**For side or bottom venting,  

28
(73.4 cm)

7"* (17.8 cm) 7"* (17.8 cm)

5"* 
(12.7 cm)

1"* 
(2.5 cm) (68.6 cm)

1"
(2.54 cm)

1"
(2.54 cm)

27 "

Leveling the Dryer

WARNING 

Failure to follow this warning can cause serious injury 
or death.

Failure to follow 
this warning can cause serious injury or death.

To ensure that the dryer provides optimal drying 
performance, it must be level. To minimize vibration, 
noise, and unwanted movement, the floor must be a 
perfectly level, solid surface.

    

 

across the top of the dryer.

Gently push on the top corners of the dryer to make 
sure that the dryer does not rock from corner to corner.

If you are installing the dryer on the optional pedestal, 
you must use the leveling feet on the pedestal to 
level the dryer. The dryer leveling feet should be fully 
retracted.

Turn clockwise to raise the dryer or counterclockwise 
to lower it. Raise or lower the leveling feet until dryer 
is level from side to side and front to back.

the floor. 

Level

Leveling Feet

NOTE
Adjust the leveling feet only as far as necessary to 
level the dryer. Extending the leveling feet more than 
necessary can cause the dryer to vibrate.

INSTALLATION INSTRUCTIONS
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frame. Remove the two plastic cover caps. Reinstall 
the hinges and cover caps on the opposite sides from 
which they were removed.

remount the inner door frame onto the outer door 

and latch are properly aligned and that the door 
closes and latches correctly.

WARNING 

door.

THE DRYER DOOR IS VERY LARGE AND HEAVY. Failure 
to follow the instructions below can result in damage to 
the dryer, property damage or injury to persons.

on the catch side by gently prying up with a flat blade 

from each hinge. Set the door aside face down on a 
protected surface to prevent damage to the door or 
the work surface.

screws on each side of the door and lift off the inner 
door frame using a flat blade screwdriver. Remove the 
latch hook and blank and move them to the opposite 
side.

Reversing the Door

Hole cap

Hinge screw

Inner door 
frame

Latch hook

Hinge 
assembly

Cover cap

Swing Door

INSTALLATION INSTRUCTIONS



16

Installing the Side Vent Kit

WARNING 

manual could result in property damage, injury to 
persons, or death.

Your new dryer is shipped to vent to the rear. 
It can also be configured to vent to the bottom or side 

An adapter kit, part number , may be 
purchased from your LG retailer. This kit contains the 
necessary duct components to change the dryer vent 
location.

out the exhaust duct.

OPTION 1: SIDE VENTING

adapter duct onto the blower housing and secure to 
the base of the dryer as shown.

faces AWAY from the dryer. Insert the elbow/duct 
assembly through the side opening and press it onto 
the adapter duct. Secure in place with duct tape. 

 
Attach cover plate to the back of the dryer with 
included screw.

OPTION 2: BOTTOM VENTING

secure to the base of the dryer as shown.

that the male end of the elbow faces down through 
hole in the bottom of the dryer. Secure in place with 
duct tape. 
Attach the cover plate to the back of the dryer with 
included screw.

Rear  
Exhaust Duct

Retaining  
Screw

Elbow

Cover 
Plate

Adapter 
Duct

Adapter 
Duct

Elbow

Cover 
Plate

” 
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Venting the Dryer 

WARNING 
To reduce the risk of fire, electric shock, or injury to persons when using this appliance, follow basic precautions, 
including the following:

 Failure to follow 
these instructions can result in fire or death.

 Failure to follow these instructions can result 
in fire or death.

 
Failure to follow these instructions can result in fire or 
death.

 
Failure to follow these instructions can result in fire or 
death.

 
Failure to follow these instructions can result in fire or 
death.

outside. Failure to follow these instructions can result 
in fire or death.

 Failure to follow these instructions can result 
in fire or death.

  
Failure to follow these instructions can result in fire or 
death.

dryer. Failure to follow these instructions can result in 
fire or death.

 Failure to 
follow these instructions can result in fire or death.

 Failure to follow these 
instructions can result in fire or death.

 Failure to follow these instructions can result in 
fire or death.

Failure to 
follow these instructions can result in fire or death.

 

In the 
United States, that only those foil-type flexible ducts, 
if any, specifically identified for use with the appliance 
by the manufacturer and that comply with the Outline 

be used.

INSTALLATION INSTRUCTIONS
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Venting the Dryer (cont.)

 
 

Routing and Connecting Ductwork 

NOTE
 

NOTE
Follow the guidelines below to maximize drying 
performance and reduce lint buildup and 
condensation in the ductwork. 
Ductwork and fittings are NOT included and must be 
purchased separately.

metal ductwork.

point away from the dryer.

in order to reduce condensation and lint buildup on 
duct surfaces.

covered by the dryer warranty. Failures or poor 
performance caused by such exhaust systems will 
not be covered by the dryer warranty. 

Ductwork

 

4"
(10.2 cm)

Recommended

Use only for 
short run 

installations

4"
(10.2 cm)

21/2"
(6.35 cm)

INSTALLATION INSTRUCTIONS
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are supplied with each inlet hose. They are used for 
preventing water leaks. Make sure the connection to 
the cold water tap is tight.

 

a. Shut off the cold water tap and remove the washer hose.

b.  Connect the short hose to the Y-connector using one 
of the hose washers.

c.  Connect the other end of the short hose to the cold 
water faucet.

d.  Connect the long dryer hose to one side of theY-connector 
and connect the washer hose to the other side.

a.  Connect the straight end of the long hose to the cold 
water faucet.

 

Connecting Inlet Hose
The dryer must be connected to the cold water tap using the new water supply hose. Do not use old hoses

 

pliers. 
Make sure that there are no kinks in the hoses and that 
they are not crushed.

hoses.

NOTE

remove the hose and check the condition of the 
hose washer. 

NOTE

several gallons of water into a drain or bucket. This will 
help prevent foreign particles such as sand and scale 
from clogging the dryer inlet valve.

NOTE

Hose 
connector

Y connector

Rubber 
seal

Long 
hose

WITH WASHER WITHOUT WASHER

Short 
hose

Y connector

INSTALLATION INSTRUCTIONS
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Connecting Gas Dryers
WARNING 

To reduce the risk of fire, electric shock, or injury to persons when using this appliance, follow basic precautions, 
including the following:

Electrical requirements for gas models only

WARNING 
To reduce the risk of fire, electric shock, or injury to persons when using this appliance, follow basic precautions, 
including the following:

Failure 
to follow this warning can result in fire, explosion, or 
death.

 Failure to follow this warning can result in 
fire, explosion, or death.

Failure to follow this warning 
can result in fire, explosion, or death.

 Failure to follow this warning can 
result in fire, explosion, or death.

 Failure to follow this 
warning can result in fire, explosion, or death.

 

 
Failure to do so can result in fire, explosion, or death.

 Failure to do 
so can result in fire, explosion, or death.

 

1

Failure to do so can result in fire, explosion, or death.

3

 Failure to do so can result in fire, explosion, or 
death.

Failure to do so can result in fire, 
explosion, or death. 

 Failure to do so can result in fire, 
explosion, or death.

 Failure to 
do so can result in fire, explosion, or death.

 Failure 
to do so can result in fire, explosion, or death.

 Failure to do 
so can result in fire, explosion, or death.

 Failure to do so can result in fire, explosion, 
or death.

Failure to do so can result in fire, explosion, or death.

INSTALLATION INSTRUCTIONS
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Connecting Gas Dryers (cont.)

WARNING 
To reduce the risk of fire, electric shock, or injury 
to persons when using this appliance, follow basic 
precautions, including the following:

 Failure to do so can result in fire, explosion, 
or death.

 Failure to do so 
can result in fire, explosion, or death.

Failure to do so can result in fire, 
explosion, or death.

 Failure to do so can result in fire, 
explosion, or death.

 Failure to do so can 
result in fire, explosion, or death.

. Failure to do so can result in 
fire, explosion, or death.

 Failure to 
do so can result in fire, explosion, or death. 

Connecting the gas supply

turned OFF. Confirm that the type of gas available in 
your laundry room is appropriate for the dryer. The 
dryer is prepared for Natural Gas with a ⁄8 - inch NPT 
gas connection.

the threads of the gas connector when removing the 
shipping cap.

using a new flexible stainless steel connector with a ⁄8 
- inch NPT fitting.

dryer and your laundry room’s gas supply. Turn on 
your laundry room’s gas supply and check all pipe 

with a noncorrosive leak-detection fluid.

Electrical connection

High-altitude installations

If your gas dryer is being installed at an elevation above 

or gas supplier.

Plug dryer into a  

outlet.

Gas Supply 
Shutoff Valve

Connection
Plug

AGA/CSA-Certified 
Stainless Steel Flexible 
Connector

INSTALLATION INSTRUCTIONS
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Connecting Electric Dryers

WARNING 
To help prevent fire, electric shock, serious injury, 
or death, the wiring and grounding must conform 
to the latest edition of the National Electrical Code, 

Please contact a qualified electrician to check your 
home’s wiring and fuses to ensure that your home has 
adequate electrical power to operate the dryer.

Electrical requirements for electric models only

WARNING 
To reduce the risk of fire, electric shock, or injury 
to persons when using this  appliance, follow basic 
precautions, including the following:

Failure to 
do so can result in fire, explosion, or death. 

 Failure to follow these 
instructions can result in fire, explosion, or death.

 Failure to do so can result in fire, 
explosion, or death.

Failure to 
follow these instructions can result in fire, explosion, 
or death.

 Failure 
to do so can result in fire, explosion, or death.

WARNING 
To reduce the risk of fire, electric shock, or injury 
to persons when using this appliance, follow basic 
precautions, including the following:

WARNING 
To reduce the risk of fire, electric shock, or injury 
to persons when using this appliance, follow basic 
precautions, including the following:

 Failure to 
do so can result in fire, explosion, or death.

INSTALLATION INSTRUCTIONS
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Connecting Electric Dryers (cont.)  
USA only

WARNING 

fire or death.

  Four-wire connection for electric dryers:  
Power cord

manufactured home installations, as well as all new 

back of the dryer. Install a UL-listed strain relief into 
the power cord through-hole; then thread a UL-listed, 

 
conductor power cord through the strain relief.

 conductor and closed loop or 
forked terminals with upturned ends.

green ground screw to the center screw of the 
terminal block. Attach the two hot leads of the power 
cord to the outer terminal block screws. Attach the 
white neutral wire to the center terminal block screw. 
Attach the power cord ground wire to the green 
ground screw. . 
Reinstall the terminal block access cover.

 Hot 

Power Cord 
Ground Wire

Ground 
Screw

White Wire 
moved from 
Ground Screw

Neutral 

Hot 

UL-Listed 
Strain Relief

UL-Listed 

Cord

Terminal 

INSTALLATION INSTRUCTIONS
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WARNING 

 

Four-wire connection for electric dryers: Direct wire

manufactured home installations, as well as all new 

shorter wires into a hook shape.

back of the dryer. Install a UL-listed strain relief into 
the power cord through-hole; then thread the power 

Ground Wire

 

Connecting Electric Dryers (cont.)  
USA only

 
conductor cable. 

and reinstallation of the dryer.

green ground screw to the center screw of the 
terminal block. Attach the two hot leads of the power 
cable to the outer terminal block screws. Attach the 
white neutral wire to the center terminal block screw. 
Attach the power cable ground wire to the green 
ground screw. . 
Reinstall the terminal block access cover.

UL-Listed 
Strain Relief

Power Cord

Terminal 

 Hot 

Power Cord 
Ground Wire

Ground 
Screw

White Wire 
moved from 
Ground Screw

Neutral 

Hot 

INSTALLATION INSTRUCTIONS
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Connecting Electric Dryers (cont.)  
USA only

WARNING 

  Three-wire connection for electric dryers:  
Power cord

upper back of the dryer. Install a UL-listed strain relief 
into the power cord through-hole; then thread a UL-
listed, 

 conductor power cord through the strain 
relief.

 conductor and closed loop or 
forked terminals with upturned ends.

outer terminal block screws. Attach the neutral wire to 
the center terminal block screw. Connect the external 

ground screw. . 
Reinstall the terminal block access cover. 

UL-Listed 
Strain Relief

UL-Listed 

Cord

Terminal 

Ground 
Screw

Neutral 
 Hot 

Hot 

External Ground 

White Wire 
from Dryer 
harness

INSTALLATION INSTRUCTIONS
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Connecting Electric Dryers (cont.)  
USA only

WARNING 

fire or death. 

Three-wire connection for electric dryers: Direct wire

shape.

back of the dryer. Install a UL-listed strain relief into 
the power cord through-hole; then thread the power 

 
conductor cable.

and reinstallation of the dryer.

outer terminal block screws. Attach the neutral wire to 
the center terminal block screw. Connect the external 

ground screw. . 
Reinstall the terminal block access cover.

UL-Listed 
Strain Relief

Power Cord

Terminal 

Ground 
Screw

Neutral 
 Hot 

Hot 

External Ground 

White Wire 
from Dryer 
harness

INSTALLATION INSTRUCTIONS
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Special Requirements for 
Manufactured or Mobile Homes

Any installation in a manufactured or mobile home must 
comply with the Manufactured Home Construction and 

you are uncertain whether your proposed installation 
will comply with these standards, please contact a 
service and installation professional for assistance.

concerning the electrical connection is provided in the 
section Connecting Electric Dryers.

must be vented to the outside.

mobile home.

back, left, right, or bottom panel.

back, left, or bottom panel. Gas dryers may not be 
vented to the outside using the right side panel 
because of the burner housing.

the manufactured or mobile home structure, and the 
exhaust duct must be made of a material that will resist 
fire and combustion.  
It is recommended that you use a rigid or flexible metal 
duct.

duct, vent, chimney, or other exhaust duct.

fresh air to ensure proper operation. The opening for 

and when venting the dryer to the outdoors, the dryer 

the sides and back of the dryer.

with the dryer. You should obtain the venting materials 
necessary for proper installation.

Final Installation Check 

Once you have completed the installation of the dryer 
and it is in its final location, confirm proper operation 

Testing dryer heating 

 
Close the dryer door, press the ON/OFF button to turn 
the dryer on, and start the dryer on a heat setting. 
When the dryer starts, the igniter should ignite the main 
burner.

 

 
Close the dryer door, press the ON/OFF button to turn 
the dryer on, and start the dryer on a heat setting. The 
exhaust air should be warm after the dryer has been 

Checking airflow 
Effective dryer operation requires proper airflow.  
The adequacy of the airflow can be measured by 
evaluating the static pressure. Static pressure in the 
exhaust duct can be measured with a manometer, 

from the dryer. 

dryer is running with no load.

Checking levelness 
Once the dryer is in its final location, recheck the dryer 
to be sure it is level. Make sure it is level front to back 

the floor.

NOTE
If all air is not purged from the gas line, the gas igniter 
may turn off before the main burner ignites. If this 
happens, the igniter will reattempt gas ignition after 
approximately two minutes.

INSTALLATION INSTRUCTIONS



28

Installation Test (Duct check) 

Once you have completed the installation of the dryer, 
use this test to make sure the condition of the exhaust 
system is adequate for proper operation of the dryer. 
This test should be performed to alert you to any serious 
problems in the exhaust system of your home.

system that automatically detects blockages and 

of lint buildup and free of restrictions allows clothes to 
dry faster and reduces energy use.

 

 

. 
Do not load anything in the drum for this test, as in 
may affect the accuracy of the results.

 
This button sequence activates the installation test. 
The code  will display if the activation is 
successful.

 
The dryer will start the test, which will last about 
two minutes. The heat will be turned on and the 
temperatures in the drum will be measured.

 
During the three minute test cycle, monitor the 
Flow Sense™ display on the control panel. If no bars 
are displayed, when the cycle ends, the exhaust 
system is adequate. If the exhaust system is severely 
restricted, the display will show four bars. Other 
problems may also be shown with error codes. Refer 
to the next page for error code details and solutions.

Four bars indicates that the exhaust system is severely 
restricted. Have the system checked immediately, as 
performance will be poor.

 
At the end of the test cycle,   will display.  
The test cycle will end and the dryer will shut off 
automatically after a short delay.

 
RESTRICTED

NOTE
The dryer should be cool before starting this test. If 
the dryer was warmed up during installation, run the 
AIR DRY cycle for a few minutes to reduce the interior 
temperature.

INSTALLATION INSTRUCTIONS
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Installation Test (Duct check) (cont.)

 
If the test displays four bars, check the exhaust system 
for restrictions and damage. Repair or replace the 
exhaust system as needed.

Error Code Possible Causes Solutions

 or  
 

service.

 
service.

 or   or  

 
connected correctly, or house power 
supply is incorrect.

tripped, or power outage has occurred.

Check the power supply or the  
connection of power cord to the  
terminal block. Refer to the  

 section of this manual 
for complete instructions.

the fuse capacity.  
If the problem is a circuit overload, have it corrected 
by a qualified electrician.

 

Avoid long runs or runs with multiple elbows or 
bends.

Excess or crushed 
transition duct

Too many elbows or 
exhaust too long

Check for blockages and lint buildup.

Make sure the ductwork is not crushed or restricted.

Crushed or 
damaged 
exhaust

Lint buildup 
or blockage

NOTE
When the dryer is first installed, this test should be 
performed to alert you to any existing problems with 
the exhaust duct in your home. However, since the 
test performed during normal operation provides 
more accurate information on the condition of the  
exhaust duct than does the installation test, the  
number of bars displayed during the two tests may 
not be the same.

Do not interrupt the test cycle, as this could result in 
the wrong results.

Even if no bars are displayed during the test cycle, 
some restrictions may still be present in the exhaust 
system. Refer to the  section of 
this manual for complete exhaust system and venting 
requirements.

Your dryer features Flow Sense™, an innovative  
sensing system that automatically detects blockages 

clean of lint buildup and free of restrictions allows 
clothes to dry faster and reduces energy use.

INSTALLATION INSTRUCTIONS




