


Simple Set-up, Smart Savings,  
Stunning Success!
Toro Blue Stripe® Drip is the worldwide leader in drip irrigation 
products, the first choice of commercial installers, landscapers 
and agricultural growers. The same products which have been 
relied upon for years by professionals are also the perfect choices 
for your beds, gardens, planters, trees or shrubs. 

Planning and installing a drip system is easy.  
This straightforward guide will walk you through 3 simple 
planning and installation steps:

1. connect to a water source
2. distribute the water
3. water the plants

½” Blue Stripe Tubing— Available in 50’, 100’ and 500’ lengths to 
accommodate any large or small area, ½” Tubing is typically the primary 
source for distributing water to beds or gardens. Blue Stripe Tubing is available 
with or without pre-installed emitters. Pre-installed emitters make installation 
especially easy— just unroll the tubing, connect to the water source and  
you’re done.

¼” Blue Stripe Tubing—¼” Tubing is typically used to deliver water to 
specific plants or trees in a given area by connecting it to ½” tubing. Blue 
Stripe Tubing is available with or without pre-installed emitters and is also ideal 
for distributing water to potted plants on patios.

Anti-Siphon—Refers to a valve with a built in backflow prevention device to 
protect household water from potential contamination. Anti-siphon valves 
should be installed 6”-12” above the highest sprinkler or drip device in your 
landscape. Check local codes to determine the type of valve allowable in your 
area.

Emitter—Any outlet device used to control the rate at which water is applied 
to specific areas. Micro-sprays and foggers are also types of emitters. An 
emitter is also sometimes referred to as a dripper.

GPH—The abbreviation for “Gallons per Hour”. GPH is used to measure flow 
or the rate of movement of water in drip irrigation systems.

I.D.—The abbreviation for “Inner Diameter” of drip tubing. Blue Stripe ½” 
Tubing has an inner diameter of 0.620 inches. ¼” Blue Stripe Tubing has an 
inner diameter of 0.170 inches.

In-Line—Refers to a valve that does not have a built in backflow prevention 
device. In-line valves must be installed along with a separate backflow 
preventer to protect household water from potential contamination. In-line 
valves can be installed below ground in a valve box. Check local codes to 
determine the type of valve allowable in your area.

O.D.—The abbreviation for “Outside Diameter” of drip tubing. Blue Stripe ½” 
Tubing has an outer diameter of 0.710 inches. ¼” Blue Stripe Tubing has an 
outer diameter of 0.250 inches.

Pressure Compensation (P.C.)—Term used to describe emitters that 
deliver the same precise amount of water regardless of their location in the 
installation. For example, a pressure compensating emitter located close to 
a water source will deliver the same amount of water as one located 10 feet 
downstream. Their consistent flow rate also makes them ideal for sloping 
landscapes.

Spacing—The distance between emitters or rows of emitters. Blue Stripe ½” 
Tubing with Emitters contains pre-installed emitters spaced every 18”.  
¼” Tubing with emitters has pre-installed emitters spaced 6” apart.

Valve—The component in an irrigation system that regulates the flow of water 
from the main line to the sprinklers or drip system, and is activated manually, 
or automatically by an irrigation timer or controller.

Zone—A group of sprinklers or drip components controlled by the same valve 
Zones are sometimes referred to as stations.

Drip Irrigation is Easy as 1-2-3  Frequently Used Terms

TIP: Draw a sketch of the drip installation area to assist in visualizing and 
planning your drip system layout. You can record the components you will 
need on the parts list included with this guide to help you while shopping.

Realize the advantages of Blue Stripe Drip irrigation: 

• Up to 70% savings in water usage due to more efficient delivery and 
less run-off.

• Healthier, more bountiful plants as a result of less over-watering or 
under-watering.

• Easy automated watering simply by adding a timer or tying into an 
underground irrigation valve system and controller. Eliminates the 
chores of hand watering.

• Reduced weed growth by limiting moisture to desirable  
plants only.

• Versatility on flat terrain or sloping landscapes 
without wasteful run-off or erosion.

• Easy system expansion to accommodate new 
planting areas or to retrofit an existing sprinkler system.

To make selecting the parts you need even easier, each 
Toro Blue Stripe Drip component is color-coded to match 
the installation step for which it should be used. Look at the 
packaging for each component to see at a glance how it fits 
within the 1-2-3 system.

Let Toro design your traditional and drip irrigation. 
For more information refer to the Toro Planning and 
Installation Guide or visit www.ToroDesign.com
















