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The Pearl Brick/Block Saw does not require a drip tray and pump:

• Pearl’s high performance diamond blade is engineered for dry
cutting.  You don’t need a water feed to cool the blade.  You
only need water to minimize dust.

• Attach a garden hose to the Pearl hose kit and adjust the valve
to a trickle feed.  This is sufficient to provide fast, accurate cuts.

• Hose down the cutting area when finished.

Pearl does have a pump and drip tray (V350MSWKIT).  However, it
is more efficient to use the hose system, and you won’t need to
worry about pump or tray maintenance.  

Please see below for hose installation instructions.

2 HP MOTOR
Powerful HP to cut faster and to cut harder materials

14" BlAde
larger blade for superior cutting depth, 
able to cut 8 x 8 x 16 block

1. Orient the water pipes as shown in Fig. A.  Insert the
shortest pipe from the "Y" adapter into the adjacent
sleeve at the rear of the blade guard.  First, you will
need to remove the black cap covering the hole insert
(#1).  The longest pipe, which has a control valve mid-
way, should be pointed towards the floor.   

The clamp included is not for VX141MSPROR Rental
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Fig. B

#2

Black caps 
(do not remove)

Some force will be
required to pinch the
mouth of the pipe when
inserting it into the slot.

2. Insert the second pipe protruding from the top of the
"Y" adapter into the slot located on the side of the
blade guard towards the front of the saw.  This is the
hole in the front of the blade guard (#2), do not remove
the black caps on the side. See Fig. B.
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